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Preface 
This document is the final project report submitted in partial 
fulfillment of NASA Contract Nas 5-11054, whose goal was to 
design and fabricate a gamma ray experiment to be flown aboard 
the OSO-7 spacecraft. This report contains a history of the 
development of the experiment, a description of the gamma ray 
detector and its operation, and a short preliminary review of 
the scientific information obtained during the instrument's 
lifetime. A list of all reports and scientific publications 
(to August 1974) resulting from this project are listed at 
the end of this report. 
Assembly of the qall1Jl1a ray detector componE;lnts and the desiqn an.d 
fabrication of the electronics Wag subcontracted to Time-Zero 
Sorporation of Torrance, California. Thp. objectives of the sub-
contract were to desiqn, fahricate, and test a breadhoard version 
of thp. experiment for balloon flight, 1 flight unit, 1 flight 
backup unit, and 1 ground support equipment (GSEl which included 
a Varian 620/i. The breadboard was flown successfully on a balloon 
flight in December 1969. Da-ta from this flight verified 
overall operation of the experiment and indicated modifications 
that were necessary and which were incorporated into the 
flight units. 
iii 
-'I .::.~j 
i I 
!! ,I 
I, 'I 
I' 
i; , 
j ~ 
(,1 
f ! 
1 f I' \ 
\ J 
I ! 
I ' 
I, \ 
, , 
II 
/; ,;, 1 i., 
11 
11 II 
j'" ({) 
-, 
I 
)ll 
Field support was provided where necessary for instrument 
calibration at Ball Brothers Research Corporation (BBRC) of 
Boulder, Colorado: launch activities, at Cape Kennedy (ETR) 
and Goddard Space Flight Center (GSFC): and programming 
support, at the University of New Hampshire (UNH). The OSO-7 
spacecraft and its complement of instruments was successfully 
launched from Cape Kennedy on September 29, 1971. 
The primary scientific objective of the project was to detect 
gamma ray lines from the sun. This goal was achieved during 
the solar events of August 4-7, 1972. For the first time in 
~story, the University of New Hampshire OSO-7 observations 
gave direct proof that gamma rays are produced on the sun by 
nuclear reactions yielding neutrons, positrons, and excited 
carbon and oxygen nuclei. 
The main features of the experiment and detector may be 
summarized as follows: 
1. Monitor solar gamma ray flux from 0.3-9.1 MeV 
with a high resolution gamma ray spectrometer to search for 
nuclear gamma ray lines (see Section 3.3). 
2. Monitor the continuum solar gamma ray spectrum 
over the same energy range, and simultaneously monitor the 
7.5-120 keV x-ray energy range (see Section 3.3.2.5). 
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3. Provide for internal calibration of detector 
automatically or on external command (see section 3.14). 
4. Change data-handling mode on command to emphasize 
high resolution or a broad spectral survey (see section 3.9). 
The UNH gamma ray detector operated an average of 18 hours a 
day for approximately 15 months. The majority of the data was 
collected in the solar and anti solar direction, but data at 
right angles to the spacecraft-sun line was also accumulated. 
In all, at least two full scans of the celestial sphere were 
completed. 
On December 25, 1972 the UNH instrument failed, apparently 
because of a problem in the 10\~ voltage power supply. Analysis 
of the data for other solar, cosmic, and atmospheric gamma rays 
is continuing. 
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Philosophy of Instrumer,c Design 
1-1 
The main objective of the instrument was to monitor the sun 
for the emission of certain gamma ray lines that were 
expected to be associated with large solar flares. Because 
of the low intensity and line nature of these radiations, 
the instrument was designed to have as high a sensitivity and 
energy resolution as possible. At the time this instrument 
was designed, these requirements were best met by an inorganic 
scintillator-photomultiplier detector. This combination also 
had the advantage of a high dynamic range in both energy 
interval and intensity. The first choice for a scintillator 
was NaI(T:l) bf~cause of its energy resolution. However, since 
it was not known if the mechanical properties of NaI(Tl) were 
sufficient for space application, a parallel design effort 
was carried out using the more rugged CsI(Na) scintillator. 
Fortunately, a packaging technique was found so that NaI (Tl) 
~ould be used. Similarly some effort was made to find a 
stable, high resolution, rugged 3-inch diameter photomultiplier. 
The final central gamma ray detector, as described in this 
report, exceeded the performance of most similar laborat-ory 
detectors and operated satisfactorily over the full life of 
the experiment. The only problem encountered was the 
, 
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detector's high sensitivity to overload conditions cau5ed by 
the spacecraft's passage through the trapped radiation regions. 
This problem is discussed in more detail later (see Section 4). 
Originally the detector was enclosed in a plastic shield in 
order to reject charged particles. However, during the initial 
satellite development the experiment's weight allotment was 
increased thereby allowing the shield to be updated to a more 
massive CsI (Na) scintillator. The new shield !,)t only rejected 
charged particles but also inhibited local gamma ray produc-
tion from the spacecraft material and enhanced the gamma ray 
line sensitivity by supressing the Compton continuum. 
An x-ray detector was also added at this time to allow us to 
select time intervals when the solar x-ray flux was higher and 
gamma ray emission~ore probable. 
Several unique instrumental improvements were incorporated into 
the experiment. One of these improvements was the direct mea-
surement of the central detector live time, and although the 
analog techniques used in our case may not have been ideal, 
data analysis results strongly justified the need for this 
information. Another improvement was the use of the gated CoGO 
energy calibration unit (see Section 3.14), which allowed us 
to determine the energy calibration very accurately twice each 
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orbit. Because of the unexpected gain variations experienced 
by our central detector, data analysis would have been 
difficult or perhaps impossible a good fraction of the time 
without these energy calibrations. The final noteworthy im-
provement was the use of the quadratic pulse height analyzer 
(PHA) (see Section 3.13). The quadratic PHA utilized the 
entire resolution of our detector over the full energy range 
(0.3-9 MeV) with one-third the number of channels that would 
be required with a normal linear PHA. Hence our time resolu-
tion was a factor of 3 better. 
To help determine the source of any observed increase in the 
detector counting rate, data was accumulated simultaneously in 
two directions. One was the solar direction (pointing toward 
the sun) and the second was the background direction (pointing 
away from the sun). These two directions were heavily shielded 
from each other by the mass of the spacecraft; and hence any 
increase in the gamma ray flux from the solar direction could 
be determined by comparison of the two data blocks. 
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2. History of the InstrUlllent Development 
The instrUlllent was conceived and the detector designed at UNH 
in 1967. The mechanical and electrical design and the 
fabrication were done by Time-Zero Corporation (formerly 
Marshall Laboratories). 
Major detector components were purchased and tested by UNH and 
then placed in bonded storage at Time-Zero. UNH personnel 
traveled to T-Z to support the work there and to help interface 
the detector and electronics. 
A balloon-borne flight of the instrument, in the form of the 
breadboard electronics and a prototype detector, was performed 
in December 1969 in order to test the instrument and to gather 
actual counting rate information at altitude. 
The engineering model, with plastic shield, was used in the 
early vibration tests (see section 3.2.1) to verify overall 
mechanical design. The detector was changed between the bread-
board engineering model and the prototype to include the CsI 
shield. The prototype instrument was flown with the bread-
board detector in the balloon experiment, and the electronics 
were slightly changed for the flight unit. 
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Integration of the instrument into the BBRC spacecraft was 
accomplished with no major problems. Several malfunctions 
were discovered and repaired in the process of integration but 
were not caused by integration. 
There was a possibility that other calibration sources on the 
spacecraft would interfere with our instrument. A test was 
conducted to look for such interference, compatibility tests 
showed no interference with or from other instruments. How-
ever, a temporary gain loss and a problem with the high energy 
channels was encountered. The high energy problem was 
corrected, but the gain loss could not be explained. It 
happened once again during thermal-vac testing (see Section 
3.2.2) but could not be repeated thereafter. 
The test history of flight units 1 and 2 is summarized in 
Tables I and II. 
The known differences between units 1 and 2 are summarized in 
Table III, Table IV is a comparison of the two units. 
Final tests on the instrument were carried out at Time-zero 
by both UNH and T-Z personnel. Several procedures had to be 
developed for testing and adjusting the detector signals, 
since up to this stage the emphasis at T-Z had been on pro-
cessing the signals and actually fabricating the instrument, 
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2-3 
UNH testing of the detector components was conducted with 
lab instrumentation. During final testing some malfunctions 
occurred but were all explained and corrected. The history of 
final tests on prototype and flight units is summarized in 
Section 3.2. 
The OSO-7 satellite was launched on september 29, 1971 from 
Cape Kennedy. The instrument operated successfully until 
December 25, 1972. 
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DATES 
1971 
1/27 
1/29 
2/1 
2/2 
2/4 
I 2/5 
~ 
" 
TEST 
Rm temperature 
Functional 
-IODC 
Functional 
Rm temperature 
Check 
-lODe 
Functional 
Rm temperature 
Check 
-lODe 
Functional 
Test History of Flight Unit 1 
MALFUNCTION 
None 
Logic failure: 
not change from 
to sun 
None 
unit does 
background 
CORRECTIVE ACTION 
None 
Replaced Z2022 and Z2036 
Z2056 logic board No. 2 
B04437-101 
Repaired abraded wire con-
tacting terminal on logic 
board 
None 
Logic failure: 
related to quad 
when CPHV on 
all function~ Repaired abraded wire 
signal quit 
None 
Logic failure: same failure 
as noted 2/2/71 
Integrated circuit 
temperature sensitive 
Reconforrnal coated logic 
board 
None 
Replaced Z5003 'logic board 
No. 5 804443-101 
M~LFUNCTION 
KEPORT No. 
C0090B 
C0090B 
C00909 
C00912 
'" I 2/7 
to 
2/8 
Special Rm 
Temperature 
to Check 
Dead Time 
test 
Excessive error in dead 
time measurement during 
high count rate 
il 
II _ .... ~ __ ~. . •.. /1 _ ____ _ ____, fi'll _" ::=_=== __ .~ __ _ Lb:.::L.:-... ' . '===~':=-::~~:.":~:=;':'-:==-.~----", -----, --------- _.-''''' 
Cut ribbon Z35-17 to 
eliminate extra MC INH 
line 
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DATES 
1971 
3/6 
to 
4/1 
4/1 
to 
4/2 
4/3 
4/4 
to 
4/6 
4/7 
4/8 
4/12 
TEST 
Repair 
above 
malfunctions 
RIll temperat'.lre 
Functional 
Vibration 
x-x Random 
-1.0°C 
Thermal vacuum 
-IOOC 
Thermal vacuum 
+35°C 
Thermal vacuum 
Interface 
at BBRC 
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MALFUNCTION 
~one 
~one 
Hain channel gain 
decreased to ze;-o 
None 
None 
Erra~tic data, experiment 
current fluctuations . 
Thermal paint cracking 
Ground nois~ out of 
spec. 
Experiment w~ght 
out of spec. 
CORRECTIVE ACTION 
None 
NO!1e 
Reola::e:il failed resistor 
Module input opened and 
bypassed with extern~l 
resistor 
None 
Repaired cold solder joint 
on terminal 
Remove thermal paint 
Waiver 
Waiver 
M~LFUNCT!ON 
KEPORT No. 
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C009l7 
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DATES 
1971 
2/9 
2/9 
2/14 
2/15 
to 
2/16 
2/16 
to 
2/18 
2/18 
to 
2/19 
2/21 
to 
3/5 
TEST 
Rm temperature 
Check 
-10°C 
Functional 
Rm temperature 
Check 
-10°C 
Functional 
+35°C 
Functional 
Vibration 
Thermal vacuum 
MALFUNCTION 
)lone 
IFC malfunction in the 
x-ray channel 
None 
None 
None 
None detected during 
vibration 
Central detector confirmed 
degraded by vibration test 
Central HVPS monitor 
circuit (diode failed) 
Central HVPS divider 
network failed 
LVPS turnon.problem 
at -lO"C 
CORRECTIVE ACTION 
None 
Reconnected module shield 
~o ground (Z59 Wi367-1) 
~lone 
~one 
)lone 
:-ione 
Central detector assembly 
replaced 
Replaced failed diode 
Replaced resistor pack 
804341-101 
Redesigned. converter 
drive circuit 
M~LFUNCTION 
KEPORT No. 
C00911 
C00915 
'" C009H I 
, 0\ 
COD9l4 
(', H 
L: 'j:'--f;:;~~~~I.--~.--c':'~!;(0':"";C"?:~<'::~(?~~"o?'.~:=~~. ~_~'~:~=:"~-~~~_=:"~'_-·-'>7':~~==~'"'-=== .... ==-_'". ____ ~_"~==:.,='ti~.-~=~~_J~:~_~.~_ ,~, 
~' ,<' '.' 
13')' 
'1 ," _l,,~ ".~~ ,-::'-:::::::r X L; __ -=:~.:·, :j ':~'~-:-:':"3 ,; ;:::::=";:::::::70i': c..,_~_... J ':1:=c, .. ~_J;C-"-," .-.. -',;., "-'~-' -_.' :~=: 
:. 11 
~.~ 
f 
,L 
~. , 
~, 
I 
I ~~ 
~f 
'I 
II lj ~'.,',.,C.J , 'j : :,~:" !: .,;,;.: ft 
',/ h 
.. DATES 
1971 
4/14 
to 
4/19 
4/20 
5/21 
8/9 
8/14 
to 
8/16 
TEST 
Repair above 
malfunction 
Integration 
Compatibility 
Test 
Thermal vacuum 
-IO°C 
Bench test 
(special) 
MALFUNCTION 
Main channel locked out 
during IFC 
Gain loss in main channel 
for several hours 
High channels not 
recording data 
No interference 
Gain dropped in main 
channel; comprehensive test 
None 
CORRECTIVE ACTION 
Make connector assembly to 
load cup signal during 
flight at test connector 
None; condition could not 
be repeated 
Take high energy signal 
from dynode 9 instead 
of dynode 10, to reduce 
crosstalk from H. E. 
circuits to cup 
Pending; proceed to end of 
test; instrument returned 
to normal after several 
hours 
(This was a monitoring 
test, to try to catch the 
low gain malfunction) 
MALFUNCTION j{EPORT No. 
~ 
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DATES 
1971 
7/17 
8/4 
B/4 
to 
B/9 
B/IO 
B/20 
TEST 
Corona test 
Thermal vacuum 
Repair 
above 
malfunctions 
Thermal vacuum 
-10°C 
Thermal vacuum 
+35°C 
Table II 
Test History of Flight Unit 2 
MALFUNCTION 
Arc from HV terminal to 
feedback amplifier 
HVPS corona; main channel 
Increased gain in main 
channel (open attenuator 
resistor) 
HV short in one cup PMT 
Damaged cup input 
amplifier 
Main channel gain 
erratic 
instrument input current 
increased, HV off l45~165 
watts; HV off 
CORRECTIVE ACTION 
Replace FU 2 power supply 
(sin 3) with prototype 
power supply (sin 1) 
Additional pottine on HVPS 
Replace surge lim~ter 
module Zl; replace Rl, Cl 
Reposition cable in PMT; 
repair potting 
Replace input amp. module 
W7367-1 
None; appears to be input 
resistors again; proceed 
at +35°C 
None; proceed to end of 
test 
MALFUNCTION 
KEPORT No. 
C00920 
C00920 
C00997 
C00992 
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1971 
8/22 
8/23 
"dS Oz §ijP> 
/Dt" 
;;;:~ 
t"Q ~~ 
TEST 
Finish TV 
Repair 
above 
Start tempera-
ture cycle 
MALFUNCTION 
None 
" .. ·~_··_-,,·~·,-,·)t2 ___ ,-... JLl>\ ~_' ____ _ ~--":.',-- '-:If ;.' ---
-- ("'~ -,;.1 
, 
CORRECTIVE ACTION 
Replace main cfiannel input 
resistors with Corning 
glass brand 
Monitor to determine cause 
of power increase of 8/20 
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REPOr:T No. 
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Known Differences between Flight Unit 1 and Flight Vnit 2 
ITEM 
High voltage power supply 
- HV Range, Me (HV 1) 
- HV Q-point (gain 1) 
- Shield HV 
- X-Ray HV 
'Experiment current draw 
Surge current 
Pnwer line noise 
Power ground noise 
Chassis ground noise 
'Weight 
Pnwer 
-
16 volts 
19 volts 
22 volts 
22 volts 
FLI GHT UNIT 1 
:<ew Unit 
880-1220 vol·ts 
Step 0 
1359 volts 
1114 volts 
215 rnA 
179 rnA 
155 rnA 
150 rnA 
30 mV 
68 mV 
64 mV 
74.0 1bs 
125-135 rnA at 197 volt 
185 
FLIGHT UNIT 2 
Reworked Prototype 
950-1619 volt 
Step 14 
1374 volt 
1174 volt 
230 rnA 
197 rnA 
170 rnA 
lTO rnA 
12 mV 
20 mV 
20 mV 
73.8 lbs 
140-150 rnA 
200 
HV both off 
HV both on 
'" J I-' 
o 
'-', I[' P<' 'j 
" 
r~::~:~~S:=:~=",.,;.,:":7~:::;';,_.=:::::=;~ ... :.~,:,~----~'1';.; ~"~,':::-_",,J[}Q ~7:,:: '::'''~=~':'_ ,~~~ __ ,::?;;::·-.'~7;--;:,~.c-:~~::::e-:-:::\ ;',' .. <,,~--""'~';.:;:> .~,~~ __ . ___ M-C~,~.:..;..-~,·,jL .. ,,<.-._<c __ , __ <:.<,,>,r,:::;..< ----::.-::::,:-:-:.:=-sL~ "~ =:;] 
:i, \'1 
<\1 
I 
... ~ .. @il .,;,\' .. ... 
'" 
~ e • 
Table IV 
Comparison of the Performance of Flight Unit 1 and Flight Unit 2 
PARAMETER FLIGHT UIIIT 1 I FLIGHT UNIT 2 
Main Channel Energy Resolution FWHM Cs137 7.5-8% 8.5-9% 
PIV CoGO 9 6 
Energy Range, approx., at Q-point 0.3-10 MeV 0.3-10 I-isV 
Compton Rejection at 400 keY, Cs 1 37 2.6 1.6 
• ! High Energy Channels (Q-point) 1 
! 
2 23-46 MeV 7.2-14.4 'leV 
3 46-92 MeV 14.4-28.8 MeV 
Energy linearity,. at 0.662 MeV +1.0% 
(deviation from at 1. 33 MeV o (reference) 
straight line at 2.62 MeV -1. 5% 
0-0.662 MeV) at 6.1 MeV +0.6% 
CoGO calibration source, peak ch. counts 3(10 2 ) 3(10 2 ) 
Rate from Co 6O PM 1.2 kc 1.4 kc 
Leakage =5% ,,5% 
Shield Energy threshold in Cup 80-100 keV 120-160 keY 
in Slab 30-60 keY 60-100 keY 
'" ~-ray Calibration source leakage ,,0 ,,0 I I-' 
I-' 
Y-", 
I I 
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3. Description of the Instrument 
3.1 Mechanical Description 
The OSO-7 gamma ray detector's mechanical design and packaging 
'requirements were governed by the University of New Hampshire. 
This instrument consists basically of the sensor and its 
electronics mounted within the wheel compartment of the OSO-7 
spacecreft. The mechanical aspects of the instrument design, 
fabrication, and analysis are discussed in the following 
paragraphs. 
3.1.1 Sensor 
This experiment detector assembly is depicted in Figure 
3.1.1-1 with a complete unit assembly pictorially illustrated 
by Figure 3.1.1-2. 
, The detector assembly consists of CsI(Na) crystals for the 
shield and front slab, NaI(Tl) crystal for the central 
,detector, Am241 and CoG 0 calibration sources, and eight photo-
multiplier tubes (PMT's). This detector weighs approximately 
55 Ibs when assembled. 
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The crystals and photomultiplier tube assemblies were packaged 
within an aluminum housing. The housing was rough machined in 
small sections, brazed together to eliminate light leaks, and 
welded to ensure structural strength. The assembly was then 
fine machined to specification. Using this technique it was 
economical to fabricate and, furthermore, structurally very 
sound. 
The central detector assembly utilizes a 3-inch photomultiplier 
(RCA-C31009) that has a 3- by 3-inch cylindrical NaI(Tl) 
crystal coupled to the photomultiplier tube face and is 
hermetie~lly sealed. The electronic oomponents that connect 
the anode, dynodes, and cathode together are coated with 
RTV-ll to provide structural support and corona protection. A 
stainless steel housing is fitted over the neck of the tube 
containing the dynode structure. The remaining volume between 
the stainless steel housing and the RTV-ll coating is filled 
with a polyurethane high density foam to insure structural 
integrity of the assembly. Mounted on the end, opposite the 
crystal, is a 3-inch hemispherical-shaped lexan plastic 
assembly that is used to position the central detector assembly 
into the large cesium iodide shield (cup). 
Prior to installation of the cesium iodide shield into the housing, 
it is wrapped with aluminum foil to prevent light leakage and 
i 
t , 
, 
j 
hi 
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to improve light collection at the photomultiplers. The 
detector housing is lined with several strips of I-inch 
silicon tape to allow the cesium shield to be properly loaded. 
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After the cesium iodide shield i2 installed into the housing and 
centered using an O-ring, the central detector is placed in the 
center of the shield and foamed using a high density polyure-
thane. The cesium iOdide shield and central detector are then pr
o- I 
\) 
'j 
) 
perly loaded into the housing using a stainless steel plate 1 
, II 
I and wave spring. T
he I-inch photomultiplier tubes that view 
the shield are installed using RTV-615 as an optical coupler 
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and held in place by a metal cap and wave spring assembly that 
loads a tube to 'y 12 Ibs. 
The cesium iodide front slab assembly is mounted over the 
area of the central detector that is not covered by the 
cesium iodide cup. The front slab crystal is wrapped with 
aluminum foil for light tightness and both sides of the 
I 
I 
J 
i 
1 
" j 
! 
Ii crystal have a I-inch strip of silicon tape attached to , 
Ih' i n buffer the crystal against the aluminum hOUSing.! 
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For attachment to the spacecraft wheel compartment, the instru-
i 
ii' ® 
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U ment provides fourteen 10-32 inserts in the mounting surface. I 
fit, 
Jl The same structural members are used for mounting the elec-
I 
Ii tronic assemblies to the detector assembly.:,·l U·~ I P .1 l~ I ~l I I~t I 
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3.1. 2 Electronics 
The electronics associated with the gamma ray experiment con-
sist of five electronic assemblies. These assemblies are the 
high voltage power supply, low voltage power supply, memory-
associated electronics and logic assembly, pulse height 
analyzer, and electronics associated with the sensors. 
The experiment electronic circuits are quite complex and 
consist of approximately 265 discrete component modules 
(average of five transistors, etc., per module) and an addi-
tional 450 integrated circuits. The electronic circuits were 
packaged S0 that the instrument would meet the expected 
envirortmental requirements of the spacecraft while maintaining 
the requirements of ease of fabrication, test, and maintenance. 
The weight of these electronic assemblies and their housing is 
approximately 19 lbs. 
The techniques used in the packaging were welded modules, 
welded wire matrix, printed circuit boards, and micropoint 
welding. Welded modules and interconnect matrices were 
selected for use where the capability of making modification 
with relative ease was desired thereby allowing for circuit 
design improvements while still maintaining a highly reliable 
unit. This technique also results in high density packaging 
with a minimum of weight. Printed circuit techniques were 
i!l 
I 
I 
I (ll 
I 
1 
I 
1 
UJ 
II 
1 
I $ \ , 
11 
,{ 
i 
\ tP 
II 
,! 
u 
Ii a; 
I' J J I, 
I 
I 
'i $ 'I , 
:t 
1:1 
u 
Ii I; 
t I $ If I· ,I ( ',j ;' ~1 
Ii 
.) 
) if) 
\ 
1 
'1 
H 
U 
Ii I) 
" II 
1 ' 1-·1 I j 
I J 
{' \1 F 
" , 
I " U 
3-7 
utilized in the power supplies and memory electronics where it 
was desirable to keep impedance paths to a minimum. The 
micropoint welding technique was utilized to interconnect the 
integrated circuit logic boards. The electronic circuits were 
packaged to minimize noise and interconnect requirements. 
A typical welded module was designed like Figure 3.1.2-1. 
When a module required shielding by engineering it was con-
formally coated, foamed usin~ a closed cell polyurethane, 
covered using copper foil tape connected to a module pin for 
grounding to signal ground, and then the copper foil was con-
formally coated. Welded modules are installed into a welded 
matrix and interconnected using weld ribbon. The electronic 
assembly has a ground plane incorporated into the welded matrix 
to minimize noise in the low power analog sensor circuits. 
Circuit components that require selection during test are 
located on the interconnect board side of the matrix and in-
stalled on terminals. During final electrical testing the 
assemblies are spot bonded, conformally coated, and 
encapsulated using closed cell polyurethane foam to ensure 
meeting the expected environmental conditions. The electronic 
housings were machined aluminum and black anodized. The 
electronic housings are mounted to the sensor housing by using 
through-bolt hardware. 
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3.1. 3 Low Voltage Power Supply 
The low voltage power supply shown in Figure 3.1.3-1 is 
packaged as a point-to-point welded interconnect of welded 
modules. The assembly is conformally coated and encapsulated 
using closed cell polyurethane foam. 
3.1. 4 High Voltage Power Supply 
The high voltage power supply assembly illustrated by 
Figure 3.1.4-1 uses welded modules interconnected by printed 
circuit board and soft interconnect wiring. 
The high voltage supply actually consists of two separate 
power supplies: One supply is fixed at ~ 1100 volts and the 
other is programmable from approximately 1000-1300 volts. 
The techniques used in the high voltage assembly included 
rounding off all solder joints to reduce high potential 
gradients which cause corona, encapsulating modules with 
Stycast-1090SI, and encapsulating the interconnect side of the 
printed circuit boards with Solithane-113. 
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3.1. 5 Memory and Logic Assembly 
The memory and logic assembly is pictorially shown in Figure 
3.1.5-1. The memory core stack was purchased from Electronic 
Memories Incorporated. The overall dimensions of the core 
stack are 3.25- by 3.25- by 1.0-inch high. The core stack 
utilizes cannon Micro-D connectors for system interconnect. 
The memory drive and sense electronics are all welded modules 
installed on printed circuit boards. 
The logic assembly, comprised of approximately 400 Ie's, 
utilizes micropoint welding technique of packaging. This 
packaging method uses insulated wire that is cold electrode 
welded to goldplated stainless steel pins. The integrated 
circuits are installed on the opposite side of the board and 
parallel gap welded to the through-goldplated stainless steel 
pins. The individual logic boards are interconnected by means 
of soft wire from board to board. 
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3.1. 6 PHA and Front End Electronics 
The pulse height analyzer (PHA) and front end electronics 
assembly is pictorially shown in Figure 3.1. 6-1. The packaging 
technique is welded modules interconnected by means of a welded 
matrix. Sensitive circuits are shielded using copper foil 
tape, and a ground plane is built into the matrix to allow 
grounding at any point to reduce system noise to a minimum. 
. 
., 
ORIGINAL PAGE IS 
OF POOR QUALI'l'¥ 
18'28-70 Figure 3 . 1. 6-1 
3-15 
- . 
- ~ ' - . 
- -
-- . 
..;-
PHA and Front End Electronics 
l. 
, 
3-16 
3.2 Mechanical Analysis and Testing 
3.2.1 Vibration 
The environmental requirements of the experiment were 
established and qualification testing was performed that 
verified that the experiment was capable of meeting these 
requirements. 
During the desiqn of the unit preliminary vibration tests were 
conducted using the prototype detector and dummy electronic 
housings to duplicate the actual weight. These tests were con-
ducted to ensure that the three major potential problem areas 
of mechanical design would surpass the environmental require-
ments. The investigated problem areas were loss of optical 
coupling, cracked crystals, and photomultiplier tube (PMT) 
degradation. Inspection after these preliminary tests 
indicated no degradation. 
However, during the flight unit tests (protoflight qualification 
tests) the following problems were observed when the detector 
was disassembled (see Section 3.3.1): The central detector 
NaI(Tl) crystal was fractured in several places and appeared to 
be separated from the tube face; several shield tubes had 
separated at the optical coupling; the Co 60 plastic light pipe 
was cracked. It was determined that the above-mentioned 
problems were caused by an epoxy washer used to electrically 
isolate the central detector from the wave spring which 
was connected to chassis ground. The washer had worn 
through, reducing the preload on the central detector 
assembly sufficiently to cause movement which resulted in 
the damage mentioned. The problem was corrected by adding 
two stainless steel washers, oue on each side of the epoxy 
washer, to prevent wear-through. 
The central detect.or preload requirements were reverified and 
the detector reassembled. The system was retested to verify 
that the modifications were satisfactory. The modification 
was incorporated into subsequent units. 
1 
I 
\ , 
1 
I 
1 
. j 
1 j 
~~" 1 
~-- " 
i 
.• 1 
I 
I 
I 
1 
I 
I 
l , 
- j 
I 
I 
i 
! 
. ······~··b .... ". ". . ._. __ . ,~~:.:.........;...::...:..:..:.;..;;;:....~......:..~~-,,-..;.;:.c'-'-'-=-"-=-""""-'-'------~~I! .~ n .~." ... ~.-,,'<.---- .--.-." ,t , 
! ~- ~ 
UP I. 1 
1 3-18 i j 
I 3. 2. 2 '''e,mal Deaign iyi 
""Il" Tha~l deaign ,,,,<ui,ed ChaC Che ,"onC "'ab o,,,,,Cal houaing ')o! 
j. j 1 I!i, " and x-ray detector be protected thermally since these parts;-l 
were directly exposed to the sun through the spacecraft rim j 
II panel. To protect the front slab assembly, a thermal paint, J' 
III ® supplied by BBRe, was applied to the housing. The x-ray ;.1 
11 assembly was protected by an assembly made from O.002-inch I \ 
11 thi 'Jk aluminized teflon, which acted as a second surface 1 i 
h:,~ mirror. Ill:! 
\"1"' I) d III 
. ; j 
1\ ... ,·, ..•. · 1 ••• !.: .. Subsequent to protoflight qualification testing, it was noted ':""" ijl" 
: w the thermal control paint was cracking, which was resolved by . 
HI adding an aluminum plate over the cutout in the rim panel ' 1 
IJ attached to standoffs allowing the compartment to decompress. Ii i 
!'; i :::c:h:::::Z:a~::i::~ removed from the housing leaving the : I 
f":~ j j 
t.: .~ 
J';;dIii tJ-J 
I,.'. it 1 
,. ,I 
\1 l! 
\1 ·lj 
> :! I! , , i 'j . ,I t 
1),,:.'11 
l~ll
\ 
! '.,ili 
'.'1' 1 '1 
i .1 J 
Lij
11;') '. I 
? I 
1'-:/ 
11 I., 
, I 
U 
; . 
! ;i ,. 
J ". 
r,,'! \J 
:-j 
3-19 
The gamma ray monitor has the following physical properties: 
Magnetic dipole moment (gauss - em)): 
Magnetic field adjacent (gauss) : 
Maqnetic field (milligauss): 
Moments of inertia: 
Weight: 
x axis 
y axis 
Z axis 
+30 
+10 
+50 
3 inches above instru-
ment (+Z) 0.018 
2 inches from either 
side 0.005 
0.5 
X axis 
y axis 
Z axis 
4.44 
4.86 
5.02 
74.0 Ibs 
inch-lb 
inch-lb 
inch-lb 
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The detector asse~bly consists of three major detector elements 
and two min("lr ones. The major elements are the central detector, 
the slab detector, and the cup detector. The latter two form 
the anticoincidence shield around the central detector and 
are used to identify charged-particle events among all events 
recorded by the central (or main) detector as well as acting 
as an active collimator. The minor elements are the x-ray 
and Co 60 detectors, which are u~ed to provide calibration data 
from an internal Co 60 source and to aid in ground-based 
correlation of data. 
3. 3. I selection of Detector Components 
As mentioned in section 2, oUL aim was to build a rugged, high 
resolution det('ctor. Additional considerations were weight, 
size, and gain stability. For t_he shield we needed a high 
signal-to-noise ratio in the photomultipliers in order to 
obtain good Coml,ton rejection. 
The central detector phot_omultipliers tested were the EMR-544 
and the RCA- :::310 12. Shield photomlll tipliers were RCA-2067, 
later changed to the C70132B type. The x-ray detector P~tT was 
an RCA-4461. 
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From early in the project the EMR-544's were considered only 
as a backup unit because of the better resolution, stability, 
and mechanical properties of the RCA-C31012. However, we did 
encounter some manufacturing delays with the RCA PMT, which 
were corrected by changing the tube material specification from 
copper-beryllium to Kovar. 
The shield photomultipliers were preselected by RCA for 
ruggedness, high output, and low noise (dc tests). Visual 
check of the PMT's was conducted at UNH, and tubes with weld or 
dimension defects were rejected. All PMT's were aged for a 
minimum of 100 hours at 5-~A average anode current, using neon 
lamps as light sources. Pulse output was measured before and 
after aging using a scintillator crystal and radioactive 
source in a standard test fixture. Tubes were sorted according 
to gain and noise with the best lot going to the flight unit. 
various tests were conducted on the central detector PMT's to 
measure resolution, long term stability, operation at high 
light levels, and change in gain with counting rate (see 
Section 3.2). 
The operation at high light levels was intended to simulate 
passage through the South Amer iC'iIl anomaly (high charged-
particle fluxes) and indicated that the power supply would 
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limit current in the PMT and that the gain would drop sharply. 
This was our pro',,",ction against overloads. Apparently we did 
not simulate the actual operating conditions accurately be-
cause we experienced severe long term gain changes in orbit 
(described in section 4). 
Our experience with the RCA PMT was good, and the C31012 was 
used in both the flight and backup units. Both units were 
operated for extended periods in the setup and calibration of 
the instrument and behaved as expected. We did, however, 
experience some nonlinearity due to high currents, 
which was corrected by the use of a nonlinear divider chain and 
a reduced high voltage. 
During the setup period no permanent gain changes were noticed 
in either flight or backup unit. 
Our prediction for maximum aging assumed aging to be a function 
of average anode current and was based on initial tests of 
PMT's as well as the behavior of our central detector photo-
multipliers during the setting up of the flight and backup 
units. We allowed for a 50% loss of output due to aging, and 
the HV supply output could be increased above the nominal 
operating voltage to effect a factor of 3 gain increase from 
the central detector (see Section 3.5.2). This was considered 
sufficient gain reserve. 
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As it turned out, our flight unit was a last minute replacement 
with no long term history. This PMT was subjected to 
accelerated aging at high anode currents as shown below: 
Aging of PMT No. P2024 at High Anode Currents 
Time on 
o hrs 
20 hrs 
115 hrs 
130 hrs 
Average IA 
11.5 IlA 
7.6 IlA 
7.0 IlA 
'V 0.5 IlA* 
Relative Output 
100% 
66% 
60% 
64% 
*After 115 hours the rate was dropped to 
about 6% of the initial rate. 
During the accelerated aging the flight unit PMT was seen to 
drop by about 40%. Because of the high average anode current 
, and the large drop in output, this was considered permanent 
aging, and the tube was not tested again to see if it had 
recovered. It is likely, judging from the behavior of the PMT 
in orbit, that it did recover at least somewhat. 
The x-ray PMT's were handled in a manner similar to the 
shield PMT's. 
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3.3.2 Signal Conditioning 
This section details the analog signal processing circuitry 
with the exception of the analog housekeeping data, the log 
count rate meters (LCRM's), and the pulsn height analyzer' 
(PHA) . 
3.3.2.1 Central Detector Signal 
3-24 
The central or main detector is a high resolution NaI(Tl) gamma 
ray spectrometer consisting of a 3- by 3-inch cylindrical 
crystal coupled to an RCA-C3l009 photomultiplier tube (PMT) 
(Higbie et al., 1972). The anode and dynode string are 
supplied by two dependently variable high voltage supplies 
(see Section 3.1.4). Resistive cross-coupling allows opera-
tion of the tube in the event that either of the two supplies 
malfunction. Signals are obtained from dynodes 9, 10, and the 
anode and carried to the electronics via individually shielded 
cables. A temperature monitor, consisting of a precision 
thermistor and matched resistor network, indicates central 
detector temperatures over the range -50° to 100°C. 
Each signal is capacitively coupled from the appropr1ate tube 
element to the output cable. A resistor references the output 
cable to ground to prevent voltage overloads when the cables 
~re disconnected and connected. The signal polarity is nega-
tive for the anode signal and positive for the dynode signals. 
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3.3.2.2 cup Detector Signal 
The CsI(Na) shield, which consists of a large cup and a front 
slab, is viewed by five PM tubes (RCA-70132B, hemispherical 
photocathode), three of which are arranged around the front 
end and one at the rear end of the cup, and the fifth views 
the front slab of the shield and an Am241 calibration source. 
All five tubes are supplied from the shield HVPS which is 
fixed. A single output from each tube's anode (negative signal 
polarity) is coupled to the electronics package. 
The signal from each of the four cup PM tubes is coupled to a 
single current amplifier through individual surge limiters and 
gain compensation networks. The surge limiters are identical 
to the one described above, and the gain compensation consists 
of a parallel trim resistor which shunts a portion of the 
signal current to ground, and a standard 200 Q resistor which 
provides isolation between trim resistors. Each 200 Q resistor 
connects to the summing junction of the current amplifier:. 
The current amplifier output drives two signal paths; one 
directly into a threshold circuit (through a dc restorer) for 
veto pulse sttetchout and the other through two RC differen-
tiators and two voltage amplifiers into the lower level 
threshold circuit and retriggerable one-shot. Amplifier gains 
are adjusted so that the lower level discriminator trips at 
Ii 
! i 
i , 
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200 keV nominal, and the upper level discriminator trips at 
2 MeV. The latter discriminator provides a variable pulse 
width to allow recovery time for all amplifiers during high 
energy loss events. The lower level discriminator is adjusted 
to 0.5-psec width and each firing during the PHA quadrant is 
recorded by the cup LCRM's. The remaining logic is discussed 
in section 3.3.2.4 after the remaining charged-particle event 
inputs are developed. 
The signal from the main channel PM tube anode is coupled to a 
charge-sensitive amplifier through a surge limiter network. 
This network consists of a series resistor and parallel diodes 
designed to limit voltage transients to +0.7 and -1.4 volts. 
The charge-sensitive amplifier consists of a charge-sensitive 
preamp (CSP), two shaping amplifiers, and a postamplifier. The 
CSP integrates the input signal, providing a time measure of 
the energy released within the crystal. 
The feedback elements are 30 pF and lOG Il, yielding a time 
constant of 30 \lsec and a gain of 33 mV/pC. The dual shaping 
amplifiers provide double delay line clipping with a time 
constant of 2 \lsec, resulting in a bipolar pulse of approxi-
mately 4 \lsec duration and reasonably flat tops (approximately 
6% droop). This waveform minimizes noise effectis,. and 
maximizes linearity and stability. A second signal path from 
the CSP utilizes double RC differentiation with small time 
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constants (0.3 and 0.8 ~sec) to minimize the pulse pair 
relsolution time. A postamp provides sufficient gain (selected 
at test) to trip one discriminator at 300-keV equivalent 
incident energy loss, while a second discriminator is adjusted 
tc trip at 9.1-MeV equivalent incident energy loss. The upper 
level discriminator duration is 2 ~sec and the lower level is 
set to 0.5 \lsec and delayed by 0.7 ~sec to act as a strobe 
pulse for the gamma separator logic. 
The gamma separator logic consists of three conditional paths: 
two for gammas in the 0.3-9.1 MeV range and one for gammas 
greater than 9.1 MeV. The latter path requires the presence of 
the O.3-MeV discriminator, the 9.1-Mev discriminator, the 
anticoincidence line [high or on except during radioactive 
source calibration (RS cal)], the PHA quadrant line (high 
during valid PHA quadrants), and the absence of a charged-
particle event. This combination of events defines a greater 
than 9.1-MeV gamma event for counting by the log count rate 
meters (LCRM's). 
One of the remaining two paths in the gamma separator is used 
during radioactive source calibration and requires the presence 
of the coincidence line (the complement of the anticoincidence 
line), the FHA quadrant line, the O.3-MeV discriminator, the 
C0 60 discriminator, and the absence of the 9.1-MeV discrimina-
tor, and a charged particle event. Thus only true g&mmas 
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between 0.3 and 9.1 MeV that coincided with an event detected 
by the Co 60 tube and occurred during a PHAquadrant produce an 
output during RS cal. During the remaining time (~ 93%) the 
other gamma path is used, which requires the same events as 
the RS path, except that anticoincidence must be high, and 
coincidence and Co 60 inputs are not used. The true gamma 
output (summation of last two paths described) is used to start 
the PHA and is tallied by the two 0.3-9.1 MeV LCRM 's. 
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3.3.2.3 Slab Detector Signal 
The signal from the slab PM tube is coupled to a current 
amplifier thr~ugh a surge limiter of the type previously 
discussed. The current amplifier output is differentiated 
(T=0.5 ~sec) and amplified for threshold discrimination at 
3-29 
2.00 keV. The disc .• iminator one-shot provides a O. 5-11sec pulse 
~o a retriggerable (or updating) one-shot, which generates a 
pulse that remains high for 2.5 llSec after the last received 
input. 
~or example, two events spaced 2 ~sec apart would cause an 
output pulse lasting 3.5 ~sec (second pulse arrives prior to 
timeout from first pulse), while two events spaced 3 llSec 
apart would cause two output pulses lasting 2.5 llSec and 
spaced 0.5 ~sec apart (second pulse arrives after timeout from 
the first pulse). This circuit may be contrasted to an 
ordinary one-shot which would ignore the second pulse in the 
first example above. The updating one-shot input is also 
gated with the PHA quadrant signal and presented to the slab 
'LCRM' s . 
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3.3.2.4 C0 60 Detector Signal 
The Co 60 source consists of a scintillating material viewed by 
a separate RCA-701232B tube. Since the gamma rays from this 
source are coincident with the emitted charged particles, the 
calibration line may be electronically rejected or selected. 
The electronic construction of this detector is similar to the 
others. This tube is also powered from the shield HVPS and 
has a signal output as described above. See Appendix (An 
Electronically Gated Gamma And X-Ray Calibration Scheme). 
This signal is handled exactly the same as the slab signal 
except the differentiator time constant is 200 nsec instead of 
500 nsec, and the discriminator one-shot is set to 1.0 ~sec 
instead of 0.5 ~sec. No updating one-shot is used and no LCRM 
is provided. The Co 60 discriminator pulses are gated with the 
anticoincidence line and presented to the cup updating one-
shot <'lIang with the cup lower level discriminator pulses, 
providing nominal 2.6-~sec outputs. 
The charged-particle dead time indicator is high (dead) when 
any of the following circuits are activated during a PHA 
quadrant: 
1. Cup upper level discriminator (> 2 MeV). This 
pulse remains on (low) until the cup output falls below the 
2-MeV level. 
. j 
I 
I 
,-: j 
i 
I , 
, " 
I 
H i J 1 , 
'. 1 
3-31 
::1 
1 
2. Slab updating one-shot. 
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3. Cup and Co 60 updating one-shot. 
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and provided to the gamma separator logic discussed in Section 
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3.3.2.5 X-ray Detector Signal 
A separate thin (1/4 inch) NaI(Tl) crystal is viewed by an 
RCA-4461 PM tube and acts as a detector for low energy solar 
x-rays. This tube is also powered from the shield HVPS and has 
a signal output as described below. 
The signal from the x-ray PMT is coupled to a current amplifier 
through a surge limiter of the type previously discussed. The 
current amplifier output is differentiated (T=O.3 ~sec) and 
amplified. The signal is presented to a programmable 
attenuator which provides four levels of attenuation by means 
of three switches (the fourth position is all switches off). 
The least attenuation is given an arbitrary value of 1, and the 
other three levels are trimmed to provide attenuation of 2, 4, 
and 8. The signal is amplified and buffered and presented to 
the lower level discriminator. The buffered signal is then 
attenuated by a factor of 2, buffered, and presented to the 
upper level discriminator. The lower level discriminator one-
shot is used as a strobe by delaying its O.5-vsec signal by 
0.7 ~sec. The upper level discriminator one-shot is set to 
1.5 ~sec, allowing excellent overlap with the delayed 0.5-~sec 
strobe. 
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The net effect is that of a single channel analyzer with a 
dynamic range of 2 to 1 which may be moved to any of four 
contiguous energy bands under program control. The nominal 
energy bands are 7.5-15 keV, 15-30 keV, 30-60 keV, and 60-120 ~eV. 
Two counting modes are provided. During normal data accumula-
tion (non-RS cal periods), charged-particle events cause 
rejection of otherwise valid x-ray events, while during RS 
calibrations only those x-ray events occurring coincident with 
a charged-particle event will be accepted. Both modes of 
operation reject x-ray events that do not occur during the 
correct PHA quadrants. 
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3.4 Low Voltage Power Supply 
The low voltage power supply (LVPS) is a pulse width regulated 
supply for higher efficiency of operation. The LVPS converts 
the spacecraft +19 volts into the required instrument operating 
voltages. The 19-volt supply from the spacecraft is passed 
through a simple LC n filter to the output transformer, the 
other end of which is switched towards power return. The rate 
and duration of switching is controlled by the clock and 
control logic. The clock, in addition to driving the primary 
driver transformer, furnishes a start pulse to the regulator, 
which is then delayed and returned to the control logic as the 
stop pulse. The amount of delay is determined by sensing the 
13 volts and stop pulses are coupled by two transformers, which 
also isolate power ground from experiment ground. 
The following output voltages are furnished (postregulation is 
performed where indicated): 
ORIGINAL PAGE IS 
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output 
20 volts 
15 volts (postregulated) 
12 volts (postregulated) 
B volts 
6 volts (postregulated) 
5 volts 
- 5 volts 
- 6 volts (postregulated) 
-12 volts (postregulated) 
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Each output voltage is filtered with a simple ~ filter. 
In addition, two alternate 19-volt dc power sources (keep-
alive voltage and orbit-power sense) are applied to the power 
supply. The keep-alive voltage keeps the input filter 
capacitors charged through 10 kQ to prevent a surge of 
charging current when power is first applied. The orbit-power 
sense accomplishes two functions: It supplies auxiliary power 
tnrough a diode in the event of interruption of the 19-volt 
power.; also the orbit-power sense is regulated to 5 volts to 
supply power for the clock and control logic, which are 
referenced to power ground. 
The following is a basic description of the main elements of 
the low voltage power supply. 
Clock 
The clock furnishes the basic chopping pulse which is 
eventually pulse width modulated and fed to the output 
transformer. It also furnishes the start pulse to the 
regulator. Part of the clock module Zener regul~tes the +19 
to +5 volts, which is used to power the clock and control 
logic. These two circuits are on the spacecraft side of the 
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primary chopper transformerl thus they are power referenced to 
spacecraft power ret.urn. The clock operates at a nominal 
5-kHz rate, which is adjustable for optimization. 
control Logic 
The control logic processes the clock output so that the out-
put transformer is driven by pulse width modulated pulses, 
depending on the power output demand. The control logic 
accepts the stop pulse which is delayed from the start pulse 
by the regulator, again depending on the power output demand. 
The stop pulse interrupts drive to the transformer. 
The control logic circuit drives the primary driver trans-
former, which in turn feeds the power limiting transformer and 
the chopper (output) transformer. The power limiting trans-
former feeds back a ramp voltage to the control logic which 
limits the maximum amount of drive to the chopper transformer 
thus current limiting the power supply. Two transformers 
couple the stop and start pulses and isolate power ground from 
experiment ground. 
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Rectifier Filters 
The dc output voltages are produced by current passing through 
the output transformer, half-wave rectifiers, and LC ~ filters. 
The use of an x-section filter provides an output voltage that 
approaches the peak value of the ac potential of the source, 
the ripple components being very small. Selected filter out-
puts (mentioned previously) are postregulated to produce the 
required stable operating. 
postregula tor 
The -12, -6, 6, 12, and 15 volt outputs are postregulated to 
maintain voltage stability. These stable operating voltages 
are necessary for the performance of various circuits in the 
experiment. 
Regulator 
The regulator receives the start pulses from the clock and 
returns them with variable delay as stop pulses to the control 
logic. The regulator also senses the 13-volt winding of the 
output transformer (after rectification and filtering). An 
increase in load, resulting in lowering of the output 
voltages, causes the regulator to generate a greater delay 
1 
, , 
• 
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in the stop pulse which results in the drive to the trans-
formers being stopped at a later time. Thus the output 
transformer is driven for a longer period of time, and time 
integration across the output filter capacitors causes an 
increase in output voltage to compensate for the higher 
loading. 
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3.S High Voltage Power Supplies 
The gamma ray detector contains one fixed and one variable 
high voltage power supply (HVPS). The fixed supply (shield 
HVPS) provides approximately 11SO volts (selected at test) to 
power all PM tubes except the central detector. The variable 
supply (central HVPS). is matched to the central detector PM 
tube in terms of center voltage (nominal 10SO volts) and 
adjustment rang'e (nominal ±lSO volts). The central HVPS 
additionally contains an incremental supply (nominal 100 
volts) that tracks and is referenced to the central high 
voltage. The adjustment capability of the central HVpS con-
sists of two slightly overlapping ranges of 64 steps each, 
yielding approximately 100 steps over the nominal 300-volt 
range. 
The following description of the central HVPS identifies 
twelve major functional areas and lists any existing 
differences between this supply and the shield HVPS. A 
system equation is listed under System Considerations (this 
section, page 3-44). 
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Switch ,md Primary Current Limit Circuit 
The HVPS is turned on and off via a LPTTL-compatible signal. 
There is a series switch and a current limiter (which prevents 
an ini·tial current surge from destroying the series ~witch). 
The input current is limited to approximately 60 rnA under all 
conditions. 
oscillator 
The oscillator circuit is basically a relaxation oscillator 
which provides a frequency standard for the HVPS of 7.5 kHz 
(nominal) • 
Chopper 
The frequency reference drives a flip-flop (F-F) to insure 
waveform symmetry. The flip-flop outputs are buffered to 
decouple the output load from the flip-flop feedback path and 
to increase the drive capability. 
Transformer (s) 
The central HVPS uses separate transformers for the nominal 
IISO-volt output and the nominal 100-volt floating supply, 
while the shield IlVPS requires a single transformer. Each 
, :::::;:;.;;<T=-';' _'t_'.'<'''''"''~A_~'''~- ,-,., -'~'------.-_, ---~-- --<--_. 
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transformer has a center-tapped primary driven by the chopper 
circuit previously described. The centertap voltage is the 
regulation mechanism and may vary between 12 and 18 volts 
during normal operation. Toroidal construction results in 
higher packing density coupled with wider selection of core 
materials. The secondary winding, being wound first, is afforded 
a small amount of shielding by the lower voltage primary 
winding. 
Rectifiers 
High voltage fast recovery silicone diodes are arranged in a 
half-wave sextupler circuit for the ll50-volt secondary and 
arranged in two half-wave configurations for the 100-volt 
secondary. One-half of this secondary drives a doubler 
arranged to be positive with respect to the centertap, while 
the other half drives a half-wave rectifier arranged negative 
with respect to the centertap. The nominal 100 volts appears 
between the positive and negative points. The shield HVPS 
omits the 100-volt supply. 
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Filter 
The 11SO-volt supply uses a compound filter consisting of a 
parallel capacitor, a series inductor, and a series resistor 
for each section. Three sections are used, with the inductor 
omitted in the final section. The 100-volt supply uses a 
symmetrical filter consisting of a resistor and inductor in 
each leg and parallel capacitors to ground for each leg. The 
low side of this supply is connected to the high side of the 
1lSO-volt supply through an inductor. The high side of the 
100-volt supply has additional RC filtering. The break 
frequency is about 600 Hz and the attentuation rate is 
400 dB/decade. 'I'he ripple frequency is attenuated approxi-
mately 40 dB. 
High Voltage Divider string 
To compare the output voltage to the reference voltage requires 
dividing the high voltage down to about 6.7 volts. This is 
accomplished by film-type resistors which have a solid core in 
order to avoid corona problems. The resistors are purchased in 
matched sets having an overall temperature stability of 
division ratio of 10 parts per million/oC or better. 
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Primary Reference Voltage 
A reference voltage is generated by supplying a (nearly) 
constant current to a Zener diode. The diode, a Fairchild-
FCTl122 has a typical temperature coefficient of 0.002%/oC and 
requires only 100 ~A of current to maintain regulation. 
Secondary Reference 
The central HVPS utilizes a programmer (see Section 3.5.3) to 
provide a variable reference input (in addition to the primary 
reference voltage). The shield HVPS uses 0 volts as its 
secondary reference. 
Error Amplifier 
The error amplifier compares the divided-down output voltage 
(referred to the secondary reference) to the VOltage produced 
by the primary reference. High input impedance is provid'~d by 
a dual FET transistor, and additional gain is provided by a 
d~al bipolar transistor. 
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Buffer and Current Limiter 
Although the error amplifier provided voltage gain to the 
error signal, current gain necessary to drive the transformer 
centertaps is contained in this buffer amplifier. A current 
limited output stage is adjusted to allow up to three times 
the nominal current requirement. The 100% voltage feedback 
provides a maximum reduction in output impedance. 
Q,utput Monitor Level Translator 
The centertap voltage is approximately proportional to the 
high voltage output if a slight dependency on load current and 
temperature is ignored. The nominal range for this voltage is 
12-18 volts so that a level translator is required. A 
resistive divider to -12 volts is used to preserve the voltage 
swing available at the centertap. 
System Considerations 
Figure 3.5-1 shows a block diagram of the major elements that 
affe{~ the output voltage. By using standard operational 
amplifie'r notation, the system equation may be expressed as: 
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3.5.1 Shield High Voltage supply 
The shield HVPS supplies power to all the shield photo-
" 
multipliers as well as the C0 60 calibration source PMT and 
the x-ray detector PMT. The dynode voltage divider for all the' 
small photomultipliers (shield, etc.) is the same and is shown 
in Figure 3.5.1-1. The individual photomultiplier voltages can 
be trimmed by means of a series resistor, as shown in the 
figure, to compensate for large gain differences between tubes. 
The output of the HVPS is fixed (at about 1050 volts) and can-
not be adjusted during flight. Likewise all the small PMT's are 
turned on and off at the same time. 
3.5.2 Central Detector High Voltage Supply 
The central detector high voltage supply consists of the two-
section variable power supply (HV-2 and ~HV) and a high 
resistance voltage divider for the dynodes (Figure 3.5.2-1). 
The relative output of the flight unit PMT versus total high 
voltage is shown in Figure 3.5.2-2. The data in this section 
is based in part on tests (of a backup power supply) conducted 
after the launch in order to better understand the gain 
behavior 'of the detector in orbit. 
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Originally the central detector was designed with a linear 
dynode voltage divider of 15 MIl per stage, but this was 
changed to the nonlinear divider used in the flight unit in 
order to improve the energy linearity of the detector. 
The HV-2 supply provides regulated voltage to the dynode 
3-50 
voltage divider. 8HV is directly proportional to HV-2; 8HV was 
derived from a separate transformer in parallel with the HV-2 
transformer and supplies anode current to minimize the effect 
of anode current variations on the ,dynode voltage distribution. 
The result is a fairly stable output level as the counting 
rate varies. The effect of counting rate on gain is on the 
order of 2% or less over an order of magnitude rate change. 
The output currents of HV-2 and AHV are limited by a current 
limit to the power supply input, which in effect, is a power 
limit to the d.yriode divider and PMT combination. The results 
of the backup power supply (Serial No.3) tests are shown in 
Figure 3.5.2-3 and should be similar in the flight unit. 
Nominal input to the central HVPS is about 15 rnA at 20 volts 
with an upper limit of about 22.5 rnA. The nominal dynode 
voltage divider current is 10 ~A and is several orders of 
magnitude greater than the background anode and dynode 
currents • 
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As current in the PMT increases (in high charged-particle flux 
regions), the upper dynodes begin to shunt some current from 
the divider thus causing the upper dynode voltages to fall. 
with HV-2 fixed, the lower dynode voltages have to rise. The 
net result, as the incident light level is increased, is a 
slight rise in output (about 5-10%), reaching a maximum when 
the upper dynode currents reach approximately the nominal 
divider current. From there the output of the PMT drops 
sharply as light levels are increased (based on UNH tests 
using linear dynode voltage distribution). The behavior of 
the flight unit was not measured under these conditions because 
the integral crystal assembly did not allow for using light 
emitting diodes for the high light levels required. It was 
assumed that the nonlinear voltage divider used on the flight 
would behave in a similar manner. 
The detector average anode current is calculated from the 
charge collected at the anode per MeV event. This is approxi-
mately 2(10- 11 ) coulombs/Mev event at the design operating 
point. 
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The average background current is approximately the same as 
100 counts/sec of I-MeV events. This gives a background 
current of: 
I bkgd = [2 (10- 11 ) coulombs/count] [100 counts/sec] 
= 2(10- 9 ) coulombs/sec 
z ( a • a a 2 ) ( 10- b ) ampe re 
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The maximum anode current (disregarding ~v supply limits) in 
the charged-particle regions is calculated on the basis of 
10 4 counts/cm2sec of 10 MeV average energy protons (E. G. 
Stassinopoulos) with a detector effective area of 30 cm 2 . 
This gives a maximum anode current of: 
Imax = [2(10- 1 °) coulombs/count] [30 cm2 ] [10 4 counts/cm2sec] 
= 6(10- 5) coulombs/sec 
= 60 ~A 
As indicated above, anode currents of 60 ~A or greater are 
possible on the basis of possible light levels in the crystal. 
However, it is more likely the PMT output would limit at about 
10-20 ~A anode current. Likewise the maximum current 'available 
to the first dynode is the cathode current plus the current 
available through the 32.6-Mn first dynode resistor. This 
maximum first dynode current would be on the order of 30 ~A 
(assuming collapse of all other dynode voltages to zero). 
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with the PMT maximum currents limited to about 20 uA anode 
(6HV) and 30 uA first dynode (HV-2), it appears that the power 
supply output current limits would not be reached even in the 
highest charged-particle fluxes. Actual orbital data bears 
this out. The HV monitor output does not indicate increased 
drive to the HVPS. 
The actual maximum light level in the crystal is not known at 
this time; it is not known definitely what happens to our 
detector and to the spacecraft at the very high charged-
particle fluxes. The 10 4 counts/cm2 sec of 10 MeV average 
energy is probably a conservative estimate because it neglects 
the electron flux 'and the effects of locally produced photons 
resulting from high proton flux. 
It does appear that the PMT currents would be limited by the 
PMT and associated HV circuitry and not by the cathode incident 
:Light levels. 
The flight unit central detector parameters are summarized 
below: 
G 
'" 
k (V) 6. 7 
where 
r, = gain 
k = circuit constants 
V = high voltage HV-l 
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HV-l versus HV steps 
Gain x 1/3 (880-1070 volts) (64 steps) 
Gain x 1 (1020-1220 volts) (64 steps) 
Output at anode (nominal gain) 
Q = 2(10- 11 ) coulombs/MeV 
Voltage Divider 
R.r '" 120 Mil 
Average anode current 
IA < 0.01 ~A (background) 
HV supply maximum current (short circuit, backup unit) 
HV-2 Imax - 200 ~A 
-lIHV Imax 1. 2 rnA 
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3.5. 3 HVPS Programmer 
The high voltage power supply (HVPS) programmer consists of a 
digital programmer and a digital-to-analog converter. The 
digital programmer consists of a command receiver and a 6-bit 
counter. 
Two commands are required for the central HVPS: One is an 
on/off command and the other is a step command. The on/off 
command toggles a flip-flop (F-F), which alternately turns the 
supply on and off during successive commands. The flip-flop is 
set in the off mode when the instrument is turned on. 
There are two modes of advancing the step counter: One could 
be called the fine tuning mode, and the other, the gross tuning 
mode. The fine tuning mode advances the progra~~er one step at 
a time; data is analyzed to see if the desired tube gain has 
been achieved. In this mode the actual step is held off until 
the end of a scan so as not to disturb an accumulation cycle 
in progress. This is accomplished with a simple latch network 
where the latch is set by the HV step command and reset by the 
end-of-scan (EOS) signal. The output of the latch is then 
used as the input to the counter. This mode of operation would 
be cumbersome and very time consuming if a large change in high 
voltage is required. In this case the second mode of operation 
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,(gross tuning) is easily implemented by a two flip-flop net-
work. The first step command received sets the first F-F, 
';:l3nabling the second step command to set the second F-F. The 
:"butput of -this second F-F then simulates the continuous pre-
!lence of the EOS signal. 
'This accomplishes two things: It resets the latch thereby 
"advancing the counter once on transition, and the continuous 
presence of this level prevents normal latch operation because 
the step command line is looking Lnto a gate which is con-
tinuouslY,enabled. Therefore, all following step commands are 
immediately presented as an input to the counter. 
The number of steps actually advanced then would be N-I, where 
N is the number of step commands issued (the first command 
received sets up the control logic). It should be noted that 
the setup is cancelled by the EOS pulse. This provides auto-
matic return to normal operation and eliminates the need for 
an additional functional command. 
The digital-to-analog (D/A) converter i~ the high voltage 
programmer simply consists of a summing network and an 
operational amplifier. The conversion equation for the net-
work is represented by: 
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EO = R V(~~~~~~~) f ro r1 r2 r3 r4 rS rs 
where 
Rf = feedback resistor 
V = -1-5 volt,;::; (regulated) 
r1-3:'S = weigh'l:ing resistors 
kl-ks are either one or zero corresponding to the 6 bits of the 
step counter. Ko and Ro are included to introduce an offset 
of either 1.500 volts when the system is in the "normal x 1" 
gain mode or an offset of 0.000 volts when commanded in the 
"x 1/3" gain mode. 
Chopper transistors are used as switches in the current legs 
to minimize offset voltages introduced while saturated. An 
additional operational amplifier with a gain of -1 is used for 
purpose of transmitting the reference voltage as analog 
housekeeping data. 
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3.6 Aspect Timing 
This section deals with the quadrant generator and the 
genel~tion of all aspect-related timing signals. The purpose 
of the quadrant generator is to provide directional data analy-
sis of the incident particles. A simplified block diagram is 
shown in Figure 3.6-1. 
'rhe operation of the aspect timing follows: The period of each 
revoluti0n is measured using a 390.625-Hz clock derived from an 
ultrastable 1.6-MHz e~ystal oscillator. Spacecraft specifica-
tion for spin rate variations are from 0.420-0.70 rps. Hence 
the revolution period count limits are: 
390.625 390.625 0.70 < Rev. Count < 0.420 
558 < Rev. Count < 920 
These limits allow the use of a ~-bit counter, since the tenth 
bit is always a one (e.g. lower limit> 512). 
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Therefore, the quadrant generator spin rate limits can be 
calculated as follows: 
512 Rev. Count 1024 
512 Rev. Period 1024 390.625 < < 390.625 
1. 31 sec < Rev. Period < 2 .. 62 sec 
or 
0.764 rps > Spin Rate > 0.382 rps 
At the end of each revolution the A register contains a count 
representing one-fourth of this period. At this point the 
contents of A are transferred to B register, which serves as a 
measure of the quadrant lengths to be generated during the next 
revolution. It should be noted then that quadrants are always 
based on the length of the previous revolution. In the event 
of extra aspect pulses, which could occur during day/night 
transitions, the quadrant generator would lock back on after 
completion of the first good aspect pulse period. 
The timing chain, consisting of a string of three one-shots, 
produces the necessary timing signals to cause a change in 
quadrant signal, transfers the contents of C register into a 
buffer (for the live time measurement, which will be discussed 
in section 3.7), and finally resets C so that the next quadrant 
can be measured off. 
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The first three quadrants following an aspect pulse are 
generated in this manner and are therefore always equal in 
length. The last quadrant however is terminated at the first 
clock pulse following the occurrence of the aspect pulse. 
Termination based on asp.ect pulse is necessary since the spin 
rate does indeed change. 
The actual termination awaiting the first clock pulse following 
the aspect pulse is required to maintain absolute accuracy in 
the live time measurement, since the clock and the aspect 
pulse are asynchronous. 
The output of the quadrant generator is not directly used for 
the main channel. The quadrant signal is modified by the PHA 
end-of-scan inhibit. 
The purpose of this manipulation is to prevent data accumula-
tion of partial quadrants at the beginning and end of a data 
scani this would unduly complicate the live time measurement 
to be performed. Application of the end-of-scan inhibit 
decision is based on the following. A latch is set by a 
signal called MF46L, which corresponds to main frame sync 46 
of the last subframe (15.36 sec) cycle. The latch is reset by 
the first end-of-quadrant (EOQ) signal, the reset transition of 
the latch toggles a flip-flop thereby inhibiting the quadrant 
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signal. The MF46L signal occurs 640 msec prior to the end of 
a scan, which allows sufficient time to complete the worst 
case longest quadrant if one were in progress at the time. 
The inhibit signal is maintained until the start of the first 
complete quadrant following the end-of-scan siqnal. Release of 
inhibit is accomplished in a similar manner as the initiation, 
the EOS pulse sets the same latch, which is reset by the first 
EOQ pulse following this event, the reset transition then 
toggles the flip-flop back to the enabling state. 
MF3 (main frame sync 3) pulse is applied to the set input of 
the flip-flop to insure proper syncing of the inhibit function, 
this is required since the flip-flop is used in the toggle 
mode. 
In addition to this manipulation, the PHA quadrant signal is 
forced to be continuously alive during radiation source 
calibration so that a reasoilable number of counts can be 
accumulated over the period of one scan. 
other aspect-related timinq signals generated in the output 
logic are: 
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1. Quadrant identification for the purpose of memory 
addressing for data write-in: This signal differs from the 
normal quadrant signal because the live quadrants are extended 
out to the middle of the neighboring dead quadrants. This is 
done because the live and dead times are written into the 
memory during the first. part of the following dead quadrant and 
the identity of this data would otherwise be lost. 
2. Sample-and-hold signals for solar and background 
rate meters: These siynals consist of a pulse identical in 
width to their respective quadrants. 
3. Live-tims-ready (TL ready) signal: This pulse 
occurs 10 ~sec after the trans i tion from a live to a dead 
quadrant and is used as a memory request signal for the live 
time data. 
4. Dead-time-ready (TD ready) signal: The purpose 
of this pulse is similar to the live-time-ready pulse but 
occurs approximately 80 msec into the dead quadrant. Note that 
a TD ready signal is issued only if the accumulated dead time 
has exceeded a certain minimum level. The reason for this is 
discussed in Section 3.B.l. A timing diagram of the principal 
signals related to aspect timing is shown in Figure 3.6-2. 
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3.7 Live Time Logic 
The purpose of the live time logic is to provide temporary 
buffer storage of a quadrant lengt.h, and eventually update the 
appropriate memory word accordingly. In addition, it performs 
a prescaling funct.ion to a factor dependent on scan mode. The 
prescaling factors are: 
P = 8 during full scan 
l' = 2 during int.ermediat.e scan 
P = 1 during short. scan 
It should be not,~d that two prescaling registers are required 
since they serve as a true extension of the 12-bit memory 
buffer and hence are not allowed to be reset until the end of 
a scan. The error int.roduced at this point, due to the loss 
of the pres caler content, is minimal. 
A simplified block diagram and timing sequence is shown in 
Figure 3.7-1. 
The remainder of the live time logic consists of an 8-bit 
register which has a dual function; it is both buffer and 
down-counter. Quadrant data is transferred in after completion 
of a quadrant. Memory access is requested by the TL ready 
,-,-,-. ~-,~f~~~'~'-~~""~~~-' -, 
i0_ \::.:;._".' .,-" 
"',_" J. 
J i 
I 
j 
f I ,
! ! I j 
.\ ' 
1 ' 
I I 
I> l 
I . 1! 
i 
r j 
I 1 
I 1 
,'I LI 
I 
I 
3-68 
FROM C RE.b. Of QUAO G£N. 
• \.tRITE. TL t' TR INTO BUffER (TR C-O) 
WOK HI. 
_.....-4_L....)~---.tBUFFER/ M./N-COUNTBl 
SOLAR 
L..-----*I Q I==~~P~R~E~S~C~A~LE~R~_~ ~ 1-_ 
'''RITE SOL~R ~ r -' TL - au T 
'tIR1Tt B.G, --~~ ~ 
QUAD 
"TR C--O" -----'~'---
-----l~L_"""'-_ 
'\JRrTE,1'L' ____ J L 
ClOCI< BURST 
_--.,;111111111111111111-
"'WRITE PULSE Tl" - _____ -.In .... _ 
Figure 3.7-1 Block Diagram an<l Timing Sequence 
of LiVe Time Logic· . 
, ; 
.-.......... _.. .:-c ... ---.", 
. - .. ,' ,'. 
;~ ':. ~-- -
fl \ .' 
Iii" U 
I I; 
Ii II ~$ 
3-69 
signal discussed in Section 3.6; after recognition by the 
memory, the previously accumulated data is read out of the 
memory into the memory data register. At this pOint an 
enabling signal called write TL' which is in sync with a 200-kHz 
clock, causes countdown of the buffer towards zero by the 
aforementioned clock. 
This pulse train is simultaneously presented to the prescaler,· 
whose output advances the memory data register. A zero-detect 
gate fires a one-shot and the output pulse signals the comple-
tion of the update cycle. This pulse called write pulse TL 
negates the write TL level, thereby stopping the 200-kHz pulse 
. train and simultaneously initiating a memory write cycle. 
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3.8 Dead Time Measurement 
The UNH gamma ray detector uses a direct means to measure dead 
time to be read out with each spectrum. 
Dead time is defined as the time during which the instrument 
cannot process gamma counts from the detector and includes 
PHA busy time and shield busy time. 
3.8.1 Dead Time Logic 
The function of the dead time logic is to accumulate the 6TD's 
(1.5-msec parcels of dead time) issued by the dead time analog 
circuitry. To accommodate a maximum dead time requirement of 
approximately 50%, a 2-bit prescaler is inserted. These two 
bits are transferred into a buffer at the end of a scan and 
read out among the status bits. The two pres caler outputs 
(solar and background) are multiplexed and serve as input to 
a 7-bit accumulator. Counts accumulated here are buffered in 
the memory. 
Transfer to memory is accomplished in the same manner as that 
of the live time (see section 3.7). Contents of the accumulator 
are transferred into a buffe.!;·, which is also a down-counter, at 
the end of a live quadrant. 
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Approximately 80 msec into the ensuing dead quadrant, a memory 
cycle is initiated by the TD ready pulse discussed in section 
3.6. Update of the memory word consists of a 200-kHz pulse 
train, which also counts the buffer down to zero. At this 
point a zero-detect gate fires a one-shot, the output of which 
terminates the 200-kHz pulse train and causes the write-in of 
the updated memory word. 
A dead time memory cycle is allowed to occur only if the con-
tent of the 7-bit accumulator is nonzero (i.e., has accumulated 
at least one count). This is required since the cycle 
terminating mechanism consists of a zero crossing detect. 
Hence if one started with a count of zero, the first zero 
crossing would occur at the first overflow, in this case, 128 
counts. 
Implementation of an enabling signal for the memory cycle 
simply consists of a flip-flop, which is set by the first pulse 
advancing the accumulator and reset by the zero-crossing-detect 
pulse. A block diagram of the dead time -logic is shown in 
Figure 3.8.1-1. 
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3.8.2 Dead Time Circuit 
The function of this circuit is to measure dead time experienced 
by the main channel. Dead time is defined as the summation of 
all veto signals applied to the main channel. These signals 
are: 
1. y > 9.1 MeV: This veto is applied whenever an 
incident gamma particle causes the upper discriminator to fire. 
2. Charged particle: This signal indicates activity 
in either the cup or the slab shields, which by system 
definition yields an anticoincidence veto for the main channel. 
3. PHA busy: 
of a legitimate event. 
This signal indicates the processing 
The signal is initiated at the start of 
a pulse height analysis and terminated after completion of the 
associated memory update. 
4. Inhibit PHA: This signal is generated in the 
central read/write logic and provides an extension of 5 ~sec 
to the PHA busy signal to blank out noise generated by the 
memory turnoff. 
These signals are ORed together and presented to the dead time 
circuit for processing . 
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Due to the requirement to measure increments as small as 
2 ~sec, an analog approach was taken, since an excessively high 
frequency clock would be required to maintain any kind of 
accuracy in a digital approach. 
A functional block diagram of the dead time analog circuit is 
shown in Figure 3.8.2-1. ·'.1 
Basic operation follows: Increments of charge, proportional 
to dead time, are deposited on a capacitor. This is accom-
plished by allowing a constant current source to charge up a 
capacitor for the duration of the dead time. Hence time is 
converted to voltage with the relationship: 
IW 
where 
IO = value of constant source 
A comparator continuously monitors the voltage buildup of the 
capacitor. When this voltage reaches a certain limit, a unit 
of time has been accumulated. The comparator trips and its 
output fires a one-shot. ". 
The one-shot pulse advances a digital accumulator and simul-
taneously causes a dump circuit to discharge the capacitor so 
that a new unit of time can be accumulated. A unit of time 
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corresponds to 1.S msec; this is consistent with word length 
availability and accuracy considerations. Two capacitors are 
required, one each for dead time experienced during solar and 
background quadrants. The dual system is mandatory since 
accumulated time short of a unit would otherwise be lost at the 
end of a quadrant; this would result in gross errors. 
This type of error is now reduced to a one-time ambiguity at 
the end of a scan. Maximum error of this nature would be 
1. S msec 
7.5 sec x 100% = 0.02% in short scan. 
Detailed Circuit Description 
Dead time pulses are ORed and the output is fed into a gating 
network that selects the proper switches to be turned on and 
off. All switches used are MOS-FETS (DMOSN), which have 
extremely low leakage characteristics. These switches are 
driven by high speed complementary drivers, which have an 
output swing of 18 volts; 6 volts turns the switch on, while 
-12 volts turns it off. The gating network is arranged so 
that under normal conditions (with no dead time present) the 
current source is looking into a low imp~dance voltage 
source, which tracks the voltage of the storage capacitor 
corresponding to the current quadrant. The purpose of this is 
to minimize discontinuities in the current source load when 
switching occurs, thereby increasing the frequency response of 
the system . 
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This voltage source is made up of a simple voltage follower, 
with an FET input to insure high input impedance. The input 
to the voltage follower is switched from one capacitor to the 
other in the middle of a dead quadrant so that sufficient time 
is allowed for the current source to adjust to the new load. 
The input is also used by the comparator, which has a 3-volt 
reference voltage at its other input. When the capacitor has 
accumulated a charge corresponding to this 3-volt level, the 
comparator trips and the transition fires a one-shot. 
The one-shot pulse activites a dump circuit, consisting of a 
driver stage and a dump stage. To minimize dump time, the dump 
stage consists of six transistors connected in parallel (three 
in the inverted chopper mode and three in the normal mode) • 
The chopper mode transistors insure a low offset and are 
active primarily toward the end of the dump time. 
The normally connected transistors have considerably more gain 
in their configuration and as such are used to deplete the 
bulk of the charge. The dump pulse itself is fed back to the 
gating network to switch the curJ:-ent source from the capacitor 
to the voltage follower to further increase dump efficiency. 
To compensate for errors introduced dUe to inherent propagation 
delays, both in the logic gating and the analog switch drivers, 
a network called EDC (extended dead time circuit) is included. 
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This circuit is no more than d high speed OR gate, .whose output 
is fed back to the main channel as an inhibit signal. Its 
inputs are the complimentary driver outputs of those switches 
connecting the capacitors to the current source and the dump 
pulses. Dump pulses are included because they could extend 
beyond a dead time interval. As such the dump time is made an 
integral part of a unit (i.e., 1490 ~sec of accumulated dead 
time and 10 ~sec of dump time). 
Accumulation of these time units, 6TD, is performed by the dead 
time logic discussed in section 3.8.1. 
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Command Mode Logic 
The function of the command mode logic is to implement the 
various modes of operation after receipt of ground commands. 
The following is a list of the c.ommandable modes:· 
1. Scan mode , , 6. Aspect mode \ 
2. Quadrant mode 7. Central HVPS mode 
J. Gain mode 8. Central HVPS step mode 
4. Calibration mode 9. Charged-particle HVPS mode 
5. Day/night auto calibration mode 
3.9.1 Scan Mode 
The scan mode de-termines the length of a data sampling period. 
The length of time-is measured in terms of analog subcom (ASC) 
frames, where the period of an ASC frame is equal to 15.3.6 
seconds. There are three scan modes: 
1. Full scan: This scan requires the full readout of 
all PHA channels. The length of a full scap equals -.12ASC 
frames or 12 x 15.36 = 1,}4.32 seconds. 
2. _ Intermediate scan: This can equal 4 ASCframes. or 
61. 44 s'econds. Due to the reduction in ·telemetry time now 
available, only selected channels of the PHA are read out. 
-This is further discussed in Section 3.10. 
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3. short scan: This scan equals 2 ASC frames or 
30.72 seconds. '1'he same argument with respect to available 
telemetry time holds true here causing an even further reduc-
tion in the PHA data readout. 
The command receiver consists of a latch, a modulo 3, and a 
decode network. In order not to disturb current data readout, 
the actual implementation of a command received is held off 
until the completion of a scan in progress. This is accom-
plished by the latch, which is set by the command and reset by 
the BOS signal. The reset transition is used to advance the 
modulo 3. 
The three states of the modulo 3 are defined to yield the 
following sequence after implementation of successive commands: 
, 
, F + I + S + F + etc. 
State 1 State 2 State 3 state 1 
where 
F = full scan 
I = intermediate scan 
S = short scan 
These are decoded by the decoder and presented to the various 
parts of the system requiring that information. The instrument 
turn on mode is full scan. 
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3.9.2 Quadr.ant Mode 
The output of this logic defines which two quadrants are to be 
consider.ed live. The normal quadrant mode (NQM) assigns live time 
to quadrants one and three, where one refers to the quadrant 
immediately following the aspect pulse; as such this quadrant 
is labeled solar quadrant and the third is called background 
quadrant. The alternate quadrant mode (AQM) causes a 90 0 
phase shift of the live quadrants (i.e., the second becomes 
the solar quadrant, and the fourth, the background quadrant) . 
The command logic consists of a latch and a flip-flop. The 
latch is again used to hold off actual mode changes until the 
end of a scan. The flip-flop alternates between the two modes 
on successive commands received. The initial turnon condition 
is the normal quadrant mode. 
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3.9. 3 Gain Mode 
The central detector gain is adjusted by changing the central 
detector high voltage. This is accomplished by a gross gain 
adjustment (gain x 1 or gain x 1/3) or by a series of small 
increments (HV step). The central detector HVPS reference is 
described in Sect.ion 3.5.3. 
The gain change per step is approximately 3% at the operating 
point of the detector. 
3.9.4 Calibrate Mode Logic 
Discussion in this section is restricted to the command 
receiver; details of the calibration sequence are discussed in 
Section 3.14. 
The commandable in-flight calibration sequence consists of one 
scan of electronic calibration immediately followed by a scan 
of radioactive source calibration. 
The command logic consists of a command buffer, a modulo 3, and 
some logic gating to implement the above-outlined sequence. 
One additional constraint is imposed on the command logic; 
that is, termination of the calibration sequence in progress 
after receipt of an additional calibration command. 
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Operation follows: The command pulse toggles the command 
buffer F-F "A" thereby enabling a gate to pass EOS pulses to 
the modulo 3. The mod 3 is at this point still in the 00 state, 
meaning both electronic and radiation source calibration are 
off. 
The very first EOS pulse changes the state to 01, which enables 
an electronic calibration sequence. The second EOS pulse 
changes the state to 10, which turns off the electronic cali-
bration and turns on the radioactive source calibration. 
T!.e state of the second F-F in the mod 3 also enables the 
passage of the next BOS pulse as an input to the command 
buffer F-F. This third EOS pulse then accomplishes two things: 
It advances the mod 3 to the third state 00, which corresponds 
to the off condition of both types of calibration, and it 
returns the command buffer to the off state, which disables 
any further passage of EOS pulses into the mod 3. The on con-
dition of the command bu:Efer also enables another gate, passing 
a second command, if issued, which resets the mod 3, terrni-_ 
nating a calibration sequence in progress, while the trailing 
edge of this command pulse also resets the buffer. 
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Day/Night Automatic Calibration Mode 
The discussion here is strictly limited to the command receiver. 
Details of the day/niqht calibration sequence are discussed in 
Section 3.14. The commandable modes of operation for the 
automatic day/night calibration are: on and off. 
3.9.5 Aspect Mode 
This mode selects the spacecraft reference pulse to be used for 
aspect timing. The command receiver simply consists of a 
flip-flop which alternately enables the use of the day and 
night azimuth aspect pulse or the magnetometer pulse. Instru-
ment turnon mode enables the normally used day and night azimuth 
aspect pulses. 
3.9.6 Charged-Particle IIVPS Mode 
The purpose and implementation of this logic is identical to 
that bf the central HVPS. 
3. 9. 7 Central HVPS Mode 
This mode determines the on/off condition of the high voltage 
power supply. The command receiver consists of a flip-flop 
which alternately turns the supply on and off. Instrument 
turnon state is off. 
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3.9. 8 Central HVPS Step Mode 
The central HVPS determines the operating high voltage step. 
The step command logic is discussed in detail in Section 
3.3.2.1. 
----------
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3.10 Main Frame Sequence 
This section deals with the readout control logic, which 
generates the main frame sequence. The main frame data format 
follows: 
. 
sync status PHA data dead time Nl N2 N3 live time 
A complete UNH main frame data cycle consists of two such 
sequences 1 one each for a solar and background quadrant. The 
PHA data varies in length as a function of the scan mode. 
Table V shows the PHA channels readout in two scan modes. 
Sync and status data are nonmemory data wbrds (i.e., they do 
not require a memory cycle). Hence status data is real time 
data thus reflecting instrument conditions at time of data 
transmission. 
since mode status bits are altered as the instrument mode 
change is implemented, it should be noted that immediately 
following a change in mode, an old set of event data is 
preceded by a new set of conditions. 
A simplified block diagram of the readout mechanism is shown 
in Figure 3.10-1. The memory and control read/write logi(: 
blocks are discussed in Section 3.1.5. The data buffer con-
sists of a l2-bit register, which contains memory data 
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Table V 
PIlA Channel Assignments 
Intermediate Scan 
31 87 61 152 91 273 
32 88 62 153 92 281 
33 89 63 161 93 289 
34 90 64 169 94 290 
35 91 65 ]77 95 ?()J 
36 92 66 185 96 292 
37 93 67 193 97 293 
38 9·1 68 201 98 294 
39 95 69 209 99 295 
40 96 70 217 100 296 
41 97 71 225 101 297 
42 105 72 233 102 298 
43 )13 73 234 103 299 
44 121 74 235 104 300 
4S 129 75 236 105 301 
46 137 76 237 106 302 
47 138 77 238 107 303 
48 139 78 239 108 304 
49 140 79 240 109 305 
50 141 80 241 110 313 
51 142 81 242 III 321 
52 143 82 243 112 329 
53 144 83 244 113 337 
54 145 84 245 114 345 
55 146 85 246 115 353 
56 147 86 247 116 36] 
51 148 87 248 117 369 
58 149 88 2·49 118 370 
59 15(. 89 257 119 371 (,0 1:) I 90 2(·5 120 372 
• 121 373 
--
Short Scan 
1 1 31 
2 17 32 
3 18 33 
4 19 34 
5 70 35 
6 21 36 
7 22 37 
8 23 38 
9 24 39 
10 25 40 
11 26 41 
12 27 ·42 
13 28 43 
14 29 44 
15 30 45 
16 31 46 
17 32 47 
18 33 48 
19 49 49 
20 65 50 
21 81 51 
Z2 82 S2 
23 83 53 
24 84 S4 
25 85 55 
26 86 56 
27 87 57 
28 88 
29 89 
30 90 
3-87 
91 
92 
93 
94 
ro-
.. '
96 
97 
113 
129 
137 
138 
139 
140 
141 
142 
143 
144 
145 
146 
147 
148 
lot 9 
150 
151 
152 
151 
161 
. 
1 
, 
j 
I 
. I 
, I 
' .. ! 
, 
! 
,j 
: I 
I 
. j 
.... ! 
! 

n 
I·' 
. ' ... jr~ 
I· 
I' I 
'I 
3-89 
transfers. The data buffer is required, since the memory is 
also used for real time data accumulation. The data multiplexer 
consists of a .gating network, which selects the appropriate data 
source for readout. 
The readout control block performs two basic functions: It 
generates the memory read request along with the proper memory 
address, and it controls the data multiplexer. A modulo 12 
count shows the number of bits per UNH data word. The out-
puts of this modulo 12 perform the bit sampling task in the 
multiplexer. A decoder detects the completion of a data word 
transmission and generates the memory readout request signal 
called "readout ready." 
In addition, a detect bit numJjel' 1,5, or 9 is used to 
synchronize a 2-bit counter, which divides the 800-Hz bit rate 
clock by four. 
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3.11 DSM Data Processor 
The DSM data processor controls and handles all x-ray related 
data. A complete DSM data sequence is shown in Figure 3.11-1. 
The sequence consists of four sets of x-ray data, each covering 
a prescribed energy window. Each dataset represents a one-
revolution sample. 
The telemetry space available to UNH allowed for quadrant time 
readout of one revolution only per two sets of data. The two 
revolutions are spaced close enough in time, however, so that 
they can be considered equal for the purpose of rate calcula-
tions. 
The sync 1D serves as a sync for the data stream and also 
identifies the following two sets of data as belonging to the 
two lower or higher energy windows. 
Overall sequence timing pulses are derived from a main frame 
sync counter. Timing pulse generation can best be understood 
from Figure 3.11-2. 
A single one-shot can be used in this configuration as long as 
no two consecutive states of the counter are required to pro-
duce a timing pulse. The decoder outputs are ORed so that a 
transition of anyone produces a one-shot pulse. The one-shot 
pulse is then ANDed with the inverted decoder outputs, which 
directs the pulse onto the proper line. 
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A block diagram of the DSM data processor is shown in 
Figure 3.11-3. As mentioned earlier, x-ray data is sampled 
during the line quadrants of one revolution at a time. 
The DSM quad generator singles out these revolutions based on 
the main frame sync timing pulses. These data revolutions are 
initiated by the first aspect pulse subsequent to the 
occurrence of main frame sync 9 and 30. 
'rhe energy window is controlled by a 2-bit counter, which is 
advanced at the beginning of a DSM frame (WASC) and at main 
frame sync 30. The counter is synchronized to the main frame 
data sequence by the EOS (end of scan) pulse (i.e., the first 
set of data following an end of scan always corresponds to the 
lowest energy window) . The most significant bit of the counter 
is used for the sync ID. 
X-ray events are adaptively prescaled and accumulated ~n an 
a-bit register. Data is transferred to a buffer and presented 
to a data multiplexer for final readout. The transfer 
characteristics of the adaptive prescaler are outlined in 
Table VI. 
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Live time dota is extracted from the C register of the 
quadrant generator. Two-level storage is provided for the 
live time data instead of one buffer each for the solar and 
background live time; this reduces the number of gates required 
in the mUltiplexer and facilitates the general timing. 
The function of the storage control is to transfer the data 
from the primary buffer to the secondary buffer in a timely 
fashion. Transfer of the first quadrant (solar) of a data 
revolution is derived from aspect timing pulses, whereas that 
of the second quadrant is based on main frame sync timing. 
Timing of the latter is such that the readout buffer is 
guaranteed to be empty and sufficient time is allowed until 
readout of the next data word. 
Multiplexer control consists of two types of signals! bit 
sampling and data source select. Bit sampling signals are 
generated by the DSM word bit counter, which counts down the 
number of bits per DSM word gate; data source select signals, 
on the other hand, are generated by a counter counting down 
the number of UNH-DSM word gates per DSM frame. 
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3.12 Analog Subcom Data Sequence (ASC data) 
The UNH instrument is assigned 10 ASC words per each ASC 
frame. Analog data put out on these ten lines consists of 
eight rate meter outputs (LCRM) and two housekeeping outputs. 
This section deals primarily with the latter. The first two 
Ase words assigned to UNH are subcommutated secondarily and 
comprise the analog housekeeping data. 
A complete housekeeping cycle consists of six sets of these 
two 'Turds. Table VII identifies the housekeeping words in this 
six-cycle sequence, along with their values, where applicable. 
'1'he sequence is generated by a modulo 6 counter, advanced by 
the WASC (wheel analog subcom sync) signal; the six states are 
decolled and the outputs serve as the control signal for the 
analog multiplexers. 
The analog multiplexers consists of three stages: drivers, 
switches, and voltage follower. The driver stage interfaces 
-"I th the loqic through a P-channel FET; this minimizes the 
load on the logic and simplifies the circuit since no addi-
tional components are required to bias the FET. A logic 1 
inpuc turns the FET off; this condition yields virtually zero 
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ASC II - Sync:: ') volts ASC 21 - Detector Temperature 
ASC 12 - Sc.tn Mode: 
Full scan':! O. 05V 
Inter:n .'!iate scan'" O. 9V 
Short scan:: I. BV 
ASC I j - Gain/Quad Mode: 
X J/5/Alternate:: O.OSV 
X l/.:I/Normal= 0.9V 
X 1/ Alternate'" I. BV 
X l/Normal 'it 2.7V 
ASC 14 - Calibration Mode: 
Cal Off:: 0.05V 
Electronic Cal. :: O. 9V 
Radiati·1.'l Cal. :: 1. BV 
ASC 22 - Electronics Temperature 
ASC 23 - Central HVPS Monitor 
ASC 24 - Charged Particle HVPS 
Monitor 
ASC 15 - HVPS Mode: ASC 25 - Low Voltage power supply 
Both Off:: 0.05V monitor 
Central On:: O. 9V Pre regulator output .;- 5':! 4 volts 
Charged Particle On:: I. BV 
Both On -;; 2.7V 
ASC 16 - HV Reference Generator ASC 26 - Day/NightAuto Call 
Monitor Mag. Aspect Enable Mode: 
Gain X I: 1. 500 -I. 61 ZV Both Off = O. 05V 
Gain X 1/3: O. 000 -2. IlZV DIN Auto Cal On :: O. 9V 
.3 3m V / step Mag Aspect On :: 1. 8V 
Both On = Z. 7V 
Table VII 
Analog House! .eeping Seouence 
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base current for the output transistor and the output is 
therefore at +6 volts. A logic 0 inpu't turns the ]'ET on 
thereby providing a pai:h to ground, which biases the transistor 
on, since the emitter is tied to -6 volts. 
The analog switches used are N-channel FETS. The switches are 
connected in such a way as to minimize the load to the analog 
inputs. (This specification originally came from a "no load" 
constraint on ~he high voltage monitor points; this constraint 
was later removed by the introduction of the high vOltage 
monitor circuits.) A widely used configuration is to insert a 
high value resistor (say 1 MO) between the source and the gate; 
this would provide the proper on-bias when the diode is back 
biased. This arrangement, however, would connect the analog 
source to -6 v,olts through this resistor when the FET is biased 
off. To eliminate this load, the gate is returned to the 
voltage follower output through a lOOK resistor. 
Turnon is accomplished as follows. (See next page.) 
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The worst case condition occurs when the multiplexer switches 
from a low voltage monitor point to a high voltage point. 
Assume multiplexer switches from e, = 0 volts to e, = ~nz ~n1 
5 volts. This would imply a back bias of 5 volts for S1, which 
would keep Sl off. However, a l2-volt transient is coupled 
through the diode capacitance Cd1 when the driver changes state. 
This transient starts to turn on S1 and eo rises towards the 
value of e in ; this reinforces turnon of S1, etc. Hence proper 
biasing of S1 is achieved regeneratively. The complementary 
transient coupled through Cdz does not affect S1 because it is 
attenuated heavily by the low output impedance of the amplifier. 
The voltage follower simply consists of an operational 
amplifier proceeded by a dual FET input stage. The PET stage 
is inserted again to minimize the load to the analog inputs. 
The Zener diode and resistor in the output provide protection 
against externally induced voltage excursions in the event of 
temporary fault conditions. 
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3.13 Quadratic Pulse Height Analyzer 
The University of New Hampshire OSO-H gamma ray detector 
(Higbie et al., 1972) utilizes a multichannel pulse height 
analyzer (PHA) to analyze the signal from the central gamma ray 
spectrometer. This PHA is unique because the transfer curve is 
neither linear nor exponential. An analysis of the resolution 
versus energy properties of the sensor revealed that the 
optimum transfer curve should be a quadratic function of the 
form: 
E = C(N+No)2 
where 
E = incident energy loss 
N = channel number 
C = constant 
No = constant 
A measure of the resolution of the PHA is the number of 
channels spanning the width of a spectral line (usually at half 
amplitude). At least three channels are required for adequate 
data analysis (Purvis and Baggerly, 1968). 
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3.13.1 Design Considerations 
The gamma ray spectrometer used on the OSO-H gamma ray detector 
has a resolution, RS ' which may be approximately described by 
the following function (Birks, 1964): 
RS = A(E)-1/2 
where 
E = incident energy loss 
A = proportionality constant 
The resolution, ~, of any FHA may be generalized by: 
~ = LIE/LIN 
-"E E 
where LIE/LIN is the energy loss represented by the local channel 
width at energy E. 
Maximum utilization of the entire range of the FHA may be 
realized by maintaining the FHA resolution at a constant frac-
tion of spectrometer resolution. Therefore, 
where F is a constant having che physical significance that F 
channels will be seen under the FWHM of any line. 
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Algebraic manipulation reveals ·the differential equation: 
= ~(E)1/2 
F 
the solution of which yields the optimum PHA transfer curve 
for this kind of spectrometer. This may be expressed as: 
where No 
offset . 
N+NO = 2F(E)1/2 A or 
A2 
E = 4F2(N+No)2 
is the integration constan·t expressed as a channel 
The channel width may be expressed as: 
A2 
6E = 4F,(2N+2N o+l) 
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The scientific objectives of the gamma ray detector specified 
a dynamic range of 0.3-9.1 MeV and a resolution ratio of 
ap~~oximately 5. An average spectrometer resolution at 
,~, 
(4 
.:) 
, 
, ~ 
;i 
j 
J 
'I J 
1 
• , 
! 
~ 
I 
1 
I 
I 
I 
I 
! 
J',; 1$ 0.662 MeV is 8.0%, yielding a value of A = 0.0651. These i 
!;;i numbers show that 379 channels are required to cover the range .j 
!i of interest. Compromises with telemetry requirements and 1 
lJ design practicalities resulted in 377 channels being allocated I 
1 id 1 
.,i,e ... ,..... ; . I.. ·,.·, to cover the range, resulting in an F factor of 4.97. The :.' 1, 
! final calculated transfer function becomes: ; 
I J I,. .1 
; .1 
U ! 
." .. ~ E = (4.29xlO- 5 ) (N+83.6) 2 , l~ (I 1 ] 'i 
i I J I f :\ ] , 
1, .l 11 ....... ). 
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3.13.2 Design Implementation 
The main channel signal is shaped and amplified so that a 
bipolar pulse of 0.3-4 volts amplitude appears at the input of 
the linear gate. The bipolar shaping is used to allow 
ac coupling without the baseline shift with rate associated 
with unipolar pulse shapes. The true gamma pulse (see 
Section 3.3.2.1) interrogates logic to see if the main channel 
is not busy. If available, the main :hannel accepts the true 
gamma pulse as a request to analyze the accompanying analog 
signal. The linear gate is opened to allow the analog signal 
to pass into the peak detector, which effectively samples the 
positive lobe of the bipolar signal. The title peak detector 
is a misnomer because the circuit does not detect the peak of 
the pulse but rather samples it according to fixed timing 
relationships established in the signal shaping networks. A 
block diagram of the remaining portion of the PHA appears in 
Figure 3.13.2-1. Capacitor CI is charged to peak value of the 
signal via the peak detector which insures that errors due to 
incomplete charging of C1 are negligible. 
Concurrently the charge on C2 is reestablished at its quiescent 
point via VR2 and Rlimit. MOS switches change the mode to 
analyze and II starts to increase the charge stored on C2 . 
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The operational amplifier causes V2 to equal Vj; hence Id is 
determined by V2 and Rj: 
Id = ~ = Yl. R] RJ 
VR IL-Id = ~ + t Rj Rj C2 
The charge stored on Cl is removed by Id until the comparator 
recognizes that V3 and VR3 are equal: 
Combining the above equations: 
V. 
~n 
Comparison of this equation with the desired transfer functio'n 
of: 
(where G is spectrometer gain in volts/MeV) reveals the 
fundamental interrelationships of the various circuit 
components and constants. 
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{C 2 )VRZ 
= No = 83.6 2I1 
I1 GA2 {4.29xlO- 5 )G = 4F2 = R1 C,Cl 
{O.300)G 
Because only three equations define seven unknowns, some 
latitude exists for selection of the individual parameters. 
The spectrometer gain G was set to 0.40 volts/MeV for maximum 
utilization of the 4-volt dynamic range of the analog 
circuitry, and I1 was minimized to maintain the low power 
dissipation requirement. Cl was made equal to C2 to ease 
procurement of parts. A fourth relationship was obtained by 
specifying the maximum conversion time allowed. 
Selection of component values was aided by computer programs, 
which analyzed the effects of component values and tolerances 
on the transfer function. After final selection a computer 
program provided the calculated boundary conditions for each 
channel. 
Because the PHA rate was expected to be very low, strobing 
techniques were used to reduce the power consumption. When a 
command to analyze is received, power is provided to the 
remainder of the PHA system via the "power. on" driver. When 
the central read/write logic recognizes the PHA event has been 
recorded, a "power off" signal returns the PHA to the standby 
mode. 
:-"(Z:.FZ7:';f.;::;:ro'~i.~.I""'--~-----'- -
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It should be noted that the counting register design forbids 
the spillover in the event that the PHA attempts to analyze 
a signal larger than 9.1 MeV, to permit correct analysis of true
 
gamma data in the event of failure of the greater than 9.1-MeV 
discriminator. 
3.13.3 Results 
The fabricated units met or exceeded the critical design goals 
of speed, power, weight, and volume. A typical graph of the 
measured differential nonlinearity is shown in Figure 3.13.3-1. 
The data for this plot was obtained from the DNL (differential 
nonlinearity) computer program described in 4.5. The curvature 
exhibited by the data suggests a slight deviation from the pure 
quadratic function. The direction and magnitude indicate tha
t 
the apparent exponent is approximately 1.99 or about 0.5% low. 
A small temperature dependency has been noticed for this 
parameter, but the stability over the expected temperature 
range remains within the design goal. 
The errors sho~~ in Figure 3.13.3-1 may be compared with the 
±0.7S% to ±l% (upper 98% of the channels) DNL specification 
of commercial analog-to-digital (A/D) converters (Wilkinson-
type) for PHA applications (Nuclear Data, 2200 system Operating 
Manual; Hewlett-Packard, 5401B Data Sheet). These converters 
do not exhibit the quadratic transfer function which tends to 
accentuate DNL errors at the low end of the dynamic range. 
i 
I 
co- ~ 
I 
I 
,1 
.~j' 
. I 
i 
. I 
J , 
I 
I 
'i 
I 
-.nl 
i 
" i 
i1 
· 1 
J 
i 
1 
I 
, I 
i 
· I 
l 
• I I 
1 
j 
"I '.,' 
! 
E ORIGINAL PM 
OF POOR QUAL IS lTY 
i 
. 
, 
f 
+ 
, 
• 
, 
, 
, 
" , 
~, 
, 
, ~, 
,', 
~, 
I 
, , 
, 
': , 
, 
, 
- , , 
'~ 
· 
, . 
, 
· , 
--'. 
'. 
:: .. 
i •• ~ 
.:-
" 
~ 
.;" 
" , " 
, 
· , 
... -
, 
:.: 
. 
,I 
, . 
" \ 
", 
, , , , , 
· , 
, 
• 
, 
, , , 
, 
, . , 
, 
-I ~ • 
, 
, , 
, 
· · 
, , ,
, 
, 
" 
, 
" 
" 
, 
o 
1NO lNi)l14 
8 
.. 
0 
0 
M 
';--r-
0 
0 
N 
8 
~ 
J 
~ o 
-
'" w 
'" ~
::> 
z 
--' 
w 
Z 
~ 
:x: 
u 
3-109 
• M 
i 
\ , 
" 
\ 
i 
I 
l , 
1 
I 
I 
1 
f 
I 
,:~ 1 
; 
I 
1 
i 
! 
I 
1 
i 
1 
I 
i 
I 
i 
i 
i 
I 
l' 
" 
i 
I 
j l, ! 
, I 
11 II PI 
!t I 
c:, .. ~ 
, 
, 
3-110 
Table VIII lists the major specifications of the AID converter 
of the PHA. 
Figure 3.13.3- 2 shows a C0 611 spectrum produced by the FHA. For 
this particular test, the programmable high voltage supply for 
the spectrometer was set to maximum and data accumulated for 
one hour. Of particular note is the excellent resolution as 
denoted by the peak-to-valley ratio of nearly 7 to 1. 
I 
.1 
.... ! " 1 
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Table VIII 
QUADRATIC PHA SPECIFICATIONS 
(Analog to Dilital Converter) 
Input Voltage Range O. 1171 to 3. 6436 volts 
Type of ConverSlOn 
Clock Frequency 
Height to time using capacitor rundown 
1. 6 MHz (crystal controlled) 
Output Format 
Conversion Time 
Accuracy: 
9 bit binary address (parallel) 
conversion complete pulse 
256 fLsec. 
Temperature Coefficient < .050/0/ oC 
Integral Linearity (to quadratic function) 
Channel 100-377 ± .250/0 
Channel 10-99 
Differential Linearity 
Channel 6-15 
Channel 16-90 
Channel 91-270 
Channel 271-377 
Power (1000 events/sec) 
±10/0 
± 100/0 
± 50/0 
± 2. 50/0 
± 1. 250/0 
75 mW 
plus 
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3.14 In-flight Calibration (IFC) 
The experiment has two calibration systems; one in which 
built-in radioactive sources are detected and processed and 
another in which electrical pulses of different pulse heights 
and frequencies are fed into the pulse amplifiers to check the 
data-handling system. 
During normal operation the experiment is calibrated with the 
sources twice an orbit. At orbit dawn and dusk the anti-
coincidence logic with the front slab and C0
60 source detectors, 
which normally rejects gamma rays and x-rays from the C0 60 and 
Am241 sources, is switched to coincidence. Now only pulses in 
the central and x-ray detectors which are in coincidence with 
pulses from the Co nO and slab detectors are processed. Because 
the sources emit coincident particles with the gamma and x-rays, 
radiation from the sources is exclusively detected. Since the 
spectra of the sources are known, a complete calibration of 
the gamma ray and x-ray systems is provided. 
The calibration period begins automatically at the start of the 
first DMF data full scan or 12 telemetry subframes. The 
calibration period is synchronized with the DMF data blocks 
so that calibration data would appear in only one full scan 
data block or an even number of the shorter scan blocks. The 
automatic calibration function may be inhibited or enabled by 
spacecraft command. 
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I 
Transitions of the day/night signal produce one-shot pulses 
to set a latch, which is reset by the EOS (end of scan) 
pulse. 'rhe rese t transition is used to set a flip-flop, whose 
output is ANDed with the conunandable day/night calibration 
inhibit line. (This conunand is discussed in Section 3.9.) 
The output of this 'late is ORed with the conunandable source 
calibration signal. (Operation of the calibration conunand 
receiver is discussed in Section 3.9.) The output of the 
flip-flop also enables the cQuntdown of EOS pulses. The 
purpose of this counter is to maintain the source calibration 
for a fixed period of time (independent of the scan mode). The 
duration of a source calibration is equal to that of a full 
scan period. Hence the counter and decoder supply the 
terminating pulse at the appropriate time (i.e., duration of 
RS cal = 1 full scan = 3 intermediate scans = 6 short scans) . 
Due to the relatively low count rate of the calibration source, 
the PHA quadrant is forced to be cantinuously alive for the 
entire sequence. 
, 
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3.14.1 Central Detector Radioactive Source 
The central detector energy scale is calibrated by means of a 
Co 60 source (Forrest et al., 1972). This source is in the 
form of a small disc (approximately 1/2-inch diameter) of 
plastic scintillator material with radioactive Co 69 imbedded 
in it. The Co 6 o produces gamma rays of 1.17 and 1.33 MeV 
that are always in coincidence with a beta particle. The 
betas interact with the plastic to produce light pulses, which 
are transmitted to a photomultiplier, and thus provide signals 
which can be used to accept or reject the calibration gamma 
events. The Copo produces lines at 1.17, 1.33, and 2.50 MeV 
(sum peak), which are used to establish the PHA energy scale 
and the quadratic transfer function. In addition, the 1.33 MeV 
peak-to-valley ratio is an indicator of the energy resolution 
of the detector. 
The Co 60 gamma leakage amounts to about 5%, which is about the 
practical limit for this scheme. 
In operation the central detector calibration worked quite 
well. 
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3.14.2 X-ray Detector Radioactive Source 
The x-ray calibration source consists of Am241 deposited in a 
1/16- by 1/16-inch NaI crystal. The Am241 emits x-rays of 
59 keV that are in coincidence with an alpha particle. The 
alpha particle produces a light pulse in the NaIl which is 
seen by the front slab PMT thus producing signals that can be 
used to gate the x-ray events. 
The scheme was not satisfactory because of very low counting 
rates in the x-ray detector due to poor geometry. 
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3.14. 3 Electronic Calibration 
The electronic calibration is 184.32 seconds (or 12 subframes) 
in duration, synchronized with the data blocks, and should only 
be used in the full scan mode. During the cycle pulses of 
varying frequencies and pulse heights (usually 10% above or 
below a central detector discriminator threshold or x-ray PHA 
threshold) are introduced at the central detector amplifiers 
and y-ray PHA. The pulses are varied and synchronized with 
each telemetry sub frame. During the sequence detector pulses 
are inhibited and only the simulated pulses are processed. 
The main channel is checked at five energy levels and three 
frequencies. Five energy levels are used since the PHA 
requires at least three checkpoints in defining its transfer 
characteristic; hence three levels are chosen inside the 
acceptable energy range, while an additional two are placed 
just outside the upper and lower limit to verify discriminator 
operation. The three frequencies are mandatory to define the 
LCRM (rate meter) response. 
Table IX illustrates the electronic calibration sequence; for 
example, during the first DSF, 10-MeV pulses are fed into the 
gamma ray channel. This is above the 9.l-MeV discriminator 
level so it would not be accumulated in the DMF data but would 
stimulate the> 9.l-MeV count rate meters. The response of the 
count rate meters is a function of the frequency. 
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During the third DSF, the 0.33-MeV pulses should be seen in 
the sixth PHA channel. This PHA count could be calculated 
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from the frequency and PHA live time. The pulses would also 
be seen in the 0.3-9.1 MeV solar and background count rate 
meters. During the eighth and ninth DSF, the anticoincidence 
rejection capability is checked. 
The pulse heights of the cup and slab pulses are 10% above or 
below their discriminator levels. When the pulse heights are 
above the discriminator level, the responses of the count rate 
meters are functions of the frequencies. Three frequencies 
are required here because of the LCRM's. The sequence is 
selected to optimize efficiency of the calibration cycle 
relative to anticoincidence rejection. 
The x-ray channel is checked at one frequency, since frequency 
response is not considered a critical parameter here. X-ray 
energy level testing is performed as indicated for the 
following reasons. Discrimination of the four energy windows 
in the x-ray range is accomplished by one set (upper and lower) 
of discriminators preceded by a variable attentuator. Due to 
the simplicity of the attentuator circuits it was decided that 
only the discriminators need t.n be checked during calibrationr 
this greatly reduces the complexity of 1:he IFC circuitry. The 
input to the x-ray channel is varied slightly above and below 
-:2:..;;;::~-.;-:;~~r..!:.<,:=,": • .., ... ~.-.•. 
·,,·",·/.t 
... '1 
3-120 
the 15-keV energy level. These levels would be centered 
around the upper discriminator level when the prescribed 
energy window is 7.5-15 keV, since attenuation factor equals 
1 (no attentuation) here. When the energy window is stepped 
to 15-30 keV, these IFC levels are centered around the lower 
discriminator, since an attenuation factor of 2 is enforced 
here. Hence no data is expected during the two upper energy 
windows, since the attenuator divides the IFC levels by a 
factor of 4 and 8, which corresponds to a factor of 2 and 4 
below the lower discriminator level. 
The frequency select circuit consists of a modulo 3, which is 
advanced by the WASC signal. The decoded outputs select the 
required frequencies from the 1.G-MHz countdown chain. The 
x-ray level select is also derived from this modulo 3 counter. 
The main channel level select control is generated by a 
modulo 5, whose sequence is consistent with the switching 
requirement in the analog IFC circuitry to produce the 
necessary level changes. The cup and slab IFC level select 
is decoded directly from the subframe counter. 
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3.15 Ground Support Equipment (GSE) 
The UNH ground support equipment consisted of the following: 
1. A spacecraft simulator to provide the proper 
timing signals and supply voltages to the instrument. This 
unit also supplied the commands via front panel push buttons. 
2. A monitor to decode the instrument/spacecraft 
signals into ASC, DSF, and MF data. All data was displayed on 
NIXIE readouts, and status was decoded on front panel lights. 
This was a stand-alone unit because the readout could be 
advanced manually, although this would be a very slow process. 
In the automatic mode a large portion of the data could be 
roughly monitored. 
3. A Varian 620/i minicomputer to store and printout 
instrument data. The teletype was used to print data at a rate 
slower than real time. 
The GSE was used at Time-Zero for bench tests of both units 
1 and 2. The Varian 620/i was developed into a larger system, 
which was used to process data of tests at BBRC, quick look 
data, and the final data. 
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4. Instrument Performance 
The following charts, graph, tables, and figures relate the 
instrument performance to the contract specifications and the 
informal revisions. In general, these specific~tions apply to 
the entire electronics system, exclusive of the detectors. 
Specific exceptions will be acknowledged as they are discussed. 
4.1 Energy Resolution 
The instrument design fixed the energy resolution of the 
electronics to be approximately 'five times smaller than a 
typical detector resolution. Naturally, if better detector 
resolution is provided, the ratio of detector resolution to 
electronic resolution will be smaller. Therefore, Figure 4,.1-1 
relates the electronic resolution to the detector resolution in 
the form of a graph. The numbers used are based on the 
following physical parameters: 
1. Number of channels. 
2. Energy range of PHA. 
3. Pure quadratic function. 
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4.2 Electronics Duty Cycle 
The average full scan duty cycle for data taking is 
approximately 99.4% (here duty cycle for data taking is defined 
as live time divided by possible live time). The worst case 
is when the quadrant generator omits a quadrant because of end 
of scan. This represents 1 of 90 or 1.1% artificial dead time. 
On the average this will occur less often than every second 
scan. In the intermediate scan the average duty cycle drops 
to 98.3%, and in the short scan, 96.7%. The worst case figure 
for the short scan is 93.4%. 
4.3 Pulse Height Dynamic Range 
All detector analog systems were designed for a 30% overrange 
capability within their linear range of operation. No modes 
of operations have revealed this number to be inadequate. 
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4.4 Overall Stability 
The temperature data suggests the following stability figures 
over the -10° to +30°C temperature range: 
Main channel gain 
X-ray gain 
Charged-particle gain 
Log count rate meters 
Housekeeping readouts (status) 
High voltage power supplies 
±1. 8% 
±2.3% 
±1. 0% 
±0.5" 
±2.6% 
±0.24% 
It should be noted that the method for injecting charge into 
the amplifier system for gain measurement relies on the 
absolute capacitance of the coupling capacitor. These capaci-
tors, in general, were not NPO types but rather were DUR-MICA 
types which have a temperature coefficient of (typically) 
100 p/m, which can lead to a 0.5% shift. 
The projected stability over the expected orbital quiescent 
range of 6°C is ±l channel for data appearing in channel 286 
and above. Data at the low end of the PHA could vary as much 
as four channels. These projections assure that the thermally 
induced changes in the electronics may be approximated by a 
linear function, when in fact the variations tend to be 
concentrated at the extremes of the -10° to +35°C range. Thus 
one can conclude that the figures mentioned above are worst 
case estimates. 
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4.5 PHA Differential Nonlinearity 
The quadratic pulse height analyzer was measured for 
differential nonlinearity using a commericial sliding pulser 
as a stimulus. The accumulated counts are transferred (via 
paper tape) to a time-shared computer for final analysis. The 
analysis program utilizes the linear relationship between 
channel number (N) and channel width (AE). 
A2 
AE = 4FT(2N+2No+l) 
where A, F, No are various constants defined in section 3.13. 
A straight line is fit to the data points and the deviations 
listed an0 plotted as shown in Figure 4.5-1 and 4.5-2. 
Because of the statistical nature of the analyzed data, 
sufficient counts must be accumulated in each channel to reduce 
the statistical uncertainty to below the level of the measure-
ment. The plot (Figure 4.5-3) delineates this time requirement 
based on the worst case PHA channel (271), the inherent il\-
accuracies of the test equipment, and the 70% confidence 
level commonly used. 
Average values of DNL at -lODe are listed in the table below. 
The percentages are measured widths referred to the calculated 
widths. 
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CHANNEL NO. COUNTS DEVIATION :I DEVIATION NOTES 
340 118692 -702.696 -0.588549 
341 119104 34.1758 2.85584£-2 
342 118791 -1153.95 -0.962068 
343 119951 -269.079 -0.223822 
3411 119733 -762.207 -0.632562 
345 121198 427.666 0·354115 
346 119641 -1404.46 -1.16028 
347 120788 -532.59 -0.438994 
!' 
j',. 
I 
I , 
~; 
~.- t 
3,48 121120 -475.717 -0.391228 
349 12lEn3 2015527 1. 76849E- 3 
350 120677 -1468.97 -1.2('264 
351 121997 -424.1 -0.346427 
I 352 122365 - 3310 228 -0.269957 
I 
f"'- 353 123535 563.646 0.458355 
354 122111 -1135.48 -0.92131 
355 123161 -360.609 -0.29194 
356 123057 -739.737 -0.597542 
357 124429 357.135 0.287845 
358 123165 -1181.99 -0.95056 
359 124354 -268.12 
-0·215146 
360 124267 -630.247 -0·504612 
361 125770 5\117.625 0.477442 
362 123928 -1519·5 -1.21127 
363 125621 -101.63 
-8.08366E-2 
364 125259 -738.758 -0.586326 
365 126276 3.11523 2.46707E- 3 
366 125191 -1357.01 -1.0723:1 
~67 126558 - 265.141 -0.209063 68 126897 
-2010268 -0.158356 
369 128203 829.604 0.651317 
370 126429 
-1219.52 -0.955375 
371 127663 -260.65 -0.203755 
372 127275 -923.778 -0.720583 
373 128573 99.0947 7.71322£- 2 
374 127625 -1124.03 -0.873042 
375 129010 
-14.1602 
-1. 09748E- 2 
376 129078 
-221.288 
-0.171144 
377 122699 
-6875.42 -5.30615 •• 
. THE TEST REQUI REMENTS AREI 
CHANNEL NUMBERS MAXIMUM DEVIATION ( I) 
1 - 5 50.0 
ORIGINAL P 6 - 15 10.0 
OF POOR AGE IS 16 - 90 5.0 
QUALITY 91 - 270 2,,5 
271 
-
377 1 .• 2~~ 
Figure 4.5-1 Differential Nonlinea~ity Analysis Printout 
. (for portion of spectrum) 
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Fiquro 4.5-2 Differential r~online.rity Analysis Plot 
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UNH OSO-H GAMMA RAY 
MONITOR-PfU, DNL TEST 
A plot of required telt time to reduce 
statistical error below the required 
accuracy for the worst cale channel in 
the quadratic PHA. 
For small values of time homogeneous 
amplitude mixture i. a.lumed. 
Confidence level assumed is 70% (one 
Standard dev. ) 
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Figure 4.5-3 PHA DNL Test ft t-
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Channel 
1-7 
8-15 
16-90 
91-270 
271-376** 
Average 
DNL Value 
100%* 
2.1% 
1.1% 
.79% 
.45% 
*Channels 1-5 are completely dead and 
channels 6 and 7 are highly nonlinear. 
**Channel 377 was artifically narrowed 
by the ULD. 
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4.6 Maximum PHA Oead Time 
The PHA dead time may be expressed as: 
TO = NP+To 
where N = channel 
P = period of the PHA clock 
To = sum of all circuity delays 
and memory cycles 
TO has been measured to be 20 ~sec ±0.5 ~sec on the average 
(readout requests can alter the memory wait time), while P is 
accurately fixed by a crystal to be 0.625 ~sec. 
TO = (O.625)N+20 
For a maximum analyzable event, TO=255.6 ~sec, which is less 
than the requested 256 ~sec. 
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4.7 Live Time Accuracy 
The 1.6-MHz crystal clock is counted down to 391 Hz 
(period=2.560 ~sec) for general timing purposes. Therefore, 
the live time circuity (which uses this c'lock frequency) has 
a time resolut.ion of 2.56 jJsec. However, this clock frequency 
is prescaled by a factor of 8 for full and intermediate scan 
and not at all for short scan. Whenever prescalers delete 
the least significant bits of a measurement, the formula for 
conversion biases the answers to the middle of the uncertain 
range. Then errors may be expressed as ± from some average 
value. If the uncertain range is N counts wide, the maximum 
error may be expressed as N/2. For the live time measurements, 
this value is expressed as a percentage of the total live time 
for each accumulation mode: 
Mode 
Full scan 
Intermediate 
Short scan 
scan 
Maximum Error 
±0.011% 
±0.017% 
iO.Ol7% 
These values include the basic digitizing error which results 
from comparing a continuous function to a discretely 
incrementing one. 
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4.8 Quadrant Placement 
The quadrant generator relies on a BBRC-supplied signal for 
sun line placement, but the 5.5 0 tolerance imposed allows 
30.5 ~sec for all circuit delays and signal recognition. The 
absolute location of the quadrants is accurate to within ±0.23° 
at the nominal spin rate of 30 rpm and repeatable to much less 
than this. 
4.9 Performance Summary 
Figure 4.9~1 provides a complete comparison of the 
instrument to the specifications requested in the UNH sub-
contract to Time-Zero Corporation. 
Figure 4.9-2 lists the detector parameters. 
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Pl:L". 
Differential 
~Jonlinearity 
Ch 1-7 
Ch 8-15 
Ch 16-90 
Ch 91-270 
Ch 271-377 
PHA Dead Time 
PHA Live Time 
Accuracy 
Quadrant 
4.97 for 8% detector 
99.4% 
Measurement Waived by Del¥. 
> 130% 
±0.24% to ±2.5%± (see text) 
Measurement :lot Defined 
100% 
2.1% 
1.1% 
0.79% 
0.45% 
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0.011% 
±0.23° 
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UNH OSO-7 DETECTOR PARAMETERS 
CENTRAL DETECTOR 
1. Go = 67 cm? 
2. Resolution 
3. Angular Response 
4. Photopeak Sensitivity 
X-RAY DETECTOR 
CUP 
E 
0.100 MeV 
0.500 MeV 
1. 00 MeV 
4.00 MeV 
Area 
1. External Area 
2. Mass 
SLAB 
1. External Area 
2. Mass 
Am241 C! rate 
Co 60 ~ rate 
SATELLITE ORBITAL PARAMETERS 
1. Period 
2. Inclination 
3. Altitude Excursion 
4. vertical cutoff 
Rigidity 
(31/ BY 31/ NA 1) 
(isotropic projected area) 
< 8% at 662 keV 
120· FWHM at 662 keV 
(R = SF) 
S(cm2 ) 
33 
17 
8 
3 
Cl 1/41/ BY 1/4 NAI) 
7.9 cm 2 
'u 1. 3 )( 10 'cm' 
" 1. 3 )( 104gr (28 Ibs) 
'" 1. 7 x 102cm2 
'" 4 x 102 gr (0.9 Ibs) 
'" 1. 2 x 10 3 Hz 
'" 1.5 x 10 3 Hz 
93 minutes 
33 degrees 
328 + 566 kIn 
3.0 > 17 Gv 
Figure 4.9-2 
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5. Gamma Ray Response Function 
Because of the complexity of the instrument response function, 
the actual response was measured on the spacecraft after it was 
fully loaded and spinning on a test stand (Higbie et al., 1972). 
The response test was carried out at BBRC using the following 
radioactive sources and gamma energies: 
Sn l13 - 0.392 MeV 
Cs 137 - 0.662 MeV 
- O. 5J.l and 1.115 MeV 
1.368 and 2.75 MeV 
Five 7-track magnetic tapes made at BBRC and containing the 
calibration data were merg~d into a single 9-track tape at the 
UNH Computation Center. Oatasets on this tape were compared 
with the log book records and erroneous records were corrected, 
then separated into solar and background records, each preceded 
by a proper header card. 
Since the gain of the system changed by about 7% during the 
calibraticn period, gamma ray lines 1.460 MeV (K 4 0) and 
2.615 MeV (T1208) observed in the background spectra were used 
to determine gain as a function of time over the 5-day period. 
Background data averaged over lO-minute intervals distributed 
throughout the calibration period was used to determine offset 
- ._,._-_.,--"',"-"'""--_., "-". ----""~,,,',?',rr._~.--", 
>,," .".',,,if,, 
' .. e , 
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(NO) and gain (e) values for the instrument transfer function. 
The value for No averaged over the entire calibration period 
was then used to determine e for individual graphs; linear 
interpolation was used to find e for intermediate times. After 
determining e for each dataset, the spectra were smoothed and 
then gain corrected to a standard e (= 0.444 x 10- 5 ) in the 
manner described by Higbie et al., 1972. 
Datasets with the same elevation (e) and azimuth ($) angles 
were added together and average spectra for each set of e and 
$ determined. 
The runs with the shadow cone in were then subtracted from the 
corresponding spectra with the shadow cone out. This provided 
a rough correction for the effect of scattering and room back-
ground correction for Sn ll3 , es 137 , and Zn 65 sources. 
Na?4 spectra were treated dif:erently from the other three 
sources. In the case of Na 24 spectra, room background was 
first subtracted from the source spectra. This had to be done 
because of the short (15 hours) half-life of Na 24 . 
"':;;.,",:;:J;;'=""':':j"'J",,"'~-"'"-'--'---- -. 
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6. Postlaunch Operation 
The OSO-7 gamma ray detector in orbit operated as expected 
except the gain fluctuations were much greater than expected. 
The low voltage power supply was kept on for the life of the 
instrument with the exception of initial turnon and several 
days in November 1972. 
The instrument main channel was observed to undergo an 
unexpectedly large drop in gain shortly after turnon in orbit, 
which was attributed to a problem with the photomultiplier. 
The instrument high voltages were turned off to allow the PMT 
to recover but subsequent turn on indicated a lasting gain drop 
with very slow recovery. It was expected that the PMT might 
undergo a gradual drop in gain due to aging; the high voltage 
supply was built with a programmable output allowing for an 
overall gain compensation by approximately a factor of 3. We 
were, therefore, able to set the detector back up to the 
normal operating point. since the PMT was a last minute re-
placement in our flight unit with a new nonlinear bleeder 
chain, it is not possible, from the behavior of this tube, to 
isolate the cause of the aging difficulty. Some possible 
causes might be: 
1. Inadequate aging. 
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2. Abnormal aging due to the use of the nonlinear 
voltage divider on the dynodes. 
3. More than usual fatigue effects due to the high 
gain PMT used. 
4. Current limit of HV supply set too high. (See 
Section 3.5.2 for description of central detector power 
supply. ) 
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The changes in gain with passage through the trapped radiation 
regions considerably changed our operations from what we 
expected, in that we were forced to turn the high voltages off 
during the worst orbits to avoid further gain loss. As time 
went on we were able to increase our operating time by more 
accurate prediction of the bad orbits, and during periods of 
favorable apogee we could even leave the instrument on full time. 
The on time was also increased when high solar activity was 
predicted and decreased during periods of low activity. 
For an average of about one orbit per day, the instrument was 
operated in the alternate quadrant mode, again during periods 
of low solar activity. 
The short and medium scan modes were never used because of the 
gain instability. 
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The commands for the instrument originated at UNH and were 
called in to the OSo operations control center at GSFC. 
Normally the daily commands consisted of HV on/off (to avoid 
the problems of the trapped charged-particle regions). The HV 
step and gain mode commands were used to adjust the gain 
mainly to milke up for our initial gain loss. 
6. J Quick Look System 
The quick look (Q/L) system consisted of a direct data link 
(2400 bps) to the oso-oee at GSFC and the Varian 620/i at UNH. 
Data for several orbits each day was transmitted to UNH 
shortly after playback to enable UNH to make decisions about 
the operation of the instrument and to issue appropriate 
commands. 
Quick look data at UNH was recorded on 7-track tape for 
subsequent playback ~nd analysis, and calibration spectrums 
were displayed on an X-V scope as the data was being received. 
When data was not being received, other programs could be run 
on the varian 620/i to display the data on the 7-track tapes. 
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6.2 Failure 
At 2315 UT (universal time) on December 25, 1972, the UNH 
instrument failed, and several attempts to restart it by 
cycling power on/off were not successful. Data became locked 
up in all channels so that not even housekeeping data was 
available. Spacecraft wheel current increased just before the 
data locked up and subsequent tries at turning on indicated 
excessive current draw. 
Th," UNH data indicates that the p.wblem was probably in the low 
voltage supply, possible a short in one of the output lines. 
Main channel data indicated that the main channel high voltage 
was constant; the C0 60 calibration source leakage peaks were 
steady, with a normal drop during a belt pass, and subsequent 
upward recovery. The x-ray and shield high voltage cannot be 
determined from the data. 
Both high voltage readouts indicated a rise in high voltage, 
but since the MC voltage did not rise, it is probable that the 
readouts were in error. Both readouts returned to the -12 volt 
line and would both rise if this line rose. A plot of the 
readout values versus the -12 volts indicated that this was 
probably the case (Figure 6.2-1). 
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Prior to failure counts in the lowest channel of main channel 
data increased. Normally the first ten channels have no counts 
., 
1 
i because of a low end peak detector threshold, and an increase 
I 
1 
· 1 
in the first channel counts indicated that the analyzer was 
, 
I 
I 
I 
.' 
! 
1 
turned on when no signal was present. This could be due to a 
change in threshold level or noise triggering the threshold. 
A similar increase was seen in the lowest x-ray channel. The 
x-ray used the same threshold detector for channels I and 3, so 
a change in threshold would show up in both channels. However, 
j 
l 
the lowest x-ray channel was closer to tube noise. Change in 
threshold levels downward could be caused by a downward drift 
· 
I 
! 
i of the 6-volt supply. Noise on the supply lines could be , 
1 
1 
caused by an overload. 
: 
· 
· I 
J 
I The temperature sensors indicated an increase in the tempera-
?~' 
! ture difference between the detector and blivet 2 (digit.al) 
· j with detector temperature falling and electronics temperature 
increasing. This could be due to increased power dissipation ! 
in blivet 2. Both thermistors were tied to the 5-volt line, 
'i 
indicatin§ that the dc level on this line was fairly steady. 
Analog status lines (word 1) dropped by about 4% prior to 
lockup. These readouts were derived from the dig.ital 5-volt 
line. The 20-volt readout also dropped by about 3%. 
c. 
6-7 
The HV reference (ramp) readout did not change. This is 
derived from the regulated 5-volt line. 
Indications are that at least the -12, 5, and 20 volt lines 
changed toward zero. The 6-volt line might have chanqed, pro-
ducing lowered threshold levels. possibly an overload on one 
of the low voltage lines produced excessive currents, which 
could generate noise and cause voltages to drop. Whatever the 
fault was, it was permanent. Later turnons produced the fault 
within minutes. The instrument locked up in ASC word 1; 
in main frame word 1; and in the digital subframe (x-ray), in 
preferred bit patterns. 
The analog interface appeared to be working, as well as some 
portion of the DSF readout. Beyond that there is no usable 
data. 
Based on the above information, we concluded that an overload 
developed on the -12 volt line causinq it to move to about 
-8 volts or higher. This caused excessive current draw in the 
low voltage converter, possibly causing noise on other lines 
and eventually a slight decrease in other lines. It is not 
clear if the -12 volt overload was to ground or to some 
positive voltage. The fault did not clear when power was 
shut off. 
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7. Data Processing 
7.1 Quick Look Data Processing 
The quick look data processing has a twofold purpose: 
1. To provide a means of near real time monitoring of 
the instrument. 
2. To provide data for preliminary analysis. 
Our Q/L programming was not ready until several weeks after 
launch so the initial operation of our instrument was done from 
GSFC. Once we established our a/L system, we were able to 
receive, via modem, spacecraft playback data as it came into 
GSFC. Typically we would receive five playbacks each day and 
could look at the calibration data as it came in to verify 
that the gain was correct and the instrument was operating 
properly. To print out housekeeping and x-ray data, other 
programs had to be loaded; this could only be done at times 
when we were not receiving data. 
Because of our gajn problems, it was necessary to monitor the 
instrument as much as possible near the beginning of the 
instrument life in orbit. As our knowledge int:.-:-eased, we 
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eventually went to block data transmissions daily, then weekly. 
This allowed more computer time for software development and 
data analysis. 
All quick look data processing was done on the Varian 620/i. 
Data for preliminary analysis was hard to obtain at first 
because of the slow speed at which the teletype printed out. 
With the addition of a medium speed printer, considerably more 
data could be printed out. 
Quick look data printouts displayed main channel data, ASC 
(housekeeping data), and x-ray data. The formats were basi-
cally dumps of raw data. Because the Q/L was considered 
temporary and we were limited in our proqramminq capabilities, 
no real attempt was made to implement the Q/L system as a 
real tool for operating and maintaining the instrument, 
However, experience with the Q/L data was useful in the 
development of,programs for the final data analysis. 
As the experimenter data tapes came in from GSPC, the 0/L data 
was replaced by PASSI data (see Section 7.2.1). 
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7.2 Final Data Processing i , 
'{ I 
The final data processing was done in part on an IBM 360/50 
, I '! 
1 
and in part on a varian 620/i. The IBM 360 was used to process I 
l 
the GSFC-supplied experimenter data into raw experiment data I 1 
(including ASC and x-ray) and gain-corrected main frame data I , , 
(including various orbital parameters). 
The first output (PASSl) produced data for the gain correction 
program (PASS3) as well as optional outputs of engineering 
1 
I r 
: I 
j 
plots (rates, etc.), and one-line summary (status, live time, 
etc.) for each scan. 
I 
1 
I 
., 1 
I 
The PASSI and PASS3 data is output to 7-track tapes, which can : 1 , 
be processed on the Varian 620/i. The Varian programs mainly I ". '" 
consist of data-handling subroutines; sllch as read, display, 
sum, time select, parameter select, and others; which can be 
used in a flexible manner . 
• 
The sequence of analysis is: 
1. Run PASSIon IBM 360 (see Section 7.2.1). 
7-4 
2. Generate calibration data using CALI (see Section 
7.2.2); select epoch times so that tl1e instrument gain will 
fit to a smooth function. The data is graded as quality I, 2, 
and 3, depending on how closely the gain function will fit the 
actual calibration points. Quality 1 indicates good fit (±l%), 
quality 2 is questionable (±2), and quality 3 is definitely not 
a fit. 
3. Generate the gain fUnctions for the various epoch 
times using CAL2 (Section 7.2.3). The fit is checked, and if 
not correct, the epoch times are reworked, and CAL2 is run 
again. 
4. Run PASS3 (Section 7.2.4) using the CAL2 gain 
functions to normalize gain. Data is tagged according to 
quality. 
The VAPREDICT program e3ection 7.2.5) is a stand-alone program 
used to generate values of maximum rates and counts encountered 
in radiation belt passes. This data was used to operate the 
instrument (HV on/off) and to help evaluate the CALI output. 
O""l""~"'"~~'~~~-- , 
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7.2.1 PASSl 
There are six possible options of this pass. The options can 
be executed in any combination depending on the parameters 
specified on the control card. The options are as follows: 
l. Engineering plot 
2. Line summary 
3. Calibration cards 
4. X-ray tape 
5. Good time cards 
6. Main frame data tape 
The engineering plots are constructed for the various log rate 
o 
[1 
t" u. 
'w 
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The calibration data consists of the central channels of the 
three gamma peaks in the calibration spectrum interpolated 
from a qUadratic least squares fit to each peak. The total 
counts in each peak and the midpoint of the time interval 
during which the calibration was accumulated are also included. 
The x-ray data is obtained from the experimenter tapes with 
detailed spin and timing information to allow exact time 
correlations of the x-ray data with solar activity indices 
from other experiments. This data is stored on a 9-track tape 
which is Fortran compatible and may be used on the IBM 360/50. 
A 7-track reformatted version is also generated for use on a 
Varian 620/i. 
The good time cards consist of begin and end midpoint of the 
accumulation times for good continuous data. Only data 
collected when the central detector was on and with no time 
gaps is considered good. These cards are later used as 
input to PASS3. 
Main frame data for each quadrant scan collected when power 
was on is written onto a 9-track tape along with analog data 
and readout time. The tape is then converted to 7-track for 
use on the Varian 620/i with Tektronix-40lO display unit 
interface. 
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7.2.2 CALl 
This program reads a series of input cards, the first of which 
contains the No to be used in the calculation of the gain con-
stant (for our purposes, a constant No of 80.2 was used). The 
other input cards are calibration cards generated by PASS1. 
Each card contains midpoint of accumulation time, three peak 
channelS, and three peak counts. From this information CALl 
calculated an No for each input card from the relation: 
An average No is then calculated for all the cards read·. 
The program then calculates a gain constant for each card 
using weighted average: 
where 
Ej = 
E2 = 
E3 = 
wi = 
Ni = 
(n.+NO) 
~ 
1.17323 MeV 
1. 33248 MeV 
2.525 MeV 
N .. 
~ 
Nj +N 2+N 3 
number of counts under the peak at energy Ei 
n i = the channel that corresponds to the energy E. ~ 
l 
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An error statistic is calculated for each calibration in the 
following way: 
i = 1, 3 
ER. = [E.-C(n.+No)21/E. J. J. J. J. 
ERROR = If. i= 1 3 (ERi 2) , 
A magnetic tape record is generated for each calibration card 
and contains time at midpoint of accumulation, C, and No. The 
program then prints a listing of all the cards read; time, Co 60 
channels, counts, No, C, and the error indicator. 
This listing is reviewed by our project engineer and epoch 
times are derived from this source in conjunction with the 
output from the Van Allen Predict program (see section 7.2.5). 
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7.2. 3 CAL2 
This program reads in deletion cards, epoch time cards, and the 
outpu't tape from CALL The deletion cards contain the times of 
tape records to be ignored and a 1 in column 80. The epoch 
time cards contain the epoch times, the quality indicator, and 
a 2 in column 80. The quality indicator is a number from 1 
to 3, 1 being good quality and 3 being poor quality. This 
indicator is carried over on the PASS3 tape to all spectra 
falling within the range of this epoch. The calibration input 
tape records generated by CALL contain midpoint of accumula-
tion time, C, and No (80.2). The deletions must always precede 
the epoch cards, both being in chronological order. The epoch 
time cards and the tape records merge SO that a certain number 
of calibrations correspond to each epoch time • 
CAL2 fits a gain function to data of a given epoch, T, in the 
form: 
C(t) = q+r(t-T)+s(t-T) 2 
Let N be the number of calibrations for one epoch. 
!, f ','I'~ 
I 
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For N = 1 
For N = 2 
r = s = 0 
s = 0 
Cl = q+r(tl-T) 
c2 = q+r(t 2-T) 
.",.". 
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For N = 3 using linear least squares fit: 
6 = E (C-C.)2 with s = 0 
i ~ 
a6 a6 0 = ar = aq 
6 = E(q+r6tC Ci)2 where Hi=ti-T 
, . 
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7.2.4 PASS3 
PASS3 reads in as input a control card, Van Allen cards, good 
time cards, calibration cards, and the experimenter data tape. 
The control card contains the parameters needed for the initial 
call to FEEDER (read experimenter tape). 
The Van Allen cards contain the Van Allen data accumulated in 
the previous PASS3 production run in the form of calendar 
time, peak flux, and integrated flux. Each time a new file of 
data is read, the Van Allen data values are calculated from 
the orbit data records found at the beginning of the file. If 
no Van Allen cards are entered, the program initializes the 
Van Allen data array to zeroes and begins accumulating VA 
(Van Allen) data from the fLrst file read on tape I of this 
run. 
The good time cards (generated by PASSI) contain the 
beginning and end times of good complete scans of data (solar 
or background or both) • This is data in which the sync word 
was present, in which there was no data miss;!1 J (no time gaps), 
and which was accumulated when the central detector was on. 
The calibration cards (generated by CAL2) contain the epoch 
time, data quality indicatoT-, and q,r,s, and Nr, used to gain 
correct the spectra. 
PASS3 stores the values from each of these cards in arrays; 
the calendar times are converted to spconds of century. The 
first good time is then read and the experimenter tape is 
searched until the corresponding time to the nearest second 
7-12 
is found. Processing begi.ns at l,ackground or solar quadrant 
depending on what is specified in the good time card (BO or 
SO). PASS3 processes six major frames at a time (equivalent 
to one solar quadrant or one background quadrant) until the 
first end time is reached. Processing stops at background or 
solar depending on what is requested in the good time card 
(BK or BO). PASS3 then reads the next begin time and continues 
processing in the same manner as just described until the last 
end time is reached. 
For each quadrant accepted as good data, orbit and attitudinal 
parameters are calculated and the gamma spectrum is gain 
shifter< 'he status word is realigned with the data spectrum 
and interpreted. Various flags are set to indicate the condi-
tion of the data processed, e.g. the presence of bit errors. 
The output of PASS3 is a tape containing the parameters, 
calculated angles, gain-shifted spectrum, interpreted status, 
and flags for each half-scan or six major frames processed. 
This tape has a record length and block size ot 3540 bytes. 
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A short listing is produced by PASS3 containing a printout 
of the first good time se:.:ial numbers, the decomm run numbers, 
the run date, and various warnings when unusual problems 
occur. 
7.2.5 VAPREDICT Program 
This program is a stand-alone program which computes certain 
parameters for the satellite's passage through the Van Allen 
Belt. The basic subroutines called are HEIGHT and VABELT which 
are also used in the primary data analysis. 
The dataset is prepared from data supplied by NASA (E. G. 
Stassinopolous) in a preparatory step and stored on disk. 
Normal operational use requires an ephemeris data tape 
supplied by NASA (J. B. Joyce) and the dataset stored on disk. 
The predict program computes for a given period of time the 
peak flux encountered, the time of the peak flux, the integral 
flux during the orbit, the times where the satellite encountered 
and then left regions with fluxes> 10 3 protons/cm2 sec with the 
corresponding positional information. 
Estimated uncertainties are less than one minute for the 
orbital elements, three weeks from epoch. At the three-sigma 
confidence level the VA data is off by a factor of 2 in the 
worst case .. 
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B. Initial Scientific Results 
B. 1 Assessment of Detector Operation 
Before it was possible to utilize the data obtained from the 
instrument, a considerable effort was carried out to determine 
that the instrument was operating properly and that any 
apparent scientific results would be valid. This initial 
effort was used to design the computerized data analysis 
scheme (see Section 7). 
This effort included checks on instrument parameters that were 
tested before launch; such as, the central detector's 
differential and integral linearity, live time checks, energy 
threshold vaj;°iation, and correct data sequencing. It also 
included checks for phenomena that could not be measured before 
launch since they were strongly influenced by the postlaunch 
environment. These phenomena included both short- and long-
term gain stability and the background spectral intensity and 
variation. A full description of these tests js given in the 
"Users' Guide" for this instrument, prepared and sUbmitted to 
the National Space Science Data Center, and will not be 
repeated here. However, it is sufficient to say that both 
qualitatively and quantitatively the instrument operated as 
expected with two exceptions. These exceptions follow: 
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1. Greater than expected gain sensi,tivity to the 
trapped radiation belts. 
2. Greater than expected shield counting rate and 
central detector spectral features (apparently caused by local 
production of gamma ray radiation in the spacecraft and 
detector material). 
Neither of these effects caused a serious loss of the instru-
ment's scientific data gathering ability . 
. -'.- --
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8.2 Review of Solar Gamma Ray and Neutron Measurements 
The experimental investigations to detect solar neutrons and 
gamma rays, which were reported in literatJre by 1970, were 
reviewed previously by Chupp, 1971. Up to that time there was 
no conclusive evidence for the existence of either solar 
neutron or gamma ray fluxes. On the other hand, there were at 
least three highly disputed claims of observations of both 
solar neutrons and gamma rays all in times of modest or low 
solar activity. None of these "possible" events occurred in 
coincidence with the optical phase of any flare. Nonetheless, 
since they are published as positive fluxes, we should keep 
the reports and the conditions of solar activity under which 
they were observed in mind. The Tata result of Apparao et al., 
1966, was obtained under very quiet solar conditions; that of 
Daniel et aI., 1967, was made several hours before a subflare. 
This result was seriously questioned by Holt, 1967, since no 
neutron decay protons were seen by the OGO-A satellite, which 
was in orbit at the time. The OGO-A should have seen them if 
the neutron flux was 10- 1 neutrons cm- 2sec- 1 as reported. 
This criticism has now been countered by Daniel et al., 1971, 
who have revised their result downward nearly an order of 
magnitude to 1.5 x 10- 2 neutrons cm- 2 sec- 1 based on a new 
measurement of the atmospheric neutron flux which allowed them 
to convert the measured solar neutron counting rates to an 
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absolute flux. It seems this result will not go away. In the 
case of gamma rays, Kondo and Nagase, 1969, reported an 
extremely large (800%) increase in the gamma ray flux (3-10 MeV) 
10 minutes after a IN flare and associated radio burst. The 
last positive report of a gamma ray increase was given by 
Hirasima et al., 1970, who reported a gamma ray line flux 
coincident with a 1000-MHz radio burst. As satellite experi-
ments in the future continue to search for gamma ray and 
neutron events, it will be interesting to see if any enhance-
ments are found under similar activity conditions as in the 
cases just discussed. Then we can decide if indeed these 
peculiar observations are most probably positive or spurious. 
Several significant experiments summarized in Table X have 
been discussed in literature since the review mentioned above. 
Joseph, 1970, has reported the results of measurements at Tata 
using a new type of high energy detector and a plastic 
scintillator. The basic neutron detecting element for the 
new detector consists of a CsI(Tl) crystal slab of 4 3/8-inch 
diameter by O.S-cm thick and associated photomultiplier .in a 
l-cm thick plastic scintillator anticoincidence shield. Fast 
neutrons, 10 MeV < En < 500 MeV, produce nuclear reactions, 
primarily stars, giving rise to proton, alpha particle, or 
other ion pulses in the slab. Pulse shape discrimination has 
also been used to separate out neutron-induced star events 
, " ·'7 ---. 
, 
" 
I 
i 
1 
'iJ..:'.~~;~'..,;' '" .. ..::. ..:., .'-'-. f" ~~ .;,,-, 
_ N .. .., ~ W .. 9' .. .., .. 
I 
I 
Table X 
Summary of the recent Solar Neutron and Gamma Ray Observations to AUgust 1972 
(For observations before 1970, see Chupp 1971) 
Radiation and Neutron or Gamma Ray Flux (cm-I •• c-
1 ) 
Reference InstrUlllent Energy Range Continuous Flar. ~.ociat.d 
Joseph thesis Plastic Scintillator 2B, IN 2-26-19 Telescope 1;vi th n 15-150 MeV n <1.2 X 10-Z (1970 ) antishield y 5-30 Mev y < 10-2 
Cortellessa et al. Pl.astic Scint·~ llator IN 6-,30-70 
(1971) with antishield n 10-200 MeV <5.5 x 10-
3 protons < 6 x IOU abov.' 
PO=60 ~iV 30 MeV I 
, 
(i) n 50-350 HeV n <3 x 10- 3 (il lB 5-29-69 I 
y >80 HeV y <4>< 10-4 n <23 em-Z , 
Eyles et al. Scintillator Recoil y < 6 cm-
Z 
Telescc?9 ~·i th ii) Test of (ii) 2B 3-21-&5 ' (1972) &,tishield Elliot Model n <4.2 x 10-' 
Theo. -5 X 10-z for 
CIa.. 4 
Cerenko·" .... pair 
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from gamma ray events which produce energetic electrons in the 
crystal. The sensitivity (area x efficiency) of this detector 
for fast neutrons is ~ 0.75 cm2 above 10 MeV. In addition, 
the detector is sensitive to gamma rays in the energy range 
4-30 MeV, but no estimate is given for the efficie~cy. The 
properties of the scintillator block were very similar to 
those previously discussed by Forrest and Chupp, 1969. The 
basic properties of the detector needed in this discussion 
are the sensitivities for solar neutron and gamma rays, which 
are 22 cm2 for neutrons (,. 10 MeV) and 30 cm 2 for gamma rays 
(5-30 MeV). These instruments have been flown in 1969 from 
Hyderabad (\ =8°N) during coincidental solar activity. gm 
During a 2B (and following IN) flare on February 26, 1969, 
the plastic block detector observed no increase; therefore, 
limiting fluxes for solar neutrons were < 10-2cm-2sec-J 
(5-30 MeV). On April 19, 1969, the smaller volume CsI(Tl} 
star detector was flown during a lB flare with no enhancement 
observed. The corresponding upper limit for solar neutrons in 
this event was 1.5 x 10-2cm-2sec-J which is essentially the 
same as for the larger plastic block detector. The reason 
for this is: Even though the sensitivity of star detector is 
much lower than for the former, its background counting rate 
is correspondingly much lower. All of these limit estimates 
apply to the case of an assumed neutron spectrum produced by 
~ solar proton exponential rigidity spectrum with Po = 60 MV 
(Lingenfelter and Ramaty, 1967). 
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cortellessa et al., 1971, have carried out several careful 
measurements using an anticoincidence shielded plastic 
scintillator in 1970, which studied both continuous emission 
possibilities as well as in small flares. The detector was 
sensitive both to neutrons and gamma rays with the biases for 
neutrons set at equivalent proton recoil energies of 10, 20, 
and 30 MeV. Self-gating effects due to recoil protons from 
the surface of the inner detector interacting in the antico-
shield were reduced by surrounding the inner detector with 
1 cm of aluminum. The effective neutron energy r~nge of the 
detector then was 10-200 MeV, with an efficiency for solar 
neutrons of ~ 11% based on an assumed solar neutron produc-
tion spectrum due to a solar proton spectrum with characteristic 
rigidity Po = 60 MV. The continuous solar neutron flux limit 
was 5.5 x 10- 3 neutrons cm- 2 sec- l , in the energy range of the 
detector, for flights in 1970. In addition, failure to detect 
any neutr0ns in a flight during a IN flare on June 30, 1970, 
gave a limit for accelerated protons at the sun of < 6 x 10 32 
protons with energies> 30 MeV, for Po = 60 MV. In order for 
these workers to achieve the improved limits (shown in 
Figure 8.1-1), care had to be taken to keep instrumental 
instability effects on the counting rate B, to less than 
2 (BT)-1/2 x 100 for an observing time T. 
instability effects were reduced to 0.28% • 
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Eyles et al., 1972, have reported on the results of balloon 
flights with a recoil telescope designed to test the predic-
tions of Elliot, 1969, concerning acceleration of charged 
particles before the optical flare with consequent release 
into the solar atmosphere thus providing the energy source for 
the optical flare. The apparatus consists of a polyethylene 
block of thickness 16.5 gm/cm2 as a converter, followed by a 
recoil proton telescope, all in an anticoincidence shield 
comprising the neutron telescope. This unit was followed by 
a Cerenkov element l-cm thick to eliminate 95% of relativistic 
charged particles. The detector's neutron response was 
effective over an energy range from 50-350 MeV with a maximum 
efficiency at ~ 190 MeV of ~ 1.4%, falling steeply on both 
sides of the maximum. Using the converter area of ~ 181 cm2 
gives a maximum sensitivity of ~ 2.5 cm? The telescope half-
angle for neutrons was ~ 22°. The detector was also sensitive 
to gamma rays with energies about 20 MeV. At 100 MeV the 
gamma ray efficiency was 35%. This detector was flown in 1969 
to give limits both dUring active periods and quiet periods. 
The neutron and gamma ray limits for continuous emission are 
3 x 10-3cm-2sec-l (50-350 MeV) and 4 x 10-3cm-2sec-l (~ 20 MeV), 
respectively. This neutron limit is even lower ~han that 
mentioned above by Cortellessa et al., 1971. Even though the 
sensitivity is an order of magnitude lower for the telescope, 
the background is much lower. During a IB flare on 
November 1, 1969, the limiting neutron and gamma ray fluxes 
8-10 
found were ~ 4 x 10-2cm-2sec-J and ~ 10-2cm-2sec-J, 
respectively. There was, however, an opportunity to test to 
some extent the predictions of Elliot's model (Elliot, 1969) 
four hours before a 2B flare on March 21, 1969. No neutron 
flux was detected above a limit of 4 x 10- 3 neutrons cm- 2sec- J • 
Since Elliot's model predicts a flux of ~ 5 x 10- 2 neutrons 
cm- 2sec- J for a class 4 flare, the authors do not consider this 
example as a real test of the preflare acceleration model since 
even much lower fluxes are expected for smaller optical class 
flares. 
Sood, 1972, has also conducted a search for high energy gamma 
rays from the sun in order to test the Elliot model (Elliot, 
1969). His instrument consisted of a pair telescope with a pb 
converter. In addition, unidirectional Cerenkov elements were 
used to detect the relativistic electrons. The instrument was 
not sensitive to photons with energies < 20 MeV but had an 
overall efficiency for ITo gamma rays of ~ 38% and the area 
solid angle factor was 22 cm2 sr. Several flights were carried 
out in 1967 and 1968 from Kampala, Uganda, while the sun was 
moderately active. For a generally active solar disk, the 
limiting flux was ~ 1.1 x 10- 4 gammas cm- 2sec- 1 (> 50 MeV), 
and for a IN flare on October 19, 1968, the limiting flux was 
2.6 X 10- 4 gammas cm- 2 sec- 1 assuming a l.O··minute burst. One 
flight took place ~ 8 hours before a 2B flare on October 31, 
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1968, but since no 350-MeV protons (nO threshold) were ob-
served in space following this flare, the author does not con-
sider this a definite test of the Elliot model. In any case, 
if one did, the limiting flux would be 1.1 x 10- 4 gammas 
In 1969 the OGO-6 satellite carried out neutron monitoring mea-
surements in the energy range 1-20 MeV from June 1969 to 
December 1969 (Lockwood et al., 1972). The detector was a high 
pressure He-proportional counter in a plastic scintillator 
moderator to thermalize the fast (Mev) neutrons. The anti-
coincidence charged-particle shield consisted of 22 proportional 
counters. Typical sensitivities for solar neutron spectra with 
characteristic rigidities Po = 60 MV and 125 MV are 0.38 cm? 
and 0.37 cm 2 , respectively. By carefully selecting the lowest 
background data (primarily low latitude) and using only data 
in a 6-months' period when no solar proton events were evident, 
a quiet time limit of 1.8 x 10- 3 neutrons cm- 2sec- 1 was 
obtained. This result is about an order of magnitude lower 
than previously available in the same energy range. In 
addition, several small flares occurred during the experiment's 
lifetime, but no positive evidence for enhanced neutron fluxes 
was seen. No limit estimates were given for flares because of 
large statistical uncertainties. Figure 8.1-1 summarizes the 
current results on the continuous flux limits for solar 
neutrons as summarized by Lockwood (private communication) • 
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A r ecoil pro ton telescope was also flown on the 050-6 
satell ite to search for solar neutrons . Detai ls o n the 
instrument are not c urrencl y available, but continuous flux 
limits have been presented (Leavitt et al., 1972) as 
< 4 x 10-~cm- 2 sec-J for s olar neutrons with e nergies g r eater 
than 40 MeV. Observations made by this instrument during 
solar activity are inconclusive . 
A very interesting and new approach ha s recently been 
described b y Kirsch, 1972, using mo unta in altitude cosmi c r ay 
neutron monitors. Monte Carlo calculations (Alsmiller et al . , 
1968) have been c arried out whic h g ive the conversion 
eff i c iency o f solar n e utrons in the Earth's atmosphere for 
yielding sec.ondary neutrons as a function of atmo spheric 
depth. Th erefore , Kirsch has us e d these b a sic results and 
ca lcul ated the e f. ficiency for detecting di fferent assumed solar 
neutron spectra at the altitude s o f existing neutron moni tors. 
For example , at 55 0 gm/ cm2 atmospheric depth , corresponding 
to the Chacaltaya monitor, the secondar y neutron flux is 32 % 
of the primary ne utron tlux assuming the p r oducing proton 
spect rum at the sun h a s a characteristic rigidity of 
Ro = 125 MV. Of particular inte res t here is the study made 
of the Chacaltaya and Mina Aguilas monito r data during the 
November 12, 1960 , event fo r which Lingenfelter and Ramaty , 
1967, predicted sign ificant neutro n fluxes. They r r~dicted a 
f lux of 10-33 neutrons /cm2 sec at the earth as a result of 
'j 
solar neutron production in the slowing down phase after 
particle acceleration. Kirsch's analysis, 1972, indicates 
that the observed solar neutron flux is smaller by a factor 
of 10- 2 - 10- 3 • Therefore, it is concluded that the 
8-13 
assumption of isotropic proton emission from the solar flare 
region is not fulfilled. One of the basic difficulties with 
this technique is the fact that any solar neutron effect must 
override the diurnal variation of cosmic rays. 
All of the more recent results discussed above are summarized 
in Table X and should be self-explanatory. 
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8.3 Auqust 1972 Flare Measurement 
In August 1972, the University of New Hampshire gamma ray 
detector aboard 080-7 observed gamma ray lines and continuum 
emissions from the sun that were associated with the 3B flare 
on August 4 and the 3B flare on August 7, 1972. The 3B Hn 
flare (on August 4) began at 0621 UT, reached its maximum 
intensity at 0638 UT, and ended at ~ 0852 UT (Preli~inary 
Report 8E8E-PRF-Boulder 092, 093). The University of New 
Hampshire experiment measured the solar gamma ray line and 
continuum fluxes of August 4 until the satellite was 
eclipsed by the earth at 0633 UT. 
On August 7 a 3B Hn flare began at 1500 UT during satellite 
nighttime, and as the satellite emerqed into the sunlight, 
excess gamma ray line radiation was observed. 
August 4, 1972 
Figure 8.3-1 shows the time-integrated solar and background 
gamma ray spectrum taken during the rise of the optical flare 
just before the satellite entered nighttime. The background 
quadrant spectrum shown is well below the corresponding solar 
quadrant flare spectrum. The solar spectrum is the sum of 
three normal, separate, consecutive, 3-minute scans, ana the 
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total live time for the summed spectrum is 91.4 seconds. In 
Figure 8.3-1 the left ordinate shows the counts observed in 
the indicated live time for the 0623-0632 UT time interval. 
The abscissa shows the channel number in which the counts are 
accumulated. Also above channel 200 the ordinate scale is 
shifted, as shown on the right, and to improve statistical 
accuracy the total number of counts in five consecutive 
channels is shown during the live time. The numbers under the 
histogral,l give the typical number of background counts observed 
in the five channels. On the far right ordinate the square root 
of the energy, IE, corresponding to a given channel according 
to the relation E = k(n+no)2 is shown by the straight line in 
the figure. The constants, k and no, are found from in-flight 
calibration data. The calibration curve is our best fit from 
the two calibrations which took place before and just after the 
event. 
It is evident that only the solar quadrant gamma ray flux is 
significantly enhanced in both the ~ 0.5- and 2.2-MeV spectral 
region!? __ during the rise time of the optical flare. In addition, 
-' the general continuum below the line features is enhanced over 
the background quadrant thus indicating a continuum enhance-
ment to above 2 MeV. Several comparison spectra showing solar 
and background rates before and after the flare were given by 
Chupp et al., 1973. Above channel 200, where the counts are 
summed in successive groups of five channels, there are three 
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or more statistically significant peaks. Because of the 
necessity of summing channels to improve statistics, it is 
not possible to specify precisely the photopeaks, but they may 
be associated with gamma rays of energies 3.4-3.8 MeV, 
4.2-4.6 MeV, and 5.9-6.3 MeV, respectively. The leakage Co 60 
calibration lines at 1.17 and 1.33 MeV are also clearly 
evident in both the solar and the background spectra. Other 
features or possible photopeaks may be evident in the flare 
spectrum shown in Figure 8.3-1; however, we note with caution 
that it is necessary to separate out the hard x-ray burst 
spectrum before treating small features. This problem is the 
subject of a separate paper (Suri et al., 1973). It will be 
. 
emphasized later that gamma ray line emissions are expected 
from the sun at all of these energies. In the case of the 
4 and 6 MeV features, the association with photopeaks at 
4.4 and 6.1 MeV is circumstantial, but gamma ray lines at 
these energies are expected at about the intensity shown. 
The 4-channel x-ray spectrometer covering the energy range 
7.5-120 keV also recorded the event in coincidence with the 
gamma ray spectrometer. Figure 8.3-2 (center) shows the 
counting rates in each x-ray channel versus time from ~ 0400 UT 
on August 4, 1972, until the eclipse of the satellite at 
~ 0633 UT and for three successive orbits through the decay of 
the event. The rise of the event is recorded by each channel, 
wi-th 30-second time resolution until saturation occurs in the 
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In the center portion of the figure, the unco r-
rected counting rates in each of the four X-ray 
channels i s shown plotted against Universal Time 
on Aug . 4, 1972. The lo~'er portion of the figure 
shows the uncorrected total counting rate in th~ 
gamma ray detector beb!een the lowest and upper-
most channe ls o f the analyzer . The corresponding 
energy interval for this rate i~ 0.35-8.0 eV. 
The r~io tlU& is Ihown in the up~er ~igure, 
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first 3 channels. The time of saturation occurs earlier as 
the mean energy of the x-rays is lower. The event seen in 
channel 3 (30-60 keV) begi~s to decay just before 0627 UT, 
well in advance of the eclipse by the earth. Also channel 4 
(60-120 keV) does not saturate but reaches a plateau before 
being eclipsed. The lower part of Figure 8.3-2 shows the 
total counting rate in all gamma ray channels recorded with a 
rate meter with a l5-second time resolution. The top of 
Figure 8.3-2 shows the time history of the radio burst at 
19,000 MHz as reported in UAG-2l (Lincoln and Leighton, 1972). 
The excellent correspondence in time between the radio, x-ray, 
and gamma ray continuum is self-evident. 
A time history of the photopeak counting rate (before the 
eclipse) is shown in Figure 8.3-3 on an expanded time scale 
for the 0.5 and 2.2 MeV lines along with x-ray channel 4 
(60-120 keV). After the OSO-7 returned to daylight at ~ 0705 UT 
there was no residual detectable evidence for gamma ray lines 
except for a weak indication of a 2.2 MeV flux at the 30 level, 
August 7, 1972 
Unfortunately, the solar gamma rays observed during this event 
were recorded well after the rise and the maximum phase of the 
optical event since the satellite was in nighttime. Figure 
8.3-4 shows a sequence of counting rate spectra which were 
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taken at nighttime and during the satellite daytime period 
while the 3B He! flare was still in progress. In this figure 
only portions of the energy spectrum around 0.51 and 2.2 MeV 
are shown. The spectra shown are the sum of three separate, 
consecutive, full scans as indicated by the time interval of 
9 minutes. By comparing the lowest spectrum (nighttime) with 
the spectrum immediately above it (daytime), it is evident that 
there are significant increases corresponding to photon 
energies of 0.5 and 2.2 MeV. In both figures the enhancement 
appears only in the solar quadrant spectra jus't a.fter sunrise. 
A remark should be made about the upper spectrum in Figure 
8.3-4, which shows an increase in the O.S-MeV region in the 
background quadrant. At this time quadrant was viewing the 
earth \~ith good aspect but at lower rigidity'\. 3.0 GV; there-
fore, it registered atmospheric radiation. Atmospheric fluxes 
of 0.51-MeV radiation seen from 080-7 are discussed separately 
(Dunphy, 1974). 
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8.4 Preliminary Interpretation 
Several interesting inferences are now available from the OSO-7 
observations. From the time profile of the 0.5- and 2.2 MeV 
lines shown in Figure 8.3-3 we can put an experimental upper 
limit on the acceleration time for solar protons during the 
flare of August 4. Since the time resolution of the instrument 
for the gamma lines is 3 minutes, one can see that the 0.5-MeV 
radiation rises to its maximum in no longer than about 10 
minutes and it could be shorter. Unfortunately, the statistics 
are not good enough on the 4.4- and 6.l-MeV lines to plot a 
time profile curve. Such lines should show a time profile 
that is exactly that of the protons, since these are prompt 
reemissions. Further analysis of this data may improve this. 
From elementary considerations we may also estimate the flux 
of protons at the sun required to produce the observed gamma 
ray intensity, assuming protons are released toward the photo-
sphere. This is mosi: easily done using the measured intensity 
of the 4.4- and 6.l-MeV gamma ray lines, since they are pre-
dominantly produced by protons in the energy range E ~ 10-50 p 
MeV where the excitation cross-section is significant. The 
basic process giving rise to the gamma rays is inelastic 
scattering: The protons on C12 populate the first excited 
state at 4.4 MeV, followed by prompt deexcitation of the 
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excited nucleus with a characteristic emission line at 4.4 MeV. 
This process denoted as C12 (p,p',y) and source strength, 5, at 
the sun may be expressed as: 
5 (gammas) = N(nJ...t)cr 
sec 
where N is the number of protons per second incident on the 
solar atmosphere, (nit) is the thickness of the target measured 
in the number of carbon nuclei cm- 2 , and cr is the average 
inelastic excitation cross-section over the energy range la-50 
MeV. The target area density n.t may be expressed as: J.. 
where fc is the fractional solar atmospheric atomic abundance 
of carbon relati.ve to hydrogen '" 5.3 X 10- 4 , R is proton range 
in hydrogen for 50-MeV protons, and ~ is the proton mass 
(grams) • 
The source strength obtained from the observed flux is 5(4.4) 
'" 10 26 photons per second emitted isotropically from the sun. 
Using this result, R(50 MeV) = 1 gcm- 2 and cr(4.4) '" 1.2 x 10- 25 
cm2 , the proton current in the solar atmosphere is N ~ 10 30 
protons per second. This means that over approximately the 
1000 seconds the main burst lasted, about 2 x 10 33 protons of 
energy la-50 MeV were impinging into the denser solar atmosphere. 
. : 
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Deuteron production in the solar atmosphere from neutron 
capture may also be estimated from the observed flux of 
2.2-MeV photons which also gives directly the production rate 
of such photons on the sun. since this production rate is the 
capture rate of neutrons, it is also the production rate of 
deuterons by this source, and for the observed flux of 2 x 10- 1 
photons cm2 sec- 1 , we find ~ 6 x 10 26 deuterons produced per 
second by neutron capture. This is undoubtedly a very' small 
source of deuterons since many more must be produced in the 
helium breakup reactions I>7hich produced the neutrons in the 
first place (Lingenfelter and Ramaty, 19(7). 
Purther anal.ysis of the OSO-7 solar events will be required 
before we can be sure of final conclusions and interpretations. 
One of the principal goals of further analysis is to determine 
if nuclear line emission is only observable in very large 
events or if it is more frequent and if its frequency is 
correlated with the frequency of the larger (X class) x-ray 
bursts. In addition, the gamma ray spectra will have to be 
studied very carefully for evidence of Doppler line shift or 
broadening. Finally, by correlating with solar proton observa-
tions, we hope to learn more about the spectrum of the protons 
accelerated at the sun. 
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8.5 Justification as an Extraterrestrial Event 
It must be considered that the events recorded by the UNH 
gamma ray monitor during August 1972 could be explained by 
local atmospheric and spacecraft background effects or the 
possibili ty of an atmospheric "hot spot". 
The UNH detector has a wide angular response (~ 100°) that can 
graze the earth's atmosphere while in the solar direction and 
did graze it during part of the time interval under question. 
By a fortunate coincidence the satellite was in a high 
geomagnetic cutoff during both events. The cutoff on August 4 
varied from 15.8-15 GV and on August 7 from 15-12 GV. 
In Figure 8.5-1 we see a unique set of solar/background 
quadrant spectra. These unique spectra are only seen at the 
time of the flare; the detector did not record any similar 
spectra when the satellite was in a similar aspect to the 
earth's atmosphere on nonflare occasions. 
The copious enhancement of low energy protons during the 2B 
event on August 2 could have produced solar protons raining 
into the earth's atmosphere. These protons would have flooded 
the spacecraft causing a background enhancement in bot.h 
quadrants; this is the case ~n the South Atlantic anomaly. 
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There is, in fact, no evidence for an excess flux of solar 
protons or precipitated trapped protons at the satellite during 
the timespan surroQ~ding the flare observations. By looking at 
the shield counting rates in Figure 8.5-1, we see no abnormal 
enhancement. Trapped particle effects can be seen during 
passage through the south Atlantic anomaly well before and 
well after the flare observation. The flare gamma rays 
cause an increase in the shisld rates which differ clearly 
in character from the trapped particle effects. This 
difference can also be seen between the respective dead time 
increases. 
Another possible explanation of the gamma ray lines during the 
August events is a "hot spot" in the earth's atmosphere with no 
excess protons at the spacecraft and seen only in the solar 
quadrant. If this were a valid explanation, then the back-
ground quadrant would have seen the "hot spot" 15 minutes 
earlier because of the monitor's broad angle. No increased flux 
was seen in the background quadrant; therefore, the phenomenon 
would have to be on a short time scale and localized. 
The spectra obtained in the solar quadrants during the flares 
must therefore be attributed to gamma rays from the sun. 
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8.6 Solar Flux Values 
The largest flux values measured by the UNH detector on August 4 
at 0621 UT are (2.2±0.2) x 10- 1 and (7±1.5) x 10- 2 photons 
cm- 2sec- 1 , respectively, for the lines at 2.2 and 0.5 MeV. 
The interpretation of these observations implies production of 
discrete gamma ray lines by a variety of high energy processes 
taking place in the solar atmosphere. The probable sources of 
the gamma ray lines are positrons and neutrons produced in the 
nuclear reactions and high energy protons. Annihilation of 
positrons with electrons produce the 0.51 MeV annihilation 
line, while the 2.23-MeV line results from the capture of 
neutrons by the hydrogen atoms. Inelastic scattering of fast 
protons on the less abundant C, N, 0, and Ne nuclei produce a 
large number of weaker deexcitation gamma ray lines: 4.43 MeV 
(C I2 *) and 6.13 MeV (0 16 *) are likely to be the most prominent. 
We believe that the line features we observe in the 2B Ha flare 
are the annihilation line (0.51 MeV), the neutron capture line 
(2.23 MeV), and the deexcitation lines CI2 *(4.43 MeV) and 0 16 * 
(6.13 MeV). 
Figure 8.3-4 is a plot of the counting rate spectra 
measured during the onset (nighttime) and declining phase 
(daytime) of the August 7 event. The first solar spectrum 
measured after the commencement of the satellite day shows 
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enhancement in the regions corresponding to the photon energies 
of 0.5 and 2.2 MeV. Although the enhancement is not as large 
as observed for the August 4 event, but since it appears only 
in the solar spectrum, it can be argued that it could not arise 
due to local satellite or atmospheric effects. 
The enhancement in the background quadrant ~ O.S-MeV region in 
the upper spectrum of Figure 8.3-4 is perhaps genuine. During 
this time the detector was looking at the earth with good 
aspect and picked up O.Sl-MeV annihilation radiation from the 
atmosphere. 
Table XI lists tentative fluxes at the earth for the gamma ray 
lines observed during the flares of August 4 and 7. 
It is clear that the gamma ray production expected during the 
solar flares has now been observed; and in addition, the 
presence of simultaneous neutron production is indirectly 
confirmed through the observation of the 2.2-MeV gamma ray line. 
By compariI'..;' the UNH measurements with radio, optical, and x-ray 
observations, it is possible to deduce several physical proper-
ties associated with the release of solar protons. The mea-
surements show the time release of solar protons to be within 
10 minutes of the start of the hard x-ray burst. From nuclear 
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Photons cm- 2 sec- 1 ~ 
0.5 MeV 2.2 MeV 4.4 MeV I 6.1 MeV 
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reaction rate estimates, the relative contributions are 
determined for various reactions to produce the several ob-
served gamma ray lines. 
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8.7 Summary of Flare Results 
1. Gamma ray lines were observed during the impulsive 
phase of the August 4, 1972 flare for ~ 10 minutes. It is 
likely this was also the case on August 7, 1972. 
2. The number of protons required to produce the 
time-iltegrated gamma ray flux is 2 x 1033 with E (> 30 MeV) p 
August 4, 1972. 
on 
3. The source of e+ and neutron production and (p,p'y) 
reactions is due to nonthermal reactions of accelerated solar 
ions in the ambient solar atmosphere. Thermonuclear reactions 
do not appear to play any significant role. 
4. A preliminary analysis of the continuum emission 
on August 4, 1972 (Suri et al., 1973) indicates that ~ 5 x 10 36 
electrons (> 100 keV) were accelerated over ~ 600 seconds. 
From the hard x-rays (30-60 keV) on August 4 there is evidence 
for two stage electron acceleration in this event (Figure 8.3-2). 
5. No white light observations are available during 
the initial phase of the August 4 event, so the time relation 
of these emissions to the protons is not verifiable. 
I' , 
J j; 
\1 j 
I 
1 
, t 
I 
! 
I 
I 
I 
1 j 
,I 
j 
1 
I 
1 
8-34 
6. The temperature and the density of the plasma in 
the positron-electron annihilation region is < 7 x 106 0 K and 
n > 1.6 x lOll cm- 3 , respectively. e 
Two words of caution should be emphasized here: 
1. The calculations on gamma ray and neutron produc-
tion by charged particles in the solar atmosphere have not taken 
into account the directivity of the proton motion in solar 
magnetic fields. This will influence at least the neutron and 
positron production and the resulting gamma ray yields. 
2. We must not generalize about flares and particle 
acceleration from this meager gamma ray data. As observed 
before and even during the August activity, there are cases of 
hard electron acceleration (e.g. 60-120 keV burst, August 2, 
2055 UT) with no observable opt.ical flare and no detectable 
gamma ray lines. 
PLEASE NOTE: The initial scientific results presented here are 
essentially unmodified; see the list of reports 
and publications for further information and the 
most recent results. 
= = 
8-35 
8.8 Continuing Program - Solar Analysis 
The analysis efforts that are continuing with this OSO-7 data 
in the field of solar physics are as follows: 
1. Continue the theoretical interpretation and model 
development based on the solar gamma and x-ray observations 
made on August 4 and 7, 1972. This will include collaboration 
with other groups in data sharing and Monte Carlo calculations 
as required and possible. It should be pointed out that some 
of the interpretations and models depend not only on our gamma 
ray measurements but also on measurements of other particles 
and at other wavelengths which are just now becoming available. 
2. Continue to search for gamma ray line and continuum 
emission from other smaller solar flares. This requires a 
systematic search based on correlation with other observations 
such as optical, radio, and x-ray measurements. We also intend 
to overlap in time numerous smaller flares and sum the spectra 
to increase our sensitivity for these smaller flares. In this 
task (and those described below) the data from our auxiliary 
x-ray detector will be used to help identify periods of solar 
activity. The overall proton energy range we can cover in this 
analysis is that covered by the gamma ray and x-ray detectors 
or from ~ 10 keV-IO MeV. The results of this effort could 
have an important bearing on some aspects of gamma ray produc-
tion models mentioned in item 1 above. 
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3. Larry out a more detailed search for pre flare and 
postflare emissions of gamma ray lines and continuum. The only 
analysis carried out so far has involved single events in the 
August 1972 series and has been negative. To test, for example, 
the Elliot model (Elliot, 1973), which predicts preflare gamma 
rays, it will be necessary to sum together data for several 
flares. Since the Elliot model suggests that protons may be 
stored for as long as a day before a flare, it will be 
necessary to carefully select appropriate time periods and 
normalize the spectra before summing. We expect to be able to 
achieve limiting flux sensitivities of 10- 3 photons cm- 2sec- 1 
in a line. 
4. Initiate a study of the solar-geophysical gamma 
ray event which was observed on August 4, 1972 starting at 
~ 1400 UT and continuing through the day. In this event gamma 
rays at the spacecraft were observed at low L values « 2) 
starting several hours (~ 8) after the major flare. The 
evidence indicates these were locally produced gamma rays by 
protons impinging on the spacecraft and also gamma rays from 
the earth's atmosphere. To produce the observed gamma rays, 
protons with energies above ~ 10 MeV (which is, of course, well 
below the geomagnetic cutoff at the satellite) are required. 
This type of event may be similar to that reported by Saod 
et al., 1970, who observed an increase in the charged-particle 
"' 
\ . ) 
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flux near the geomagnetic equator during a magnetic storm. In 
this case, however, the geomagnetic field was in the recovery 
phase following a magnetic storm. 
In this phase of our analysis program, we intend to analyze 
this event thoroughly and search for other events. Such events 
may be examples of dumping of protons from the inner radiation 
belt and, therefore, may be of great value in understanding the 
loss of trapped particles. 
5. Continue our collaborative efforts with the 
"Campaign for Integrated Observation of Solar Flares" (CINOF). 
This involves a detailed and comparative study of 9 small solar 
flares that occurred in June 1972. We have been invited to be 
a coordinator for this program. In addition, we intend to 
expand our collaborative efforts with the AFCRL (Ai, Force 
Cambridge Research Laboratory) 'Solar Radio Astronomy Group in 
Bedford, Massachusetts, in a joint and comparative study of 
selected solar events. We would like to study and compare the 
time history, spectral development, and energy content in the 
radio, x-ray, and gamma ray energy ranges. 
6. Carry out a search for continuous (or quasi-
stationary) emission of gamma ray lines or continuum from the 
stn, especially during undisturbed periods. This will 
complement the studies carried out in items 2 and 3 above, 
7'-~-"--~"-"'-
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which cover active periods. This study is important since we 
may be able to directly determine whether proton populations 
exist near the sun during nonactive periods. 
~, 
" 
7. In the course of carrying out the research pro-
posed in item 6 above, we will have the data necessary to 
search for gamma rays associated with solar M regions. Such 
events, if discovered, would be similar to the recurrent solar 
cosmic ray events seen by McDonald and Desai, 1971. The 
results of such a study, if positive, will further our under-
standing of the trapping of solar particles. 
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8.9 continuing Program - Cosmic Analysis 
In.the search for gamma ray o::'jects and events with the large 
angular aperture 080-7 gamma ray monitor, the objects and 
events can be put into four categories. Thebe categories 
depend on whether the emission is in gamma ray lines or a 
gamma ray energy continuum and whether the objects are 
transient or steady in time. Table XII shows this schematically 
and gives se_me typical events or objects in each category. 
The effectiveness of the gamma ray monitor 1.S greatest for 
Category A and smallest for Category D. That is, for a given 
flux it is easier to identify an event and separate its effects 
from the detector's background if the event produces unique 
gamma ray lines and is transient in time, as compared to an 
event that produces a gamma ray continuum and is steady in time. 
Note that we have already observed events in Categories A and B 
during the solar flares of August 4 and 7, 1972. 
We propose to study events in all categories with the 080-7 
data emphasizing the easier ones at first and then the more 
difficult ones as we continue to learn more about the detector's 
background intensity and spectral variations in time and space. 
Some examples of cosmic objects and events in the four 
categories follow: 
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Table XII 
Gamma Ray Lines Gamma Ray Continuum 
A B 
Diffuse Objects Dense Objects 
such as: such as: 
1. Older supernova 1. New supernova. 
remnants. 
2. Solar flares. 2. Solar flares. 
3. New supernova. 3. New y ray bursts*. 
C [I 
1. Gum Nebula. 1. Diffuse "isotropic" 
2. Galactic Center y rays. 
and Disk. 
-- - ---
* K1ebesade1 et a1. (1973) 
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A. Supernovae are expected to produce a large amount 
of radioactive isotopes during their flash phase. The gamma 
ray lines from these isotopes will be able to escape un-
scattered as soon as the shell expands enough to become thin 
compared to the gamma ray mean free path of 10 gcm-
2
• This 
is expected to occur several months after the initial flash of 
the supernova, and its decay is then dependent only on the 
half-life of the radioactive isotopes. Clayton, 1973, has 
reviewed this problem and has pointed out that supernovae 
hidden optically in the galactic disk would be visible in gamma 
rays. An example of current interest is in the SN (Kowal, 
1972) which occurred in the galaxy NGC 5253. The first ob-
servation was on May 13, 1972, and the OSO detector was viewing 
the direction to the galaxy in the night sky for some weeks. 
We have already carried out a search for gamma ray emissions 
in the early phases ('" 1 month) (Chupp et al., 1973), but 
according to the above arguments the gamma rays may be emitted 
later. 
B. The first gamma ray evidence of a supernova is 
expected to be a broad energy continuous feature centered at 
'" 500 keV (Brown, 1973). The feature is due to the Compton 
scattered photons from the radioactive isotopes trying to 
"escape from the thick expanding shell. This is in the transient
 
phase, but it is important to search for because the gamma ray 
flux may be most intense during this time period. 
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Another example of an event in this category is the gamma ray 
bursts recently reported from the Vela satellites (Klebesadel 
et al., 1973). We have searched our data during all the time 
periods when these gamma ray bursts have been reported with 
null results. Upper limit fluxes in our energy range are pre-
sently being determined, and they will be reported at the up-
coming conference on these transient events. We furthermore 
plan to search for similar but as yet undetected gamma ray 
bursts in our data. 
C. Time constant emission of gamma ray lines has 
also been suggested to arise in diffuse objects such as the 
Gum Nebula (Ramaty and Boldt, 1971) and the observation of a 
gamma ray line at 473 keV at a flux level of ~ 2 x 10- 3 
cm-?sec- 1 has been reported (Johnson et al., 1972) from the 
Galactic Center. The flux level reported above should be 
well above our ultimate sensitivity after a careful summation 
of our data. Furthermore, some of the interpretations of this 
line predict strong emission at 4.43 and 6.13 MeV (Fishman and 
Clayton, 1972), which we would be able to observe. 
D. Isotropic Gamma Ray Flux. This is possibly the 
most difficult analysis to make with the 080-7 or any other 
detector (since the flux is independent of direction and a 
constant detector background would give the same kind of 
response). The upper limit that the analysis to date have 
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allowed us to set are consistent with the recent Apollo 15 
resul ts (Trornbka et al., 1972). However, careful interpreta-
tion and removal of our detector backgrounds, especially at 
higher energies, will allow us to determine absolute flux 
levels. The lO-to-l sensitivity difference between our front 
to back directions gives the 050-7 detector an advantage over 
the one used on Apollo 15. Figure 8.9-] shows, for illustra-
tion, a comparison of our detector's energy loss spectrum with 
that of Apollo 15. This, of course, is the raw data we must 
start with before determining a gamma ray spectrum. The data 
shown are not necessarily inconsistent since our instrument 
has directional properties and a different energy response 
function than the Apollo detector's. 
It should be emphasized that this problem is one of the most 
fundamental in physics that can be studied with our instrument. 
Very likely the only experimental test of the big bang matter 
and antimatter cosmology (Ormes, 1973) is the detection of the 
red-shifted annihilation photons which could produce a bump in 
the gamma ray spectrum at ~ 1 MeV. It is therefore essential 
that the 050-7 data be used to study this problem in order to 
confirm or refute the Apollo 15 observations (see also 
Stecker et al., 1971). 
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In this summary we have identified several scientific problems 
that our data applies to in cosmic gamma ray astronomy. We 
feel that we can determine definitive answers to some of these 
problems. These include the presence of the gamma ray line 
flux from the Galactic Center and the intensity of the 
isotropic gamma ray f 1 UlC, especially above 2.5 MeV. In the 
search for gamma ray lines from the galactic disk, even upper 
limits would set constraints on the rate of and/or nature of 
supernovae in our galaxy. Furthermore, we have tried to program 
analysis procedure so that unexpected or unanticipated 
phenomena (such as the gamma ray bursts) can be detected and 
studied. 
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9.1 New Technology 
This instrument incorporates the following signi.ficant im-
provements in satellite gamma ray spectrometersl 
1. Direct measurement of instrument dead time (see 
Section 3.8). This improves the counting rate measurement. 
2. Quadratic pulse height analyzer (see Section 3.13). 
This improves our data collection rate by a factor of 3 over 
an equivalent resolution linear analyzer (Burtis et al., 1972) 
3. Cobalt 60 radioactive source calibration (RS cal) 
(see section 3.14.1). This technique employs a very efficient 
Co 6 o calibration source to provide several energy lines in the 
central detector. The development and fabrication of this 
source is "discussed in Forrest et a1., 1972 (see Appendix A) . 
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AN EL~;(,TRONICALLV GATH) (;AMMA ANIl X·RA Y CALJ8RATION SCHEME" 
J),.I, 1-(1RRPST. P I{ IIlUBII, I. I. ORWI(j .Uld. I.. ('HUPP 
DI'IJarlllll'llI o) PJmUt"~. {ll/iI'I'r.W/1 II/ Nt'li Ihllllp.\'hm'. Durham, Af'W /ltllllllShif(' (J.Ul24, U.S .. 4, 
1{t.!!,;cl~cd ~11 cbruary 1972 
(illllllllU and X-ray t.:'ullbralion :iuun:c .. l:81l he mude hy plUl':lIlg 
spcdfh: radioactive ... ntopes inlo ... milll ,t.:inlilhUor buttons ill 
which Illore than 98"0 of the Clllillcd piltllOIlS nrc un'Unlpanicd 
by electronic gating pulse ... This prupelly allows Iht:sc Stltln.:c~ 
to he used in a number of dilfercn! specln1mclry t;alibrutioll 
schemes without the disuuv:mlagc ur inlrmJm;ing t::'\lru cuunl'i 
1 ,Inlroduction 
Any X~ray or gamma ray ~pcctromctl'Y mCH!oourcmcnt 
requires, by detfnitiol1, un energy ullihration, II :lls{) 
requires very good gain stabililY if Ihe encrgy rcsollll iun 
or the measurement i~ not to be l:olllprolllisrd, The 
requirements on gHin stability urc hec..'oming more 
critical as higher resolution detectors C(}I11~ more into 
lise. This is especially a prohlem in space research Hill! 
olher experiments where the detec/or must he left 
unaltcnded for long periods orlimc und where exlernal 
conditions and counting rates can eh,mge. 
The IIsual method of determining an energ,y eallbra-
lion is to accumulate spectra before alH..l/or urtcr the 
mea'illremcnt of interest with radioactive sources 
having spectrailines or known energy, This. or course, 
provides no information on the system gain in Ihe 
time between the calihlalioll runs: hence great carc 
is required in the design oj' the experimental equip-
ment 10 minimiletemperulul'c. counting rate. and other 
effects which can change the system gain. 
Another method is to place a weak radiouctive 
... olll'l;e ncar the experiment and tn acclII11ullitc its 
!oopec.:lrum with the spectrum or interest. This method 
provides information on gain changes during the run 
of interest, but is does not provide any cnrrcction 
if a gain change does occur, HoweVt!I. it' the I,.'llmplete 
\;pcctrul11 is taken in the fOl'm of many short runs. 
then computer techniques l ) call be used to correct 
ror gain changes and the short runs cun he added 
together to produce a final spectrum, This method 
has the disadvantage that the calibration peak must 
stand above the normal background in urdcr to be 
rCl','gllized so a gain cOI'l'edinn l'an be applied. While 
• Thi~ wurk wos supported by NASA under Grant NCiI. 
,10. On2--021 lind Contract Nu!; 5 11054. 
ORIGINAL PAGE IS 
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inlll all tlnkntl\\ n ~pcctl'Ul1111r interest, l-ubricatitm techniques nnd 
1t.: ... 1 rC~tllb 1"01 ..:aJinrulion SllUlee!-. u"ing nnco will be given. 
We will HI"o tlC'lTihc II dn'tl!d·l;.lop !;~'Slclll using these sources, 
Inal ulIlnmatkidly COI'rCl.:ls fill gain \amllion" In real time and 
is dcsl~ncd ror it balloon Hight, lind an eXlernall)' commanded 
sy"Io'1ll 1'01' II ~"Icllilc, 
computer tcdllliques can remove t he calibration 
pClIk .... the statistical inaCl'uracies due Itl the external 
counts l'allllot be removed, 
A more ~lIphisticatcd method wuuld h~ to usc a 
digilal speelllllll stabilizer loop, This mcthod aulO-
1l1i.llically C(lrrect~ for any gain changes in real time by 
comparing the counting rates in two !-Illlall equal 
energy windows nil each side or a calibration pcak, 
Counts in these wllldm\s arc deicrmined b~ Inspecting 
the digital output PI' the pulse height anal)7,er and gain 
COITt!ctiolls arc made in the analog section of the 
detectorpamplitier pulse height anal}/...:r chain of 
!.:m:uitry, Hence illl portions or the detector an.~ 
clectl'onic~ alfel,ting gain arc within the closed loop. 
The normal gain situation is achieved when there 
arc equal l'ounts in each \\,indow, II' a gain change 
occurs !'.lIch thaI the calibration peak moves toward 
olle or t hl' lixcd prcdetcrmined windows then the 
eounlin!! rail' in that \vindow \ .... ill increase while that 
in the othL'r \\inliow will dccl'ea~c, This condition 
providc!'. the !'.Ignal for a gain l'orl'cction to rc*cqualize 
thc l'Ollllt IIlg rute, If' two stich stnoilii"cl'!-o are used. 
one at the Itl\\'er cnd or the pubc height spectrum to 
control tht.: lero level and nne at the higher end to 
cnntrol the gain. then Iht! linearity or tht.! ~ystem is the 
only parameter that must remain stahle to be assured 
that the energy l.alihrution is known and constam at 
ali times, 
It should he Iwtcd. however. that there are several 
disadvantage; to this system, The filSt is that 111 the 
usual setup the spectrum or the extcrnal radioactive 
calibrattun M1U"CC is superimposed Oil the pulse 
hClght spectrum of interest. Another disadvantage is 
thaI the gain correction signals depend on the sla,istieal 
fluctuations of the counting ratc in the two windows. 
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h.,tgu,on:j has ,hllWIlIIHlI \\o'llI!L,tl1l' ilVl'lagl' gall1 l'an 
ht..· hl'lli l'on ... Wnl. the gain tludmtliOI1S l,llI I.'au!'!!: all 
I,.'Ub.:tiw UCi:rc:asc ill the ellergy resolution This \\oll1d 
{ll',,'Uf· il the gain dllWgc pCI' L'Olint is or tht:' "'''l11e 
tll'uer a:; the dctcl.·lor's charactcristk: energy resolution 
1100\l'vcr. if nn CXICTIlUI gain c..'hange does O(l.:ur. il is 
I hl! pl'Ollul't or the gain changt-' per count and I he 
\Plal t.:alihrntio!l pL~ak lllllilting rule that 1.1110\\" till' 
... t.il1ilil.cr to keep the peak in the correct rube hcight 
dwnne1. The ahov\.' condii ion~ are made wor!;c if I he 
l'illihralion peak is riding nn a hackground l'ollnling 
lil\l..', For this rClIsOIl ~hc intensity in the nilihratinn 
pcal~ must he picked kceping the worst case backgrollnd 
ill Blind If Ihe ilOlI:kground rale may change during 
the.: I un or inlcn: .. 1. 
'This paper dc,'1lTihc!\ Ihe l'on ... tl'uctiol1 details and 
w.c ... or a I'miiout.:lIVt.! calihl'al ion SOllll'C, whidl produl'cS 
all deL'trunk' gating pulse when 11 l'alibl"alil1ll gamma 
ray i .. emitted. The presence of this gating pulse ullnws 
till' Lise or this SOlilce in any or the ahove calibration 
nr stahili7ing schemes without the disadvantage 
(l I' in tl'odul'ing extra count!-i into t he un known spectrum. 
Basically the method ror doing thi}. is to ine'orporate 
1\ mditltlctive isotope. which emits both a gamma ray 
and i.l charged partk:ie in coincidencc. into u scintillator 
(l'ithernrganic or inorganic). I-lence. whenever agamma 
ray is emitted, a Iighl pulse is produced in the scin-
IllIator due to the stopping of Ihe associated charged 
punicle. II photomultiplier is used to genemtc the 
gallng pulse from this lighl pulse. 
The sources to be described are reasonably easy to 
construct, have the ahility of ploducing gating cffi-
dCllcics ~ 980;;, and arc rauioact ivcly safe to prcpare 
and lise. The galing efficiency is defined as the pro-
hahililY or producing u galing pulse when ever a 
gl1mma ray is emitted. 
2. Fabrication of sources 
To he W;Cflll in this (.'uliblHtinn schell\e. the isnlope 
llluSI salisfy the following criteria: a) all gUl1lnlH rays 
T11Uo;t be ctmtted in prompt coincidence with a charged 
particle which can be detected with high effil'ient'y, bl 
there should be al leasl one and preferably Iwo or 
more gamma ray lines in lhe energy runge of interest. 
cl the isotope should have a relatively long half 
life. 
In the MeV range un isotopc that salislies all these 
requirements is ""('0. This isotope 11't = 5.26 y) 
emits a /1 IE"", =0.313 MeV) in prompt coincidence 
with two cascade gamlTIa rays With cnelgics of 1.33 
and 1.17 MeV in 99'\, of the decays. [n the heV 
energy runge 241 Am hmi heen u .. cd. 241 Am el11its 
gUlllllla lilY" Ill' CI\Cl'glc~ (Ul5l) l\Iul O.02e) MeV in 
prmllpl lllinl'u.lclln:: with alpha purtidl'S 01 ~S.5 MeV. 
In neither case are Ihc~l' pholon:-. ('milled withollt an 
,1 ... slKHtll'd l'hargc.'d p;lrtl..:!c. 
An earlier paper hy one of the authors") describes a 
l'illih"tll(\11 "cheme simihll tn the one described here. 
10(1('0 {',dlhratioll SOllrce in this case was made by 
plal'lI1g iI ... mall amount (~O.003 "ei) or radioactive 
hnCo( '\ on top or 1.I thin plU}.lic scintillator disk . 
A \ccollli di!-.k \\,'US 111("'11 placed on LOP of the first 
covering the hOCoCI. It was rOllnd thai by applying 
heat lInd prl·ssure. the 1\\0 disks could he fused together 
lllcrchy pl'r111allcntl} cneapsulating the radionctive 
SOllICC. rhe gating cllklcncy ur difTelcnt sources of 
Ihb I)-pl' although sometimes a" hig.h as 90'% was 
highly varmhk and averaged almut 701: 11 • It was felt 
that till' Il';lson for the low and variahle gating em· 
dcnl)' \\u ... dlll' to 'iclf-ahsorplioll or the low energy 
bela's III the h('( '0('1 residue hetween the two plastic 
scintillator disks, Hence to improve the gating em· 
cicl1l:Y. iI way hud to be round 10 uniformly mix the 
radioal,tivc hUCo Within the plH!-.tic scintillator. 
We hi.IVC fnund two method ... of doing this. both 
resulting in gallllg cflicicncies or at least 981:,~. The 
iiI'S! methud l'onsists 01 mixing a small amount of an 
orgunil' <"ICO l'ompound into an unpolymerized 
plastic 'il'lllliUatm compound. The scintillator can 
then hl' polymci iled <lnd aner curing l'i!n be Cllt and 
pnilshcd tn thc de,ired shape. The complete unit is 
then plul'ed in a thermal neutron beam from a nuclear 
reactor ilnd H portion or the ~"'C(l i!'l activated to 
radioat.:tivc hOCO. The main advantage of this method 
is thai HII hnndlillg. l'lItting. and polishing of the 
plWHic st.:intillalor tukcs plul.'c hermc the plastic is 
radioactive. The main disndvantage i!> that not only 
is the ligbt output of tile plastic scintillator quenched 
by the addition of the foreign cobalt compound but 
thut it is further reduced by thc radiation damage the 
scintlllalol' receives during the thermul neullon 
activatioll Ilf' the "')("0, 
The secund method of rabril'aliol1 avoids (his last 
l'aUse o( light I'edul'tion in that the ~')Co compound 
IS activaled before it is IlllXed "ith the unpolymerized 
plastk scintillator, It does have the disadvantage. how-
ever, of the need to cut and polish u radioactive 
material \\ Ith its accompanying problems and need 
for special facilities. 
For prepi.ll ing the hOC·o calihrntion source an organic 
compound jeob,,11 oclolate, ('oI2-etbylhetranoatehl 
was mixed in benzene sllch thul it contained 1 mole of 
"'('0 per Iiler of solution, The scintillalor material 
was Pilol M Partially Polymerized Plastic Scintillator 
; 
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I:LH··IRoN!('ALLY (iAn n (,I\MMA AND X·RAY CALIBRATION S('III-MI. 
(PHot Chel1lica):.., lnl:., Jh Pleasant Stice!. Watertown. 
M"""chll,ctts 02172. U.S.A,). 
For the lirst method (polymerized sl:intillutor wilh 
the cobalt activated together) the cohalt solution 
was mixed into the unpolymerized sL"intillator in various 
concentrations ranging from 0.031:;, 10 0.5 11 ;1 by 
volume. After pnlymcJ iZUlioll the composite scintil-
lator, were cut and polished into right cylinders with 
volumes of ~O.5 cm2 . Control sampl,'s with no cobalt 
were also prepared. Sample') with the different !l 9 Co 
concentrations were then activated in lhe MIT Research 
Reactor using the pnellmatic luhe facility. 
The thermal neLltron nux during irradiation was 
2.2 x 10"/cm's and the gamma dose rate was 1.3 x 10" 
R/h. 
The irradiated pellets were all checked ror surrace 
contamination by a standard \I.·ire lest with no observ~ 
able ellect. They were then rated according to their 
relative light output when expo,ed to 5.5 MeV ,,-rays 
I"rom '41 Am. The accuracy or the light output mea-
surements was limited to approximately ±201l n 
because of different pnlishes and scintillator sizc~. 
Thi<; test with neutron irradiated samples thal did nol 
contain the cohalt 'showed that the dose received did 
indeed quench the scintillator light output. The elfeet 
observed seemed to he well predicted by the equation 
given by Birks4.), He gives the light att~nuation as 
1/1" ~exp( -aDJ. 
where D b the rudiation dose in erg/g. The quantity 
\J. is a ph)".;tl-al panll1ll'tcr l'hal'al'Il'n'li~ or th~ scintil-
lator u"icd 111ld hUl\ i.I value of ~ I.~ .. 10 IUg/CI'g. 
1 he comhined elfel'l!'. or qllcm:h1l1J!, rWIlI hoth the 
ndditiol1 of the cohi.llt l'ompoUlH.l HflU the radiation 
dose were more dillicult tu determine. f-or the range 
or \,;ollcentrnt ion und doses we used. it seemed that 
the effects of each were about the same. Our require-
ment called ror a speeilie activity of ",2 x 10.1 di,inte-
glO..ILions per l:m'\ of scintillator. This ~ould he achieved 
by irradiating a sample doped with 0.5"" hy volume 
or the cobalt i.:tlmpound for 4 min. 0.25'.' n 1'0), 8 min 
Or(J.I'XI ror 20 min. In each Case the relative scintillator 
ellkicncy was =::: sou '0 that of an undopcd and unal'tivat-
ed sample. A summation or these results is shown in 
table I. 
The gating efficiency with any of' these <';OllfCCS when 
the plastic hOCo scintillator was placed direetly on the 
face or the photomultiplier lVas '" 98"0' The gating 
efficiency (I:' is defined as: 
G G 
I' - - _. - - = - -
.- (i+NG T-Bkg' 
where G is the coim:idcnce rate between Nul and 
plaMk 6°('0 unit. N(J' is the rate of hflCO events in 
Nal detcr.:lor not accompanied by a plastic bOCa 
unit gate. fII.g is the back~round rate of the Nal 
detector when shielded rrom the plastic ""Co unit. and 
T=(j + ,YG + Bkg 
I-ig. I ,11I1\vs a 'implitied block diagram or the 
TAIII.E I 
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Summary of results of tests with irradiated samplc~. 
Source Cubalt Irradiation Disintegration Relative 
number con~cntration time rate Is I) scintillation 
t 
2 
6 
7 
H 
9 
t3 
to 
1\ 
t2 
t4 
t5 
t6 
t7 
21 
30 
3t 
(%) efficiency (",;;) 
0.00 
0.50 
0.50 
0.50 
0.00 
tUO 
0.25 
1l.25 
0.00 
1l.20 
1l.30 
0.09 
ll.t19 
n.M 
1l.21l 
'Ull 
lUll 
unacliv:lled 
~ontrnl samples 
4 min 
8 min 
20 min 
7HO 
H2O 
440 
920 
920 
62n 
l,l6() 
HOO 
91Xl 
400 
th;O 
ItXUI 
t51l1l 
\()Il 
bH 
;0 
2H 
50 
57 
52 
52 
63 
;2 
44 
53 
411 
52 
44 
79 
79 
i . 
t ' : 
i , . 
i 
t 
i 
I 
I
I J 
I 
I 
I 
I 
I 
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I-ig. l. Simplified diilgrum llf method lIsf.!d to measure gating 
t!l1icicncy. 
experimelltal setup lIsed to measure the gating cffi~ 
ciency. The rates T and (j were taken with the lead 
altcnuntinn in po.-;ilinn "A" while the rate /J/I,f{ was 
taken with the attcnualOr in position "B", 
One of our applications, however. required that we 
place the calibration source on the end of a 2" long x .1" 
diameter plastic light pipe. Because of the extra light 
lo.;;s the above source could only achieve it gating 
clliciency "f ;::,85% when used with thIS light pipe. 
T" regain the lost light the cobalt compound lVas 
activated before being mixed with the unpnlYlllerized 
'il'inlillator. This was accomplished by eV;.tp0l"uting 
the benzene out of the same cobalt compllulld llsed 
hefore. The resulting residue was then irradiated and 
the benlene was added again so that pipettes could 
he u,cd to transfer the activity to the scintillatol. The 
llli\ture was then polymerized in the normal ru:-.hion, 
All cU!ling and polishing had to be done by h11nd so 
Ihilt our milL'hinc tools would not become contaminated. 
rhe light output from these source, was '" 1.5 times 
th.11 l1"()m the sources made in the first way (see sources 
30 and 31 in table I). The gating efficiency of these 
,ources when used on the light pipe was 95± I~". 
The 9H~~;) gating eflkiency we have obtained is most 
likely nea,. the maximum that can be obtained with 
hOCo and plastic ,dmillators. The phosphor efficiency 
or plastic scintillators is ;::,5· 10 photons per keY of 
enelgy loss and the quantum efficiency of photoca· 
thodes is :::::::IO-20'~II' These numbers imply Ih.:r Illere 
is less then a 50':;, prohubililY or gating a 1 ke\ h:'l8 
particle even ir the threshold is set at thc ""~IC 
phutlln level. Since .::::.2'.~n or the heta pUl'ticle!'i from 
flO Co have energies ICS8 then I keY. the rnuxintul1l 
guting ellkiendes we can expect are of the order (If 
9741 " to 991,1'11' To uchiew "ignilicantly higher gating 
cflkiencies one would have to usc an isotope with a 
much higher beta energy and/or load the isotope into 
a scintillator with a much higher phosphor efficiency 
such as Na!. 
As stated earlier 241 Am is un idea1 source for cali-
hration of X-ray detectors. The large alpha particle 
light pulses emitted in coincidence with the 26 and 
S4 ke V gamma rays are easy to detect and result in 
high gating etliciencies. To dute the 241 Am calibration 
sources that we have used are the 241 Am doped NaI 
.. Light Pulser" crystal as commelcially supplied by 
Harshaw Chemical Co. Although galing efficIencies 
are near 101)";" the strong internal absorption of the 
low energy X·ray within the Nal crystal and its 
housing result in a very low X-ray flux ror calibration 
purposes. However, there should be no difficulty 
doping a plastic scintillator with an organic 241 Am 
compound just as we have done with the cobalt. 
The internal X·ray absorption in plastic scintillators 
is much smaller lhan it is in Nal. Frost et aI. ') have 
recently described a satellite calibration scheme using 
exactly this approach. 
3. Applications 
We have used these t=alibration sources in two 
different ways on satellite and balloon gamma ray 
experiments. Thc development of these sources was 
tirst stalled to provide u gated calibration source on 
the UNH gamma ray experiment that is currently 
011 board the OSO· 7 (1971·083A) satellite which was 
launched on 29 September 1971. The gamma ray 
detet,;tol III this experiment is II high resolution 3" x 311 
Nal(TI) scintillator which covers the energy range 
0.3 to 9 MeV. 
This detector is in anti-coincidence with a ~5 em 
thick shield of CsI(Na) which surrounds the central 
detector '" shown in fig. 2. The bOCO plastic scintillator 
is placed llextto the central Nal detector and is viewed 
by its """ photomultiplier lhrough a 2" long light 
pipe. Durlllg normal operation the central detector 
is in anti-coillcidem'c with the signals from both the 
00 Co calibration source and Csl shield. Hence only 
gamma rays not intcraL'ting in any part of the shield 
are analy/co. During calibration, however, the central 
dctecltlr i:-. ,,1111 in anti-coincidence with tht "ihield. but 
a coinl'ldel1t.'c with the MICO unit is. required for analysis. 
TIl\. ,ahbration sequence is initiated twice each 
vrbll as Ihe sutellite makes a day/night transition and 
it can he initiated at any other time by ground com-
mand The information in the c.lihration spectrum 
i~ inlillcdiateiy imp[;(.;lcd b~, means of a "QUIck Look" 
telemclry Illlk and several l11Strument parameters are 
checked. First the central detector's gain and linearity 
{ I 
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Fig. 2. Simplified block diagram (If lhe UNH OSO~7 gammn ray experiment. 
can he l'hecked by noting the location of the two l11uin 
peaks at 1.17 and 1.33 MeV and the ,um peak at 2.50 
MeV. Ir a gain change is noted it can be corrected by 
sending the appropriate commands to the central 
detector's programmable high voltage power supply. 
Second. because the CsI shield acts as an anti-Compton 
suppressor. the intensity or the .oCo calibration 
spectrum also acts as a monitor orthe shield threshold. 
I ig. 2 shows in a partial block diagram how the h·CO 
calibralinn source and the central detector-Cst shield 
intcrm .. l ill the normnl and in the calihration mode. 
Fig . .1 shows two pUlse. height sped rums. one with the 
hUeo unit connected in the calibration mode and one 
with il disconnected. 
The second application or the (lflCO calibration sourl'C 
involves its use in a digital stabilizer loop. The central 
detector in this experiment was an I I" x 5" NaI(TI) 
crystal covering the energy range 0.3 to 7 MeV. and 
it was surrounded by a I cm thick pl .. ,tic scintillat", 
charged particle shield. The main purpose or th,-
experiment was to search ror gamma mys from Ihe SUIl 
and other extraterrestrial ohjects, It was curried 10 till' 
top or the atmosphere by a large balloon. Fig. 4 ,hows iI 
simplified block diagram for this experiment. Nonnally 
an event in the central uetc{:tor. if not accompanied 
by an event in the charged particle shield. goes through 
a preamplifier. a shaping amplilier, a gain-controlled 
amplifier and the linear gate to the pulse height 
analyzer (PHA). The digital output or the PHA is 
then telemetered to the grotlnd station ror storage. 
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r-ig. 4. Simplified hlnck diagrum or UNH's large Nul delCCI<lr 
showing digital slabili/cr loop. 
Huwever. when an event in the central dete~tor is 
81:I:ol11panicd by an event in the hOeo calibration unit, 
the digital stabilizer circuit is automatically commanded 
to inspect the output of the PHA. for a count in 
either or the two preset windows centered around one 
of the (,°("0 J1l·aks. If a count in one of the window"t 
is found. then the stabilizer sends the appropriate 
command to the gain-controlled amplifier. For a 
calibration event Ihc olltput of the PHA is inhibited 
so that the hOeo !-opel'trul11 is not accumulated. 
The use of the gated hOCO caJibrut ion unit in this 
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applicatio" allows for a high rate of calibration events 
necessary lor good stabilizer control "ithout accumulat-
ing a large number of calibration events in the un-
known spectrum. Also. the calibration events are 
nn( affected by any change in the background counting 
rate of the central detector. 
We gratefully acknowledge the gift of the organic 
cobalt compound from Dr. J. Webber, Mr. R. Kwor 
for a,.istance in preparatIon of the cobalt sources 
and Mr. I. Gieske for assistance in the calibration of 
the sources. Time-lero Corporation. Torrance, Cali· 
fornia designed and calibrated the electronics for the 
OSO-7. 
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A GAMMA RAY MONITOR FOR '!'IIE OSO-7 SPACEC;XAFT* 
P. R. Higbie, E. L. Chupp, D. J. Forrest, I. U. GIeske 
Dep~rtment of Physics 
University of New Hampshire 
Durham, New Hampshire 03824 
Summary 
A 3" x 3" MaI(TI) ganuna r~y (0.3 to 
10 MeV) spectrometer with a CsI(Na) 
charged particle and anti-Compton shield 
has been developed for the ORBITING SOLAR 
OBSERVATORY (OSO-7) which was launched 
September 30, 1971. The instrument, 
designed for a rotating wheel compartment, 
utilizes a 377 channel quadratic PHA with 
accumulation times of 3, I, or 0.5 minutes. 
Quick look and calibration data obtained 
via a direct data link to a minicomputer 
at the UNH campus allows near real time 
monitoring and control of the experiment. 
Various commands changing the operating 
mode can be executed. The functions which 
can be commanded include: rotation of the 
quadrants in which data is collected by 
90°; gain adjustment of the central detec-
tor over a 6:1 ranger manual or automatic 
sequencing of calibrations; variation of 
accumulation times by telemetering selec-
ted channels; and selection of reference 
directions. A small X-ray detector cover-
ing the range 7.5 to 120 keV is also 
included. 
Introduction 
The primary objective for the 
University of New Hampshire instrument is 
monitoring the Sun for emission of solar 
gamma rays. possible gamma ray line emission 
from nuclear processes as well as the con-
tinuous gamma spectrum are to be investi-
gated. The data can be correlated with 
sporadic solar events and can provide 
limits on steady or slowly varying gamma 
ray emissions. In addition, direct corre-
lations can be made with data from the X-
ray detector. These considerations led to 
an instrument which has high energy reso-
lution, good time reaolution, and crude 
angular resolution. The instrument will 
also study the Earth's albedo gamma rays 
and such celestial sources as aupernovae, 
their remnants, and the galactic disk. 
Gamma ray linea will be emphasized in 
the spectrum because of the high resolu-
tion (7.5-8.0' at 0.662 MeV). As an 
example, gamma rays at 0.51, 2.22, 4.43, 
and 6.15 MeV would indicate production of 
* This work was supported by NASA under 
Contract Nas 5-11054. 
positrons, neutrons, and excited nuclei 
from various nuclear processes. The 
energy dependent angular resolution of the 
instrument will help in determining the 
contribution from the solar, albedo, and 
celestial sources. 
A data link has been set up to pro-
vide near real time control for the 
instrument. The data can be scanned for 
calibrations and can be examined for evi-
dence of solar activity. Indications of 
solar activity or predictions of high 
flare probabilities might prompt the use of 
the faster time resolution modes. 
Instrument Description 
The instrument is shown schematically 
in Figure 1. The basic sensor is a 3" x 
3" NaI(Tl) crystal mounted on a RCA C31012 
stacked ceramic ruggedized photomultiplier. 
This assembly is mounted inside a CsI(Na) 
anticoincidence shield viewed by RCA 
C70l32B phototubes. An ancillary X-ray 
detector and calibration sources complete 
the instrument. Figure 2 shows a photo-
graph of the assembled flight instrument. 
The NaI crystal was mounted by 
Harshaw Chemical Company directly on the 
sapphire face plate of the photomultiplier 
and hermetically sealed in a thin-walled 
stainless steel housing (low radioactivity 
304ss). The crystal was restrained within 
the housing by a spring delivering a force 
of 60+5 lbs. Bleeder resistors were 
attached to the dynodes and coated with 
RTV 11. A rear housing was placed over 
the bleeder network and voids were foamed 
with Uralane 1723. The CsI(Na) cup was 
rigidly held against the outer aluminum 
housing by a pressure plate. A wave spring 
between the pressure plate and central 
detector restrained the latter from moving 
with respect to the cup. 
The central detector is shielded by a 
thick C.I(Na) cup and a thin front slab of 
the same material. Charged particle 
interactions in either of these shields 
initiate anticoincidence logic signals. 
Gamma rays have a high probability of 
pas.ing through the thin front shield 
without interaction; however, the cup, 
baing 1.5 inches thick nearest the central 
detector, attenuate. 1 MeV gamma rays by 
at least 601. Gamma rays which pass 
1 ! 
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through the front slab and undergo Compton 
scattering in the central detector have a 
high probability of interacting in the cup. 
A 0.511 MeV escape gamma ray from an inci-
dent primary gamma ray producing a pair in 
the central detector may also interact in 
the cup_ In either case an anticoincidence 
pulse is produced which improves the 
energy response function of the system by 
accentuating the photopeak. Figure 3 
shows this effect for an external C0 60 
source. 
The CsI(Na) cup is viewed by four 
hemispherical RCA C70132B photomultipliers. 
Three tubes are arranged at approximately 
120· around the axis of symmetry, with the 
fourth tube at the apex of the cup. The 
cup is made from two cylinderically sym-
metric pieces with the parting plane near 
the fourth tube. The photomultipliers are 
coupled with RTV 165 to the shield crystals 
which are covered by household aluminum 
foil for enhancing light collection. 
The front slab is viewed by a single 
RCA C70132B ohotomultiplier. One end of the 
the slab is thickened and the hemispherical 
photocathode is recessed to be at the same 
level as the slab to take advantage of 
light piping effects. The Am241 doped 
NaI(Tl) crystal which forms part of the x-
ray calibration system is also viewed by 
this tube through the Csl, an air inter-
face, and the glass hermetic seal of the 
NaI(Tl, Am) can. 
The small X-ray monitor is an uncolli-
mated NaI (Tl) crystal,1/4" thick x 1 1/4" 
diameter, with a 10 mil Be window. This 
is viewed by an RCA 4461 flat faced 
1 1/2" diameter phototube. The output is 
divided into four energy channels: 7.5-
15, 15-30, 30-60, 60-120 keV. 
Calibration of the gamma ray spectro-
meter is accomplished by use of a CaGO 
source giving l,nes at 1.17 and 1.33 MeV. 
The source is dispersed (as cobalt octo-
late) in a plastic scintillator (pilot M 
partially Polymerized Plastic Scintillator) 
as described elsewhere I. A 0.02 ~Ci source 
in the shape of a small disk. was bonded to 
the end of a light pipe which passed 
through a hole in the Csl cup so that the 
source was posieioned adjacent to the 
central detector. Light from the plastic 
scintillator is collected b¥ an auxiliary 
C70132B phototube. When Co 0 decays to 
Ni GO , the beta particle is always accom-
panied by prompt gamma rays, more than 
99% of which are the two cascade lines at 
1.17 and 1.33 MeV. The gamma rays can 
pass unhindered into the central detector, 
but the beta particle deposits its energy 
in the plastIc scintillator thus giving a 
logic signal from the auxili~ry phototube 
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which is used to gate the signal from the 
central detector. This system has 
achieved a beta ray tagging efficiency of 
better than 95%. In normal operation the 
system is run in anticoincidence and the 
cobalt gamma rays are rejected, but in 
the calibration mode the system is run in 
coincidence and two prominent lines appear 
in the recorded spectrum with only acci-
dental background contamination. A 
similar system to calibrate the X-ray 
detector uses Am21tl which emits an alpha 
particle in coincidence with a ganuna ray 
line at 60 keV. 
The instrument is located in compart-
ment 9 of the rotating wheel section of 
the OSO-7 spacecraft with the crystal and 
cup axes colinear with a wheel radius. 
Data is accumulated when the instrument 
axis lies within 45° of either the solar 
or antisolar direction. 
Instrument Data Formating 
A block. diagram of our instrument is 
shown in Figure 4. The spacecraft teleme-
try system employs a BOO Hz clock and 
reads data out on a basic 32-word (byte) 
Main Frame cycle. The data from the 
instrument falls under three broad 
categories: 
Spectral data from the central detector 
which is read out in two words which 
appear in every Main Prame cycle. Flag, 
status, clock, and dead time words also 
accompany every spectrum transmitted. 
X-ray data is submultiplexed onto the 
Dig,tal Subframe (DSF) which is a 4B-
word eyel!;! on one word of the Main Frame. 
The instrument is assigned Seven words 
which are spread though the cycle wIth 
two nSF cycles required to read out all 
X-ray channels and clssociated flags alld 
times. Every 7.7 st;;'!conds a half second 
"snapshot " of the Sun is taken iTL succes-
sive energy ranges. The comparisnn quad-
rant is treated Similarly. 
Housekeeping and rate data are teleme-
tered in 10 consecutive words Of HlP 48-
word Analog Subcommutator Cycle (ASC). 
Gamma Spect~al Data 
The gamma ray pulses from the anode 
of the centra 1 deb'?~t()r flow through the 
front end electron 1 cs I where they are 
amplifjed by a charge sensitive pre-
am(Jlifier. The output is double differen-
tiated and passes through a lin~dr gate 
controlled by a variety of logic pulses. 
The gate is strobed to pass the flat por-
tion of the signal and a peak detector js 
used to charge a capacitor u!:ied by n 
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Qua~ratic Analog to Digital converter 
(QADC). The channel number, n, which is 
the digitized output of this device is 
related to the energy loss, E, in the 
central detector by 
E = ken + no)2. 
Over the nominal energy range covered by 
the ir.~trument the half width in energy of 
a crystal photomultiplier combination for 
a given gamma ray line is approximately 
proportional to TE. ' In terms of channel 
numbers, however 
A E = 2k (n + no)6 n 
to first order in & n. Consequently, if we 
choose A E to be the half width, the cor-
responding A n is approximately constant. 
Our system parameters were chosen such 
that we have approximately five channels 
under a gamma peak independent of energy. 
The QADC optimizes our telemetry usage by 
keeping the ratio of the detector to elec-
tronic resolution constant over the 
desired energy range (0.3-9.1 MeV) which 
then requires 377 channels. The QADC and 
memory is described in a companion paper 
in this vol urne 2 • 
For a given pulse height, E, a corre-
sponding 12-bit word is fetched from core 
storage, incremented and replaced. This 
memory is operated according to an 
exchange buffer technique. While one half 
is being updated by the random gamma input, 
the second half is sequentially read out 
into the spacecraft telemetry system. 
These halves are again divided into sec-
tions for the solar and anti solar direc-
tions. 
Gamma Logic. The admission of the desired 
gamma ray into the data stream is control-
led by a linear gate in the following 
manner: First, a window discriminator, 
set to match the lowest and highest chan-
nels of the following QADC, provides a 
strobing input to the gate. For the nomi-
nal gain setting of the central detector 
this provides thresholds of 0.3 and 9.1 
MeV. Other logic signals include PHA 
busy, anticoincidence pulses from the cup, 
slab and the Co 60 source. The CoSO pulse 
as noted above, can be placed in coinci-
dence for calibration operation. The 
anticoincidence pulse from the CsI cup has 
a variable width to cover the slow decay 
component of CsI(Na) after giant pulses. 
An analog dead time circuit sums all 
contributions to the dead time and 
increments its corresponding memory word 
after every 1.515 millisecond dead time 
accumulation. The dead time circuit also 
returns a pulse to cover its own operation. 
A final control pulse is provided by the 
I.: 
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quadrant generator. This is an electronic 
subsystem which provides control puls~s to 
the linear gate, the memory, the X-ray 
logic and the rate meter. whenever the 
detector axis lies within the 90° sectors 
centered on either tho solar or background 
directions. Data is accumUlated for com-
plete quadrants only and the total clock 
time for which accumulation was permitted 
is also sorted in core memory_ 
Fast Time Resolution and Other Modes. 
Three formats for channel readouts are 
available: a full scan mode; a short scan 
mode covering channelS selected for 
pos~ible lines at 0.511, 2.2 MeV and cali-
bration lines; and an intermediate scan 
covering these lines and the 4.43 and 
6.13 MeV lines. The motive is to provide 
faster time resolutions of 30 and 61 
seconds compared with the three minutes 
required for the full scan. 
The instrument can be commanded to 
operate under several conditions besides 
the time read out and calibration modes 
described above. The night reference 
direction which is normally given by a 
Sun-pointing gyro can be switched to the 
magnetometer signal provided by the space-
craft. The quadrant normally aligned 
along a reference direction may be rotated 
by 90°. The central detector's gain can 
be controlled by adjusting its high vol-
tage. Adjustments can be made in two 
ranges of apprOXimately 150 volts which 
slightly overlap. Each range is divided 
into 64 steps. This supply and the high 
VOltage supply for tne shields, CoSO 
calibration, and X-ray tubes may be turned 
on and off independently. Calibration 
is automatically sequenced (but may be 
inhibited by command) at satellite dawn 
and dusk crossings and may also be 
initiated by a manual calibrate command. 
In the manual calibrate case, electronic 
pulses are also sequenced to calibrate the 
system amplifiers and thresholds. 
These various modes are summarized in 
Table 1. 
X-ray Spectral Data 
The pulses from the X-ray tube are 
amplified by a charge sensitive pre-
amplifier and placed either in coincidence 
or anticoincidence with the front slab, 
depending on whether the instrument is in 
the calibrate mode or not. The X-ray data 
is also gated by the quadrant generator to 
accumulate only the latest complete quad-
rant. The analog pulses are attenuated by 
successive factors of two depending on 
which of the four energy intervals is 
being sampled and presented to a window 
discriminator. The number of counts is 
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accumulated by an adaptive scalar which 
can handle a maximum of 18,688 pulse •• 
Rates and Housekeeping 
Various r~tes and housekeeping data 
are handled via theanlllog subcornmutator 
channel. These include log rate meter 
outputs for the shield, cup and central 
detector, each of which is sampled synchro-
nously with the spacecraft rotation and 
read out every 15.36 secol,ds. Tempera-
tures, voltages., and status of the opera-
~ing,modes are also monitored and read out 
every 184 seconds. A typical calibration 
curve for the rate meters is shown i~ 
Figure 5. 
Detector properties 
The system was calibrated UE; log Na 22 I 
Cs 137, Ca 6U , ~h228 sources and a ~pecial 
em244 _c 13 source. The last sour,'B gives a 
monenergetic line at 6.130 MeV through the 
CI3(B, n)016* reaction. The peak channel 
for the gamma ray lines from these sources 
is shown as IE VB. n in Figure 6 for a 
typical gain setting. 
The crystal and photomultiplier com-
bination were carefully chosen to give a 
nominal energy resolution of 7.5% at 
0.662 MeV. Because of the saturation ef-
fects in the central photomultiplier, the 
flight uni,t was provided with a nonlinear 
voltage divider network to assure sign.'il.i 
linearity over our range of interest. 
A-IO 
The number of channels corresponding 
to the half widths for the sources listed 
above is also shown in Figure 6. The 
salient characterist.Lcs of the instruJnent 
are summarized in Table II. 
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Mode 
Table I - Summary of Modes 
Function 
Quadrant 
Scan 
Manual Calibrate 
Autocalibrate 
Shield High Voltages 
Central High Voltage 
Gain Change 
Gain Step 
Aspect Reference 
Spectral Range 
Spectral Resolution 
Angular Resolution 
Time Resolution 
Effective Area 
Bits per Second 
Power (nominal) 
Weight 
Detector Type 
normal or rotated 90°. 
selection of channels read 
electronic and radioactive 
radioactive calibration at 
(on/off) . 
(on/off) . 
out (full, intermedi~te, 
calibrations. 
dawn or dusk. 
or short). 
(upper/lower Central Detector High 
(0 thru 63 steps on either Central 
Magnetometer or Gyroscope. 
Vol tage Range). 
Detector HV Range). 
Table II 
0.3-9.1 MeV (nominal). 
<8% @ 0.662, keV; 377 channel quadratic pulse height analyzer. 
120 0 x 70 0 FWHM at 1 MeV in solar and anti solar directions. 
3 minutes, 61 or 30 seconds. 
45 cm 2 (point source on axis) ~ 
50. 
3.5 watts. 
74 lbs. 
3" " 3" Nal (Tl) crystal in Csl(Na) shield. 
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The relative decrease of the 
line intensities with the cup 
on and off i8 real and is due 
to one of the ca~cade gamma 
pair interacting in the cup. 
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Figure 6. 
Chann.1 Number - n 
Calibration curve for the 
Quadratic Analog to Digital 
Converter. The constancy 
of line half widths is shown 
in the upper graph. Channels 
read out in the fast time 
resolution modes are illus-
trated below. 
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